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ABSTRACT

This Final Report is a compilation of the task reports which
were generated during the contract period April 1, 1974, to April 1, 1975,
for the Johnson Space Center of NASA in Houston, Texas. These tasks are
part of the overall Shuttle communications system design and as such are
many and varied. The subjects include Ku-Band satellite relay to Shuttle,
phased arrays, PN acquisition, quadriplexing of direct link ranging and
telemetry, communications blackout on launch and reentry, acquisition
after blackout on reentry, wideband communications interface with the
Ku-Band rendezvous radar, aerocflight capabilities of Shuttle, a triple
multiplexing scheme equivalent to interplex, and a study of staggered
quadriphase for use on Shuttle.

In the vast majority of the cases new theoretical and/or
application results wefe created in the performance of the tasks, Each

task report is a section in this report and stands alone.
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GENERAL INTRODUCTION AND SUMMARY

The purpose of this section is to explain the rationale used
in generating, performing, and reporting the tasks together with that of
writing this final report. It will be seen shortly that this document
is a compilation of the individual task reports which were issued as
supplements to the contractual monthly reports, and each stands alone
within itself as far as content, analysis, conclusions, appendices, etc.
are concerned. It was felt, then, that some sort of overall intro-
ductory material was in order.

The contract was "kicked off" in early April 1974 with a
meeting between Johnson Space Center (JSC) and Maghavox Advanced Systems
Analysis Office (ASAQ) personnel. At that time seven full tasks were
defined. They were as follows.

The baseline ranging system was to put the information on the
prime carrier and the sidetone ranging on a subcarrier. The problem was
whether or not this was the most efficient way of doing it. OCther
suggested alternatives were quadrature modulation and two separate
carriers. The report studied all methods and recommended reversing the
roles of the ranging and telemetry baseband with respect to the prime
and subcarriers.

The second problem of interest was the blackout during launch
due to the rocket flame. JSC had assumed an 18° cone of silence which
produced up to 8 minutes of no communication. This problem was to be
attacked by doing a first cut analysis on the flame data which would be
supplied by JSC. A tolerance of 10 dB was acceptable and ultimately JSC
wanted a signal level versus look angle plot as the output. The report

fulfilled all cbjectives.



During reentry there is a 20 minute blackout due to skin
heating creating a radio shield about Shuttle. JSC was interested in
communicating voice and low bit rate telemetry, say, 32 kbps, or even as
low as 8 kbps. The problem was to look at Ku-Band through TDRS or even
S5-Band if feasible. ASAQ studied two major models and arrived at
extrapclated results from these.

after blackout on reentry, JSC wanted to know how long it
would take to reacquire and if there were any problems, such as, high
doppler rates due to the high velocities and decelerations involved in
Shuttle reentry. The report established that the signal-to-noise ratios
were high and that Orbiter would be the pacing element for acguisition.

JSC presently has a Ku-Band pulse type radar which is of the
nencoherent type as a baseline design. JSC wanted to use the 20" dish
and any 6ther parts of the radar that were feasible for an added wide-
band communications link. The study showed that the baseline design Qas
inflexible due to the near-far requirements of the radar and so only the
dish could be in common with any wideband communications system add-on.

Having entered the atmosphere Shuttle will be an airplane and
as such is in the Aeroflight mode. After blackout such navigational
aids as‘TACAN and a radar altimeter will be employed. ASAO was to look
at antenna coverage and review the baseline aeroflight system. The
report showed only possible antenna placement problems.

Lastly there are a large number and classes of paylcads to be
handled by Shuttle, hence it must look like a STDN, DSN, SGLS station.

How can this best be done was asked? Would "kits" determined by



the payloads be the best route toc go, i.e., plug-in boxes for each
payload class? How about restricted formats to get commonality? ASAO
generated a usage matrix, but the task was not pursued to completion
since JSC was not prepared to respond due to fluctuations in the payload
philosophy.

After these initial tasks were established, the procedure for
new task definition was on an "as needed" basis. As problems arose in
the system the personnel at JSC would call ASAQ and discuss the task.
ASAO would then layocut the task as we saw it and confirm the interpre-
tation with Houston. Upon mutual agreement the study was undertaken.

There was one more facet to the interface between ASAO and JSC
which was necessary, that is,- the "quick look". It turned out that some
problem areas needed development prior to a decision as to whether or
not further effort was warranted. In other words was a problem worthy
of a full task status? The initial interface was the same, however, the
turnaround time and depth of study employed was less. The items were
documented as appendices to the monthly reports. Several were turned
into full tasks and some were dropped. This procedure worked out very
well for both sides.

To complete this part of the final report we will list the
other tasks and "quick looks", summarize the results, and finally
briefly describe the remainder of the report.

The S-/Ku-Band TDRSS to Orbiter relay task started as a quick
look and was deemed worthy of full task status. It grew out of marginal
link budgets on the S-Band relay link. It was thought that advantage

could be taken of the higher gain of the TDRS antenna at Ku-Band.



In the report a candidate Ku-Band relay system for the Shuttle
Orbiter was studied. Link budgets were developed, the Orbiter receive
system noise temperature was determined and the minimum transmit and
receive antenna gains required for specific data rates were calculated.
The command link was found to require directional antennas, therefore a
number of them had to be used to achieve omnidirectional coverage. The
high vacuum voltage breakdown in the waveguide components of the system
(especially the diplexer) was recognized as a problem and was discussed
in the report. An appendix to the report listed available hardware
(waveguide, diplexers, rotary joints, TWI's} at Ku~Band.

The Ku-Band phased array problem started as a quick look task.
Tt was born of a desire to phase various system antennas to improve link
margins. It was soon seen, however, that the cost and complexity was
too high to consider it further. It was thus dropped after the quick
lock report was issued és part of the fourth monthly report.

The relay PN problem is another one which started as a quick
look and turned inte a full task.

The relay uplink incorporates the Tracking and Data Relay
Satellite System (TDRSS) to transmit uplink command and digital voice to
Orbiter from the earth. In conformance with the guidelines set by the
~ CCIR of the ITU on the maximum flux density at the earth's surface by
emissions from space, the TDRSS~to-Orbiter link will be required to
employ spread spectrum techniques. The study addressed the problem of
acquiring and tracking a direct sequence pseudonoise (PN} code which has

peen phase shift keyed (PSK) onto a carrier along with the uplink data.



Several factors affect the analysis of the PN receiver. They
are:

o Up to £60 kHz of doppler shift on the carrier

o The use of Manchester coding on the uplink

o The low energy per symbol

o The length of the PN code required

o) The chip rate of the PN code reguired

o The multiple bit rates to be accommedated.

The most damaging of these are the restrictions on the code. It will be
seen in Section 8 that these restrictions do not allow us to take full
advantage of the code properties. To be a bit more specific, the flux
density requirements dictate a chip rate of at least 10 Megachips per
second and a code length of at least 2047, whereas the bandwidth limita-
tions of the system limit the chip rate to roughly 20 Megachips per
second. This bounds the sync time.

Due to the desirability of having Orbiter be as autonomous as
possible it was deemed necessary to be independent of any doppler
correction on the ground, and so the full doppler range must be taken
into account. Also Orbiter would like to receive data or not without
affecting the PN acquisition scheme.

All of the above considerations severely limited the receiver
design. The one chosen in Section 8 is thought to be the best compro=-
mise among all parameters.

The quick look task of multiplexing Department of Defense
(DOD) data long with existing data grew out of the following consi-

derations.



Many changes in the baseline communications system have taken
place since the first proposed design. Initially the S-Band direct link
was to transmit the Orbiter telemetry (192 kbps) to ground via a Manchester
coded phase modulated (PM) prime carrier. Later the desirability for
ranging was indicated. JSC proposed to PM the sidetone ranging onto a
1.7 MHz subcarrier which would then be low index PM'ed onto the prime.
ASAO studied this configuration, found it to be adequate with adjust-
ments in indices of modulation, but suggested that the roles of the data
and ranging be reversed. The alternate was rejected by JSC for reasons
of Orbiter impact.

A further modification was then suggested by JSC, namely, to
quadriplex the ranging with the DOD direct link telemetry (256 kbps} .
This would open the possibility of eliminating the S-Ban@ FM trans-
mitter. The other functions of that box would be shifted to the wide-
band communications sysfem and/or other boxes in the telecommunications
subsystem. Specifically JSC proposed to amplitude modulate (AM) the
ranging onto the in-phase subcarrier and to AM the 256 kbps data onto
the guadrature subcarrier. The resultant of adding the two would then
phase modulate the prime carrier along with the MNASA data. ASAQO was to
study this new proposal for flaws and practicality among other features.
The report analyzed all approaches and recommended that the DOD and NASA
data be quadriphased onto the subcarrier. The ranging and this sub-
carrier could then be modulated onte the prime carrier.

The problem of autotracking the Orbiter high gain dish was
suggested as a quick look task, but was withdrawn before any report

could be issued.



In the later stages of the contract the task of devising
schemes for multiplexing three asynchronous bit streams was defined.

Two main approaches were studied, interplex and what we call quadriplex.
Interplex required a true phase modulator and quadriplex did not,

however, interplex was compatible with a hardlimiting repeater, whereas
quadriplex was not. A very significant result of the study was to link
the two techniques thus giving the best factors of both to the recommended
system.

Lastly JSC was interested in staggered quadriphase as a method
of sending relay data. ASAQ was tasked to deliver a white paper on the
subject. As a consequence of the study, a new result was developed,
namely, it is now possible to analytically derive the power spectrum of
staggered quadriphase after it has been hardlimited. The result allows
the design of optimum-spectrum occupation signals and gives insight into
the advantages of staggered gquadriphase for bandwidth conservation.

To end this section a brief rationale behind the format of
this report will be given. Since most tasks had resulted in reports
already, much time and effort could be saved if much of this material
could be used in the final report. Alsoc because of the “stand alone”
nature of the individual studies it was felt that separate introductions,
analysis, conclusions, and appendices were warranted. This philosophy

was adopted in the Final Report.



TECHNICAL REPORTS

This section reports the results of the tasks stated in the
General Introduction and Summary.' The Quick Look results have been
gathered as a section within themselves with individual subjects being
subsections. The remaining part of this section reports the results of
full tasks. An effort has been made to repeat all material developed
under the contract whether or not it has been issued as a supplemental
document previous to this final accounting.

As a preface to the sections below the reader should bear in
mind that the report was done, in some cases, almost a year ago, and so
should not be judged by today's Orbiter communications configuration,
but by that existing at the time. The scenaric and assumptions in force

at the time of the studies is given in each repdrt.

1.0 QUICK LOOK REPORTS
1.1 KU-BAND SATELLITE RELAY SYSTEM FOR SHUTTLE QORBITER
1.1.1 Introduction

It has been sugges£ed that a Ku-Band relay capability be
included in the Shuttle Orbiter in place of the baseline S-Band concept.
If possible the system would utilize as much of the Ku-Band hérdware
associated with the rendezvous radar/wideband communication system as
practicable.

A functional block diagram of the Ku-Band relay system is
shown in Figure 1.1. It is assumed that the antenna system, diplexer,
and receive amplifier would be mounted in the forward areas of the
Orbiter, while the power amplifier, receiver, and perhaps the modem will
be located in the payload area. With an omni-antenna on board the

Orbiter, merely switching from S- to Ku-Band, offers no advantages. The
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increased gain of the relay satellite is offset by the increased propa-
gation path loss. Moreover, the long waveguide run (12.2m (40 ft.)
max.) from the payload area to the forward area of the Orhiter degrades
system performance even further.

The solution, at first glance, appears to lie in the increased
Orbiter antenna gain over that at S-Band for the same aperture dimensions.
Increased gain, however, implies a corresponding decrease of beamwidth
indicating the need for more Ku-Band antenna elements to be mounted at
the forward area of the Orbiter.
1.1.2 Analysis

A set of link budgets and curves showing achievable data rates
are presented in Tables 1.1 and 1.2 and Figures 1.2 and 1.3 for the
Return and Forward links respectively. Examination of Figure 1.2 indi-
cates that to achieve a return link data rate of 128 kbps, Orbiter EIRPS
of 21 dBW and 26 dBW are required for the coded. i.e., forward e;ror
control (FEC), and non-coded transmission respectively.

To determine the minimum allowable Ku-Band antenna gain,
consider the following:

Power Amplifier‘Output = 40 w (16 dEW)

Waveguide Length = 12.2m (40 ft.) (max.)

Waveguide Loss, LT = 0.33 to 0.825 dB/m (0.1 to 0.25 dB/ft.)

Diplexer Loss, Ld = .5 dB

The minimum Orbiter gain required is found by the following:

, = - + +
Gmln EIRPreq'd PO LT Ld

A tabulation of Gmin for various values of EIRP and LT is shown in

Table 1.3.
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TABLE 1-1

SINGLE-ACCESS KU-BAND RETURN LINK BUDGET

PARAMETER VALUE

. . -5
Binary Error Probability 10
User EIRP (dBW) EIRP
Space Loss (dB) -209.2
Pointing Loss (dB) -0.5
Polarization Loss (dB) -0.5

*

TDRS Antenna Gain (dB) 52.6 (55%)

PS at Output of Antenna (dBW)

-157.6 + EIRP

. o
TS {Antenna Output Terminals) { K)

KTS at Output of Antenna

710
-200.1

Carrier-to-Noise Density, PS/NO, (dB-Hz)
Transponder Loss (dB)

Demodulation Loss {dB)

Residual Carrier Loss (dB)

System Margin (dB)

Required Eb/No, APSK

42,5 + EIRP
-2.0
-1.5
-1.0
-3.0
9.9

Achievable Data Rate {(dB)

25.1 + EIRP

FEC Gain, R = 1/2, K = 7 (d4B)
Achievable Data Rate (dR)

5.2

30.3 + EIRP

FEC Gain, R = 1/3, X = 7 (dB)
Achievable Data Rate (dB)

5.7
30.8 + EIRP

On AXis

11
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€T

SINGLE-ACCESS KU-BAND FORWARD LINK BUDGET

TABLE 1-2

PARAMETER LOW POWER LINK HIGH POWER LINK
Binary Error Probability 1077 107°

EIRP* (dBuw) 29.5 49.5

Space Loss (dB) -208.6 -208.6

User Antenna Gain {dBi} Gu Gu

Polarization Loss (dRB) -0.5 -0.5

PS Out of User Antenna (dBW) -179.6 + Gu -159.6 + Gu
‘System Noise Temperature, (OK) Ts Ts

Boltzmann's Constant, k, (dBW/ K-Hz) ~228.6 -228.6

Carrier-to-Noise Density, PS/NO, (dB~Hz)
Transponder Loss (dB)

Demodulation Loss (dB)

PN Loss (dB)

Residual Carrier Loss (dB)

System Margin (dB)

Requi red Eb/NO} APSK (dB)

49.0 + (Gu/TS}dB
-1.0
-1.5
-1.0
-1.0
-3.0
-9.9

69.0 + (Gu/TS)dB
~1.0
-1.5
-1.0
-1.0
-3.0
-9.9

Achievable Data Rate {dB)

- +
31.6 (Gu/Ts)dB

.6 +
5l.6 (Gu/Ts)dB

FEC Gain, R= 1/2, K = 7 (dB)
Achievable Data Rate (dB)

5.2

.8 +
36.8 (Gu/TS)dB

5.2
56.8 + (Gu/TS)dB

FEC Gain, R = 1/3, K = 7 (dB)
Achievable Data Rate (dB)

5.7
37.3 +
(6 /TS am

5.7
. +
57.3 (Gu/TS)dB

On Axis
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MINIMUM SHUTTLE ANTENNA GAIN

TABLE 1-3
(dABi)

REQUIRED TO ACHIEVE AT DATA RATE OF 128 KBPS

I
EIRP WITH FEC = 21 dBW EIRP W/O FEC = 26 dBW
= = =4 dB =1
Lo = 4 dB L, = 10 dB Ly Ly, 0 4B
9.5 15.5 14.5 20.5

TABLE 1-4
FORWARD LINK KU-BAND

SYSTEM NQOISE TEMPERATURE REQUIREMENTS

SHUTTLE REQUIRED SYSTEM NOISE TEMP IN dB—OK
ANTENNA FOR 40 KBPS DATA RATE
I
GAIN TDRS EIRP = +49.5 dBW TDRS EIRP = +29.5 dBW
(aB)
FEC W/0 FEC FEC W/0 FEC
9.5 20.5 15.5 +.5 -4.5
15.5 26.5 21.5 6.5 +1.5
14.5 25.5 20.5 5.5 L 4.5
i
20.5 31.5 26.5 11.5 L 46.5
;
i

15




required Shuttle G/TS to support various data rates.

Presented in Figure 1.3 is a set of curves indicating the

At 40 kbps the

required G/TS varies from -11 dB/°K to +15 dB/°K depending on the TDRSS

EIRP and whether or not coding is employed.

Based on the minimum

required antenna gains of Table 1.3, a set of system noise figure

requirements has been computed and is shown in Table 1.4.

"lived with" is approximately 10 dB.

As shown in Table 1.3 the smallest antenna gain that can be

With the exception of arravs,

there are only a few single element antennas that can practically

achieve such gains, namely:

Parabolic Dish
Parabolic Cylinder

Horn

Short Backfire

Conclusion

Beam Shape
Symmetrical
Fanbeam

Broad "Flat-topped"
Fanbeam

Wide; Symmetrical

Beamwidth
@.20 4B Gain

=]

=18

ot

25°

3]

One can see that if a 360° field of view is to be covered by

antennas having a beamwidth of approximately 20° then 12 such antennas

must be used.

array of separate antenna elements.

arranged in a straight line in one dimension.

This is considered by ASAO to be impractical.

GAIN ENHANCEMENT BY PHASING TWO SHUTTLE ANTENNA ELEMENTS

Introduction

Antenna aperatures are often times synthesized by using an

16

A linear array consists of elements

A planar array consists



of a two-dimensional array of elements arranged to lie in a plane. The
relative phase and amplitude of the signals at the antenna elements are
controlled to obtain the desired radiation pattern from the combined
action of the elements. 1If one fixes the phases across the elements of
the pattern the radiation pattern is also fixed.
1.2.2 Analysis

With regard to the Shuttle Orbiter it is conceivable that an
additional kitted Ku-Band antenna system might be added to increase the
link gain. The antenna system would consist of two directional elements
each of aperature width D separated by a distance d and have an illumi-

nation pattern y({x), as shown in Figure 1.4.

P(x)

FP—" D *“ﬁ# f— D —i

1
N- 4
N <4

FIGURE 1.4 UNIFORM ILLUMINATION PATTERN

In reality the illumination function will be of the parabeolic
type, however for the consideration herein a uniform illumination is
assumed. It should be noted that this two-element array is of the
linear type and as such the gain increase is in one dimension only. For
a correspending increase in the other dimension a four-element planar

array would be required. This could affect antenna tracking.
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To obtain a broadside beam with increased gain in the main
lobe the two antenna elements are summed as shown in Figure 1.5.

Normally, when a array of this type is emploved the antenna elements are

mounted on a common gimble base so that the entire array can be steered.

N

FIGURE 1.5 A BROADSIDE BEAM

This allows the synthesized aperature to remain constant regardless of
the direction in which the array is pointing (see Figure 1.6a}. In the
case of Orkiter, however, it has been assumed that the antennas are
mounted separately so that independent steering will be required, as
shown in Figure 1.6b. The antenna illumination patterns in this case
are no longer co-linear and the elements therefore would regquire some
form of delay to compensate for the phase front delay.

The above rationale was under the assumption that the antennas
were close enough to synthesize a new aperture from the two original ones.
If they are not then the two dishes can be independently pointed and
their outputs (or inputs) can be appropriately phased to achieve gain

simply by coherent addition. In this case the original apertures remain

18



ALITVAD MO0d Jd0
ST HOVA TYNIDIEQ

6t

P

Position 1 Position 2 Position 3
(a) GANGED

O . «:Q’ \\\QH
. B 4
.

e e A
T R Lo

.

Position 1 Position 2 Position 3

(b) INDEPENDENT

FIGURE 1.6 PHASED ARRAY GEOMETRY AND PATTERNS



separate. Independent steering as Orbiter comes in view of a TDRS,
passes under it, and then travels on will cause problems. On both
extremes of the TDRS view angle one or the other antennas will block
the remaining one thus disrupting the aperture. Operationally it is
possible to avéid this, but it is at the cost of Orbiter maneuvering.
1.2.3 Conclusion

The conclusion to the above discussion is that it is likely
that the geometry of the two dish array will impose restrictions on its
use and degrade the gain achievable to appreciably less than the theo-
retical maximum of 3 dB. This combined with the circuit losses could
be intoclerable.

It is recommended that an in-depth study be made to ascertain

the actual degradation.

1.3 SHUTTLE PN ACQUISITION ANALYSIS

1.3.1 Introduction

The use of direct sequence pseudonoise (PN) spread spectrum
on the uplink relay to Shuttle to meet international space-to-earth
radiation regulations opens up a whole range of new design areas for
the Orbiter communications system. Foremost among these is the require-
ment to acquire the transmitted code at the receiver. This report deals
with that portion of the overall acquisition procedure which aligns the
codes to within 1/2 chip of perfect. This is the major consideration
since very low signal-to-noise ratios (SNR) are the rule and since the
bulk of the overall code acquisition time is taken up by this "coarse sync"

process.
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The motivation for going to PN was weak links and power
requirements, therefore low SNR's must be contended with as will be
seen shortly, In the interest of low cost and complexity the simplest
system possible was chosen by NASA for analysis by ASAQ (Figure 1.7}.
The system basically isolates discrete power which is a function of the
PN autocorrelation function.{l) If the output of the low pass filter
{LPF)} does not trigger the threshold detector (T.D.) then the code is
"slipped a chip". If the T.D. is triggered then correlation is assumed
to be sufficient (ITIST/Z) and the process is stopped.

In Reference 1 it is shown that the bandpass filter must be
at least as wide as the data. Also if there is any doppler uncertainty,
then the bandwidth must be even wider.
1.3.2 Analysis

To get a handle on the problem consider the case of no doppler
and the lowest convolutionally encoded bit rate possible (command plus
1 yoice) of 72 kbps. This case will indicate whether or not the scheme
is worth pursuing. Since the system is not phase sensitive the PSK
on the carrier can be ignored. We thus have the case of a sine wave plus
noise. Note: prior to envelope detecting it is phase sensitive, however,
therefore the BPF must be as wide as the information dictates.(l)

The system as it stands now is exactly the same as a radar
system with 100% duty cycle and pulse spectrum given by the information
stream. The following analysis and resulting curves are derived from
Reference 2, Per Reference 3 the EIRP available from TDRS is 44.4 dBW
(the added 2.6 dB recently gained will 5e used later). This translates
into a SNR of

~

SNR, = 56.2 - 1 - R (dB), (1.3.1)
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where 56.2 dB is the SNR per Hertz, 1 dB is TDRS loss, %b is the bit
rate in dB. The SNR required for a false alarm probability of lO_5 and
a detection probability of 0.99 is(z)

SNRR =14.6 + 3 + 6 + 1 (dB), (1.3.2)
where 14.6 dB is needed per pulse, 3 dB is margin, & dB decorrelation
loss is the worst case T/2 (1/2 chip) misalignment, and 1 dB reflects
the use of a low pass filter to implement the post detection integration
(exponential versus uniform weighting).

In the following assumé a code length

L = 2047, (1.3.3)

For an RC low pass filter the noise BW (Bn) is related to its

time constant (T) as follows:

1

=2 (1.3.4)

B
Assuming 4t as the time required to let the LPF output settle before
checking the threshold, and using the material on pp. 38 and 39 of
Reference 2 the maximum time to lock (TL) will be

TL = 2047 x (41} = 2047/Bn. (1.3.5)

Per Reference 2

s R T 136
R, = 71.257 "~ 1. -3.6)
L
where n is the number of post detection pulses integrated.
Using """ to indicate 4B quantities, e.g., %L = 10 log TL'
R =38.1+n-T. (1.3.7)

Now the postdetection gain (G) curve is well described by
G = 0.75 n, {1.3.8)
thus using (1.3.1), (1.3.2), (1.3.7) and (1.3.8)

SNRR - SNRA =G = 0.75 (Rb + TL - 38.1). (1.3.9)
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Solving for ﬁb in terms of %L gives the desired result.

~ ~

Rb = 3TL + 8.1 . (1.3.10)

This equation is plotted as the 44.4 dBW EIRP curve in Figure 1.8.

An immediate observation is that at 72 kbps it will take about
20 seconds to ;OCk.
1.3.3 Conclusions

The other curves in Figure 1.8 are for other EIRP's. These
curves can be used to juggle various parameters to optimize performance.
Let us be optimistic for a moment. Assume the following:

o] The doppler can be tracked out by the ground station.

o] The power is 47 ABW EIRP (i.e., the 2.6 dB gain is
brought into the picture}.

o) The bit rate is 72 kbps (one voice plus command tele-
metry).
o} Ne margin is used.

With these ground rules the effective power is 50 dBW and the curve
gives 3.25 seconds maximum to lock. Remember & dB decorrelation loss
is still in effect. This means that the system just happened to get
right on the edge of the PN correlation curve. The probability of this
is remote. Most likely there will be 1 or 2 dB available here.

Now lets be pessimistic.

o] The BPF must accommodate a doppler offset of roughly
72 kHz (per Reference 4 it is 56 kHz).

Q The power is 46 dB EIRP {(i.e., 1 dB PN loss is assumed).
C The bit rate is 72 kbps.
o Full decorrelation exists (6 dB).
o There is 3 dB margin.
This gives an effective EIRP of 43.4 4BW and the curves give a maximum

acquisition time of 25 seconds.
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The conclusion is that with care the PN acgquisition system
will perform adeguately, but a more efficient PN acguisition scheme
should be used if the acquisition time is to be improved. Other tech-
niques such as slipping less than a chip and reduced search after drop
lock should be investigated. (See Section 8 of this report for an
analysis of a modification to the one studied here.)

1.3.4 References
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1.4 DOD DIRECT LINK QUADRIPLEX

l1.4.1 Introduction

Many changes in the baseline communications system have taken
place since the first proposed design. Initially the S-Band direct link
was to-transmit the Orbiter telemetry (192 kbps} to ground via a
Manchester coded phase modulated (PM) prime carrier. Later the desir-
ability for ranging was indicated. JSC proposed to PM the sidetone
ranging onto a 1.7 MHz subcarrier which would then be low index PM'ed
onto the prime. ASACQ studied this configuration, found it to be ade-
quate with adjustments in indices of modulation, but suggested that the
roles of the data and ranging be reversed.(l} (Reference 1 is repro-

duced as Section 2 of this report.) The alternate was rejected by JSC

for reasons of Orbiter impact.
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Recently a further modification was suggested, namely, to
quadriplex the ranging with the DOD direct link telemetry (256 kbps).
This would open the possibility of eliminating the S-Band FM trans-
mitter. See Figure 1.9. The other functions of that box would be
shifted to the wideband communications system and/or other boxes in the
telecommunications subsystem. Specifically JSC proposed to amplitude
modulate (AM) the ranging onto the in-phase subcarrier and to M the
256 kbps data onto the gquadrature subcarrier. The resultant of adding
the two would then phase modulate the prime carrier along with the NASA
data. ASAO was to study this new proposal for flaws and practicality
among other features. The following is the result.

1.4.2 Analysis

The first item of interest is that the direct 1link has a
24.4 dB margin in the voice channel (without ranging} and 20.5 dB margin
in the telemetry channél {again this was calculated prior to the ranging
insertion).(2) The conclusion is that the link has “"power to burn",
thus this is not a factor.

The next item then is the interference possikbility. Figure 1.10
shows that if the DOD data were split phased onto the subcarrier then
there would be a considerable amount of interference. This can be seen
if it is realized that 43% of the baseband split phase power is in the
first sideband (86% doublesided} with 3.5% for the next, and 1% for the
next sideband.(3) Thus there is significant power intermingling within
the NASA and DOD data (not to mention the ranging). This brought the
conclusion that an NRZ format is mandatory. Recall that separation must

be sufficient for adequate filtering.

27



NASA
Phase Phase
—_— IEEE—— =
data Moad, Mod. -
(192 kbps)
cos w_t DOD
© data
{256 kbps)
/2
J
X b cos w_ t
sC
Ranging
Subcar.
Osc.
ORIGINAL PAGE 18

OF POOR QUALITY

FIGURE 1.9  JSC QUADRATURE SYSTEM

28



Power Spectra
A 43%(2) 3.5%(2)

T4(2) <1 €(2)

T T T = Y f —;f (MHz?}
10 10.5 11.0 11.5 12.0

Figure 1.10 SPLIT PHASED DCD DATA CASE

Power Spectra

A
43%(2)

} % { (MHz)

Figure 1,11 NRZ DOD DATA CASE

29



Figure 1.11 shows the NRZ format. The possibility now exists
for proper separation. It should be noted in the above that only half
the sideband power in the subcarrier interferes with the sidebana power
on the prime carrier since the other half is in the positive fregquency
direction away from the prime carrier sidebands. Both prime carrier
sidebands, however, interfere with the subcarrier as can be seen readily
from the figures.

The next item of interest is the balance of power among the
NASA data, DOD data, and ranging. Following Lindsey(4) it can be shown

that the power in the carrier, Pc, NASA data, P and DOD data subcarrier

d'

plus all of its sidebands, Pe' are

P

£ -7 2[/5 M] cos?t ‘ (1.4.1)
P 0

Fa

= = 3.2[V2 M] sin?t (1.4.2)
P 0

P .

—% = 2J12[/5 M] cos?t (1.4.3)

where P is the total direct link power, VE-M_is the amplitude of the DOD
data, 1 is the peak éhase deviation due to the NASA data alcone, and Pr,
the total ranging power, has been assumed negligible. The signal consi-
dered in‘the above was
sS(t) = V2P cos [wct + Tal(t)
+ [JEE_ cos (wt + 0 )] cos (W t + B )
r r r sC sc

+ /2 M ay(t) sin (w_t +6_) + 0 1, (1.4.4)
sSC sC [

where W is the prime carrier frequency, ai(t) is a *¥1 random bit stream,
w is the range tone frequency, W is the subcarrier'frequency, and the

er, BSC, and GC are uniformly distributed random phase angles.
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It should be noted that in the above the ranging was assumed
to have a low peak value relative to 1. This is a good assumption since
the ranging power balance is not critical; whereas the DOD and NASA power
balance is critical.

Equation (1.4.1) through (1.4.3) give the following values for
T = 0.9, and Y2 M =1.1

P Pd ‘ Pe
= 20%, - = 31.8%, - = 17.14% (1.4.5)

wla
|

The total is 69%. The other 31% is lost in cross-modulation. Again
gince the link is so strong the power loss is folerable. Further
adjustment of the parameters could optimize the power balance.

As seen above in order to balance the power to suppress domi-
nant interference by any one source, it wés necessary to raise the modu-
lation index (MI) of the DOD subcarrier. This brought with it a con-
commitant increase in intermodulation distortion and the loss of power.
For these reasons and because the ranging system on the ground requires

a phase modulated signal(s)

the following alternate is proposed by ASAO.
Figure 1.12 shows éhis system. The ranging is PM'ed onto the prime
carrier. The DOD and NASA data are quadriphase (QPSK) modulated onto
the 1.7 MHz subcarrier. The subcarrier then phase modulates the prime
carrier. The advantages are many.
o The ranging is STDN compatible requiring only a simple
filtering operation prior to injection into the range

recovery system,

o There is no interference between the data channels
{except through any quadrature unbalance).

o QPSK is simple to implement.

o NRZ can be used on the telemetry thereby suppressing
any interference with the ranging.

o The subcarrier operation is digital.

o The scheme is power efficient.
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For the alternate scheme with a low index on the ranging we essentially

have
[
- 1 2[/9p 1.4.6
S =, [Vor 1] { )
e 2
e _ : .4.7
23, [fzpscl, (1 )

where PSC is the total quadriphased subcarrier power, i.e.,

s(t) = V2P cos [mct + V2P cos (w_ t+ ¢ _ (t) +4_) + ¢c].

(1.4.8)
For v2P = 0.8
sc
Pc
p = 71.6% (1.4.9)
P
P
< = 27.2%. (1.4.10)
For an equal power split in the NASA and DOD data streams
Panasa = Papop ~ 13-6%- , (1.4.11)

Thus each is down only 8.7 dB from the total power. This means there is
plenty of margin for all the signals. Note also that 7.6 + 27.2 = 98.8;
therefore there is very little power lost in intermcdulation distortion.
1.4.5 Conclusion |

In conclusion then, the baseline system is marginally adequate
{interference being in question). The alternate proposal is more than
adequate.
1.4.4 References
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2.0 ORBITER DIRECT LINK RANGING/TELEMETRY STUDY

2.1 INTRODUCTION
This task grew out of a need to range on launch and reentry
as well as transmit and receive telemetry and/or voice. In these situ-
ations the method of integrating doppler derived range rate is neither
accurate enough nor timely enough to satisfy the system requirements.
As a first cut at the problem NASA/JSC created a baseline scheme. It
has the ranging {(which is of the Goddard Range and Range Rate (GRARRi
variety) placed on a subcarrier at 1.7 MHz away from the S5-Band carrier.
This carrier has been previously phase modulated by a PCM digital bit
stream. This could be pure telemetry or digitized voice (via an adaptive
delta modulator) or both time multiplexed together into a composite bit
stream. |
While the baseline scheme is simple and historically effective
NASA/JSC asked Magnavox ASAQ to look into the baseline as well as other
possible methods for transmitting the ranging and telemetry. In the
following report this is done and as an added result the modulation indices
employed in the baseline design are found to create interference problems

between the ranging subcarrier with its sidebands and the modulated carrier.
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It is appropriate here to state these indices. They are 0.3 radians
peak phase deviation on the subcarrier for the sidetone modulation,
0.3 radians peak phase deviation on the prime carrier for the subcarrier
modulation, and 1.1 radians peak phase deviation on the prime carrier
for the telemetry modulation.
2.2 ANALYSIS

The modulation schemes investigated were as follows.

(a) Quadrature signaling with the ranging on one orthogonal
channel and the telemetry on the other.

(b) Separate Carriers.
{c} Dual Polarization.
{d)} Square Wave Subcarrier.

{e) Sidetone ranging on a 1.7 MHz subcarrier with PCM
telemetry on the prime carrier. (Baseline)

(f) Sidetone ranging on the prime carrier with PCM
telemetry on a 1.7 MHz subcarrier.

The order of the above was chosen so as to end up with the two recom-
mended approaches. In other words, methods (a) through (d) were rejected.

;

2.2.1 Quadrature Signaling

Quadrature signaling is a commeon modulation technique used
mostly in digital communications. In the present case the ranging is
analog (a sum of sine wave sidetones) and the telemetry is digital.
While the modulator is straightforward, the demodulator is not simple.
Also the multifunctional receiver (MFR) which will be used by the Space
Tracking and Data Network (STDN) to support the Orbiter cannot handle
anything other than a single channel modulation approach. A quadrature
type of signal could be recovered from the wideband combiner output,
however, this still leaves the problem of gquadrature demodulation.
Without even considering the demodulator complexity it can be concluded

that this approach is wasteful of the support facilities.
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The prime advantage of quadrature modulation is, of course,
the bandwidth savings due to simultaneous usage of a common band by two
orthogonal carriers. In the present situation bandwidth is not a problem
and so the advantage is irrelevant. Other problems such as de-orthogo-
nalization musﬁ also be considered. Any differential phase delay between
the two channels results in cross-talk; thus filters would have to have
good group delay properties. Due to the above discussion quadrature
modulation was rejected as a means of sending simultaneous ranging and
telemetry.

2.2.2 Separate Carriers

The method of using separate carriers is simple enough, but
it requires two ground receivers which is again wasteful of the support
facilities (as will be seen later there is a simple way of using only
one receiver). There is a bandwidth savings due to no lower sideband as
in the baseline design; but again the system is not bandwidth constrained.

2.2.3 Dual Polarization

The method of dual polarization is essentially an orthogonal
carrier approach using the polarization properties of electromagnetic
waves in place of the phase of a sine wave. Two problems arise. The
first is that practical limitations on antenna and other hardware designs
degrade perfect orthogonality to only akout 20 dB channel to channel
igolation. The second is that the MFR combines the two channels and makes
no provision for individual polarization channel recovery. Implementation
on the Orbiter is not overly complex, but cannot be done within the low

level electronics as is most desirable. For all the reascons above and the

lack of bandwidth problems, this method was rejected.
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2.2.4 Square Wave Subcarrier

The next approach to be considered is the use of a sguare wave
subcarrier for the telemetry. The idea here is to add the ranging and
the telemetry together after the telemetry has been suitably processed.
For example Manchester* (split/phase) coding the bit stream results in a
space near the carrier in which the ranging may be placed (Figure 2.1).
Simple filtering can, in principle, separate the two signals with the
telemetry recovered with a standard bit sync. This approach was pro-
posed for ESRO IV to send two bit stream simultaneously, one NRZ, the
other split/phase.

The biggest problem with this technique is the interference
possibility due to the spectral overlap. In order to work the power in
the interfering part of the telemetry spectrum must be negligible.

This, however, forces the signaling rate to be high with an attendant
spread of the bandwidth. For split/phase a bit rate of roughly 1 MHz is
required. If higher frequency subcarriers were used even more bandwidth
would be needed.

Another drawback with this methed is the reguirement of sharp
filters to separate the spectrums. Sharp filters, however, produce
phase distortion with a resulting degradation in the output. This
approach while very easy to implement cannot be used here. It should,
however, be kept in mind if the bit rate (now at 192 kbps)} is increased
substantially.

2.2.5 Baseline System

The multiplexing scheme proposed originally as baseline for
Orbiter is reasonably simple to implement and has been implemented

enough so as to be predictable "performance-wise".
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Figure 2.2 shows the spectrum of the baseline system. The
following analysis shows that the scheme is practical and the parameters
can be chosen to make the performance acceptable with the ranging/telemetry
interference held to a minimum.(l)(z)

The signal-to-noise density available on the Orbiter to STDN

(3) Ine bit rate bandwidth is 192 kiz, hence the

link is 84.2 dB-Hz.
Eb/N0 available (hot coﬁsidering any modulation or equipment losses) is
31.4 dB. As can be seen readily from this figure there is no problem as
far as power is concerned; for example, splitting the power equally among
the carrier, ranging, and telemetry, still gives 26.6 dB for the telemetry
(which is more than enough to offset any gquipment-losses), 79.4 dB-Hz
for the ranging (which is 29.4 dB more than required for acquisition
and thus entirely satisfactory for ranging), and 79.4 dB-Hz for the
carrier {which will alloﬁ carrier acquisition and lock with no problems
at all).

The above example simply points up the fact that link margin
is a secondary consideration. The prime consideration is interference,
and in the final analysis the parameters which determine carrier, ranging,
and telemetry power will have to be chosen so as to minimize inter-
ference. For the baseline system the telemetry being on the carrier and

the STDN interface combined to require Manchester coding of the telemetry.

This spreads the bandwidth over and above the normal NRZ. Rounding the

192 kbps to 200 kbps for convenience, the first null in the telemetry

spectrum falls at 0.4 MHz away from the carrier. The second null is
displaced 0.8 MHz and the third null at 1.2 MHz. With these values in

mind it can be shown that 10% of the telemetry power falls within the
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4
ranging part of the spectrum, i.e., beyond the third null.( ) The next

question is the effect of filtering. Figure 2.3 should be of interest
here. As a note on Figure 2.3, the IF frequency of the narrowband
demodulator of the MFR is 10 MHz. BAppendix 2.A states the IF filtering
performance specifications of the MFR with Figufe 2.4 illustrating a
typical response.

Consider the effect of the ranging on telemetry recovery. The
closest sidetone is at 0.5 MHz below the subcarrier and in fact falls in
the third null of the split phase telemetry spectrum. The MFR band-
widths (BW) are selectable and a BW of I MHz will pass 86% of the telemetry
power. This BW will suppress the 11.2 MHz éidetone by 20 4B and the
11.6 MHz one by 32 dB. Thus unless the ranging power is very high
relative to the telemet;z there will be no interference problems. To

pursue this further, per Reference 5, (details may be found in Appendix 2.B)

= 2 2

P, P[JO (mp) cos?t] | (2.1)
- 2 s 2

Pd = P[JO (mp) sin T] (2.2)
- 2 2 2

P, P[Jl (mp) 3, (ms) cos? t], (2.3)

where the signal of interest is given by
S{t} = /2P sin [u t + tb{t) + m_cos (w_t + m_ cos w t}],
c P s s r
(2.4)

P is the total power, w, is the prime carrier frequency, T the amplitude
of the NRZ data, b(t) is the normalized NRZ data (i.e., #1), mP is the
ranging mod index, W is the subcarrier freqﬁency, m_ is the sidetone
mod index and W is the ranging sidetone (a single sidetone was chosen
since this represents the worst case of most power closest to the prime

carrier and is a distinct possibility in practice due to the sequential
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nature of range tone application in the Goddard system), Pc is the power

is the data power (all sidebands included), and P_ is

in the carrier, P t

d

the power in one ranging tone.

For the baseline indices, namely,

m =0.3, m =0.3, 1T=1.1, (2.5)
o s :

P_ = 20% of P (2.6)
Pd = 76% of P (2.7)
P, =5x 10"%% of p. (2.8)

Clearly there is no telemetry or carrier recovery interference due to
ranging even with minimal filtering. As far as the interference of the
telemetry and carrier on the ranging is concerned, the system depends
heavily on the filtering. Since there is so much data and carrier power
and due to the closeness of the split phase spectrum to the ranging,
sharp filters are reguired. Phase distortion can become a problem and
must be a factor due to the dependence of ranging on phase measurements.
Letting PS be the total subcarrier ranging power (subcarrier

plus all the range tone sidebands)
7= 84 (19.2 dB). {2.9)

Thus roughly 20 dB of filtering is required just to make the powers
equal which certainly is not adequate. Assuming that the MFR type fil-
ters could be used for this application only 20 dB rejection is possible
at the first null of the telemetry spectrum with roughly 30 dB as the

ultimate. This is not enough.
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The conclusion is that the parametefs should be adjuéted.
Note well that there will be no interference problem if this ié done.
The only reason there is one now is due to the large disparity beﬁween
the ranging power and the remaining power. If, for example, mp was

increased from 0.3 to 1.0

Ps = 7,76% of P (2.10})
Pd = 46.5% of P (2.11)
P_ = 11.7% of P : (2.12}
Pa
5 = 6 (7.76 dB) (2.13)
S
Pd + P
€ = 7.5 (8.8 dB) (2.14)
1=

Thus filtering could minimize the interference. Note that 11.7% of
the total power in the carrier is 1.7% higher than required by the
Aerospace (STDN) standaras.(s)

2.2.6 Alternate System

The system that is termed the "alternate system" is to put
the telemetry on the subcarrier and the ranging on the prime carrier.

Basically all we have done is switched the ranging and the
telemetry roles on the.carrier and subcarrier. By putting the telemetry
on the subcarrier and the ranging on the carrier two advantages are
gained.

(i} We can use PSK on the subcarrier and still be compatible
with STDN. This narrows the spectrum required thereby decreasing the
interference between the range tones and the telemetry (see Figure 2.5).

(ii) We can makg more use of the Multifuncticnal Receiver

(MFR) at STDN.
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Consider Figure 2.6. & direct comparison of the two schemes
shows that the switch S$2 must have an added pole to select TDRS or STDN,
and that the subcarrier modulator is now a PSK type (which is simpler
than a general phase modulator). The conclusion is that the impact to
Shuttle is the same or slightly less.

Consider Figure 2.7. The savings in complexity is obvious.
The reason that the baseline system is so much more complex at the STDN
is that the ranging system is to be designed to work with the MFR. It
thus requires a phase modulated carrier at 110 MHz! It also receives
several other signals from the MFR, one of which is a 55 MHz reference.
Since the baseline system does Egg_providé a 110 MH=z rénging signal at
the output of the wideband combiner the necessary processing must be
included. Note that two mixers are shown. To up convert from 1.7 MHz
to 110 MHz in one step Would require very sharp filters and there would
be image problems.

The alternate system provides the ranging in the form desired.
In addition the wideband phase demodulator in the MFR can be used for
the prime carrier with a PSK demodulator placed at the "TLM" output of
the MFR.

The interference analysis follows directly from that done in
the baseline section with cone important change. Since NRZ can now be
used instead of split phase the bandwidth of the telemetry spectrum is
cut in half with a concomitant decrease in the interference; that is,
whatever the interference in the baseline system, the interference in
the alternate system is less (greater than 30 dB rejection of the
telemetry can be obtained with the MFR filters). The extra margin can
be used to leave more prime carrier power and/or more data power.
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2.2.7 Conclusions and Recommendations

Since the impact on Orbiter is negligible {just another pole
on an existing switch), the complexity of the required STDN support is
so much less, and the interference between the ranging signal and the
telemetry signal is less, it is recommended that the telemetry be sup-
pressed carrier modulated onto the 1.7 MHz subcarrier in an NRZ form
with A-coding to resolve ambiguities, and the ranging be placed on the
prime carrier. The other schemes are deemed to be either inefficient
in STDN use or impact too heavily on Orbiter. The baseline system could
be used; however, the impact on STDN is considerable and an adjustment
in modulation parameters from the baseline is needed to minimize inter-
ference problems with the ranging recovery.
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APPENDIX 2.A
IF FILTER SELECTION
The IF filters used in the MFR are divided into two categories.
The wider bandwidth‘filters, thoée with bands of interest (Af) ranging

from 3MHz to 20 MHz, are specified with group delay variations ratios
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of 1.2/1 over the Af bandwidth. The narvower bandwidth filters, from
1.5 MHz to 10 kHz are specified with group delay variation ratios of
1.4/1 over the Af bandwidth. These narrower filters possess steeper
skirts than do the wider filters. The pertinent characteristics of the

two categories are listed below.

CATEGORY I CATEGORY I1
WIDEBAND NARROWBAND
CHARACTERISTIC 3 MHz - 20 MH= 10 kHz - 1.5 MHz
Band of Interest 3.0, 6.0, 10, 20 MHz 10, 30, &0, 100, 150
(AE) 300, 600 kHz 1.0, 1.5 MHz
Minimum 1 dB BW .9 Af .9 Af
Maximum 3 4B BW 1.5 Af 1.7 Af
Maximum 50 4B BW 3.5 Af 5 Af
Group Delay . 1.4/1 1.2/1
Variation Ratio, '
Max/Min, Over Af
Bandwidth
Minimum Ultimate 80 dB 80 dB
Attenuation
Passband Ripple 0.5 4B 0.5 4B
Af Bandwidth

APPENDIX 2.B
INTERFERENCE ANALYSIS DERIVATION
The worst case condition for the baseline in the telemetry or
carrier phase lock case is for single tone ranging with the highest tone
applied. (GRARR applie; the tones sequentially to use power most
efficiently.) This puts the most power closest to the prime carrier.

This will be assumed in what follows.
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Knowing the subcarrier mod index gives the power in each
sideband and the subcarrier, viz., for a signal of the form VZPTS
sin [w t+m cos w t],

scC s r

P
SC _ ;2
= JO (ms), (2.B.1)

o

TS

is the power in the subcarrier, and P

where m_is the mod index, P
s TS

5C
is the total subcarrier power, and Ji(x) is the ith order Bessel function.

k]

PSC

"l

= 23 2(1‘" ), (2.B.2)
TS 1 5

where PSB is the power in both of the lst sidebands. For low ms this
is the only one of concern (note high indices create severe interference
problems). For the baseline system m_ = 0.3 gives 95.57% of the power

in the subcarrier and 4.4% in both lst sidebands (2.2% per sideband) for

a total of 99,967%. The rest is in the other sidebands and is negligible.

. 5 . . .
Con51der( ) now the baseline signal, i.e.,

S{t) = ¥2P sin [w t + Th(t) +m cos (W t + m cos w t)],
c P sC 5 r

(2.B.3)

where T is the telemetry index, b(t) is 5/P telemetry with values *1,
and mP is the subcarrier index. Write S(t) in terms of a complex

frequency.
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iw t o,
s(t) = v2p mle © &7, (2.B.4)

im cos (w t +m cos w t)
P sC s r

ele(t) = elTb(t) (2.B.5)
. ™ iKiw + w t
iTB (t) K ido_ t +mg cos v t]
= e Z i JK(m ) e
Kok =0 P
= ilu_t +m_ cos u t]
= ] i3 m)e [cos T + i b(t) sin T]
K=o Kp
(2.B.86)
To find the carrier power, Pc' we want only constant terms in the above,
jlw £t + A)
i.e., e ¢ type of terms, therefore set K = 0. Thus
iwct :
V2P Im[e Jo(mp) [cos T + 1 b(t) sin 1]] (2.B.7)

*
Eliminate the b(t) term to get

: itllct )
2p Imle qo(mp) cos T]. {(2.B.8)

P

< _ 2 2
Hence = JO (mp) cos

T.

To find the power in the subcarrier plus all of its sidebands,
PS, set X =*1. Thus

i[(m +msc)t+mS cos mrt]

v2p [1m{a, (m ) e [cos T+i b(t) sin 7]}

i[(wc-msc)t-mg cCos W t]
- Im{qi(mpjie ¥ [cos T+i b(t) sin t]}]

(2.B.9)
Eliminating the b{t) term as before

P
5 _ 2 2
= 2Jl (mp) COS“T. (2.B.10)

* i(mct + Th{t))

Im e is a PM signal with residual carrier given by cos2

T.
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Note that P5 is the total available power to the subcarrier and its

sidebands, i.e., PS = 2PTS in equation (2.B.l1). The power in the data,
Pd’ is
*a 2 2
= si . 2.8.11
s = sin®t JO (mp) { )

The power in one interference tone is thus

P
=SB _ -2 _ 12
Pione =2 - %1 (my) x Ppg = J;7(mg) Ps/z
= 2 2 2
= Jl (ms) x Jl (mp} cos“T x P. {2.B.12)
Example: m, = mP = 0.3, T = 1.1 implies
P .
SB 4 -3
5 - (.1483188) " x (0.20564) = 9.95 x 10 "%, {(2.8.13)
The power in the data is
Pd
—5 = 75.96%. (2.B.14)
The power in the carrier is
Pc )
5= 19.65%. : ' (2.B.15)

From the above example a conclusion can be drawn about the
baseline case. The ranging presents no interference to the carrier PLL
or the telemetry due to the filtering and the small amount of power in
the subcarrier and its ranginé signal.

The interference from the telemetry when trying to isolate the
ranging is another matter. Since there is so much data power and since
the split phase spectrum is so close, sharp filters are required. Also
phase distortion in the isolation filters is critical in the ranging,

therefore sharp filters are hard to realize (equalization may be needed).
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The interference can best be pointed up by the following.

Fa

- 84 (19.2 dB) {2.B.16}
s

The conclusiop is therefore to pﬁt more power in ranging subcarrier and

sidebands. As of now 19.2 dB rejection is needed from the filter to

break even, "powerwise" (ranging power = telemetry power).

The above equations applied to the alternate scheme give the
following results. There is no problem with the carrier PLL due to the
large power differential and filtering. The ranging and data sideband
power are equal, therefore 20 dB of filtering gives good results. The
only drawback over the baseline is the 4.2% for the data in the alternate
versus the 75.96% in the baseline. The overall conclusion is that less
interference is present with the alternate, but still some tradecff is
needed in the modulatiqn indices. Parameter adjustments will equalize

this however,

3.0 SPACE SHUTTLE COMMUNICATIONS BLACKOUT DUE TCO ROCKET EXHAUST
FLAMES
3.1 INTRODUCTION

This study is concerned with the communication biackout effect
due to the rocket exhaust flames which suppesedly produce up to 8 minutes
of no communication between Space Shuttle and some ground stations
during the Shuttle launch period. Due to the high temperature of the
exhaust flames, the flames develop a plume of plasma region. (Here, the
plasma is defined to be an ionized gaseous system which has no average
space charge.)} Since thg plasma contains free electronics as well as

ionized molecules, it constitutes an electrically conducting zone. Hence,
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the microwave propagating through the plume will experience severe
attenuation and thus the plume results in a blackout zone. For
engineering purposes, the geometry of the blackout zone is approxi-
mated by a cone. The task of this study is to estimate the aspect
angle of the blackout cone based on the exhaust flame plume shapes of
the Space Shuttle, which includes Solid Rocket Motors (SRM) and the
Shuttle Orbiter (S0) main engine, considering the effect of microwave
attenuation in the plume.
3.2 BACKGROUND AND APPROACH

The generally accepted theory(l) of microwave propagation in
a plasma pays heed only to the motion of the free electrons, the effect
of the comparatively inert ions being disregarded. The electrons are
assumed to be vibrating in an inertial manner under the force of the
applied electric field, their motion being damped by a frictional force;
this frictional force, averaged over a large number of electrons, is
proportional to the velocity of the electrons and is due to the colli-
sions that the electrons make with the molecules of the gas. As a
consequence, the effective dielectric constant in the plasma is reduced
below that of free space, and the plasma has an effective conductivity

which depends upon the electron density and the collision frequency as

derived in reference 2 by

2
c =11 - Ne” (3.1)
¥ Ev(v2 + w?)

Nezu
o= — (3.2}

m(vZ + w?)

and
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where

€ = dielectric constant in the plasma
N = number of electrons per cubic meter

E = electron charge = 1.59 x 10_9 coulomb

e, = dielectric constant in wvacua
v = gollision frequency of rad/sec
w = wave frequency in rad/sec
g = conductivity in the plasma
-31
m = electron mass = 9 x 10 Kg

Since the electrical property of the plasma region is charac-

terized by the effective dielectric constant EY and the effective con-

(2)

ductivity 0, it can be easily shown that the attenuation factor in

the plasma is given by

2
o = 60TNe“y (3.3)

/E; m{v2 + mz)

The tqtal attenuation of the wave in the plume would then be
obtained by integratin§ along the whole length of the path through the
plume.

The path of the wave in the plume is affected by the distri-
bution of the electron density, since the refractive index of the plume
is a function of electron densgity given by

81N
£2

n=4a1 - {(3.4)

for w?>>v?, Therefore it is not easy to predict the path of the wave in

the plume unless the electrons are distributed uniformly in which case

the path will become a straight line. For a specific electron distri-

bution, the ray-optic technigue is commonly used to trace the path of
(3)

the wave in practice. The Three-Dimensional Ray-Tracing Program is

an example of a ray tracing technique.
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As mentioned above, since both the microwave path and attenu-
4

ation are functions of the electron density ip the plume it is essential
to find the electron density distribution in the plume to evaluate the
attenuation of the microwave.

As illustrated in Figure 3.1, the main electron source in the

. . . . + + +++
plume is considered to be the impurities such as Na , K , AL in the
fuel in the rocket motor chamber. The electron density in the chamber
. . . cq e 4
is supposedly determined by the chemical equlllbrlum( ) of chamber
temperature and pressure. The electrons thus generated in the chamber
are ejected out of the chamber through the nozzle into the plume and are
distributed again depending on the pressure and temperature distribution
in the plume {(since the recombination coefficient of the electrons are
. 4
functions of pressure and temperature).( ) The pressure and temperature
distributions in the plume are determined by the nozzle and plume flow-
field properties. The Lockheed-Huntsville Method-of-Characteristics
{(5){6) . . .
Computer Program is typical for calculating the nozzle and plume
flowfield properties and NASA-Lewis Chemical Equilibrium Combustion (CEC)
Computer Program(7) 1s typical for calculating the chemical Equilibrium
s ‘ . (3} (8)(9)
compositions to the author's knowledge. The Boeing Company
developed a computer program to evaluate the microwave attenuation in
the Saturn V exhaust flame and also used the program to calculate the
flame effect on the unified S-Band performance for Saturn AS-202,
{(10) (11) .

Smoot, et al. has developed an improved plume model to enhance
the accurécy based on the aforementioned MOC and CEC Computer Programs.
However, 1t seems that there is still a large gap between the computer

calculated results and the experimental data(ll)(lz)

with the present
state-of-the-art.
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In all of the above computer programs it was assumed that the
plume shapes were symmetric about the plume axis. However, as we will
see later, since the exhaust plume of the Space Shuttle will consist of
flames from two Solid Rocket Motor nozzles and three Shuttle Orbiter
main engine nozzles whose configurations are asymmetric about the
Shuttle axis, the resultant flame plumes will obviously not be symmetric
at all. Furthermore, to the author'g knowledge, no work seems to have
been done to date to find the shape and structure of the resultant flame

plumes of the Space Shuttle, though the individual plume shapes have

. (13)
been predicted by using the aforementioned MOC and CEC Computer Programs

. . 14
and confirmed partly by experlments.( )

Since it was our opinion that finding the shape of the plumes

. 4
in the formal way such as suggested by Smoot, et al.{ ) would be beyond

the scope of this study, considering the research period and its appli-
cation, our study has been performed with the following assumptions:

o The resultant plume shapes of the Space Shuttle will be
the same as those obtained by simple geometric summation
of the individual plumes.

o The microwave propagates on the straight line connected
between the transmitter and the receiver locations.
This implies that the reflection and refraction effects
of the wave are not considered.

o The microwave propagating through the plume will be
completely blocked out, since the wavepath of interest
in the plume makes a small angle with the plume axes
and thus constitutes a relatively long path as compared
to the width of the plume. This assumption is based
on the experimental results of Poehler(lz), Wood and
Demore (15 . and Baghdady and Ely(16), which show around
20 dB signal attenuation in the plume for the similar
problem, and is considered reasonable for our purposes.
More justification for this assumption is given in a
later section.
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With the above assumptions, one can simplify the communication
blackout problem as depicted by Figure 3.2, where the signal paths indi-
cated by B and C will be blocked out, while path A will not experience
any attenuation due to the exhaust flames except for the free-space
loss. Therefore, the problem is now reduced to finding the aspect angle
of the path B.

In the-following section, we will discuss the individual plume
shapes due to the Solid Rocket Motor and Shuttle Orbiter main engine.

In Section 3.4, we will draw the resultant flame shapes of the Space
Shuttle on the basis of the individual plume shapes, upon which we will
ascertain the blackout cone angles for various Shuttle altitudes. The
conclusion of this study follows in Section 3.5. As a supplement, we
discuss the microwave attenuation in the exhaust flame of the TITAN III C
solid rocket motor in Section 3.6. This is to help justify the afore-
mentioned assumption by noting the differences between the empirical
data and theoretical calculations.

3.3 EXHAUST PLUME MODELS OF SOLID ROCKET MOTOR AND
SHUTTLE ORBITER MAIN ENGINE

In this section, we will discuss the exhaust flame plume
shapes of the SRM and SO main engine originally computed using a 0.019-
scale model launch configuration of the Space Shuttle (JSC 040 A) and

the Lockheed-Huntsville MOC Computer Program(s)(6) by the Lockheed

13
Company.( ) In the computation, the thermochemistry properties were

N The thermo-

computed using the NASA-Lewis CEC Computer Program.
chemistry properties of the nozzle-plume flow field were computed
assuming the flow to be in chemical equilibrium.

The 30 main engine and SRM exhaust plumes were calculated for

conditions corresponding to the test points M = 0.765, 1.4, 1.6 and 2.2.
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Figure 3.3 shows the variation of the full-scale Space Shuttle launch
vehicle Mach number with time (t = 0 sec at 1liftoff) for the applicable
launch vehicle trajectory in use when this study was conducted. Figures
3.4 and 3.5 show the corresponding variation of altitude and static
pressure with time. Utilizing Figures 3.3 through 3.5 the external
environment for the various plumes was obtained.

The exhaust plumes were computed assuming the prototype engine
exhaust gases expand to guiescent conditions at the trajectory altitude
corresponding to the test Mach numbers.

3.3.1 The Solid Rocket Motor Exhaust Plume Shapes

The SRM flow fields were calculated for a nozzle with an area
ratio of 8.0 and a nozzle half angle of 17.5 deg as given in Table 3.1.
The propellant used in the combustion was an aluminum-filled P BAND
propellant typical of propellants used in 3.96m {156-inch) SRMS. The
combustion chamber pressure for each test point is given in Figure 3.6,
Due to the preliminary state of the SREM nozzle design, a one-dimensional
exit plane start line was employed to initiate the SRM plume flowfield
analysis. Table 3.2 presents the plume coordinates for a single plume
for each respective test point with the graphical representation of the
plume shapes shown in Figure 3.7. For the test points corresponding to
M _of 0.875, 1.237, and 1.4, the plume shapes were computed to the axial
station downstream of the nozzle exit at which the maximum plume radius
occurred and then assumed to be cylindrical at this radius until the
0.3m (12-inch) limit was reached. The plumes for the test points of M_
equal to 1.6 and 2.2 which did not reach the maximum within the Q.3m

(12-inch) limit were also terminated at the 0.3m (12-inch) station.
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Amblent Pressure, P (Ibf/f42)

THE SPACE SHUTTLE LAUNCH VEHICLE TRAJECTORY
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TABLE 3.1 PROTOTYPE NOZZLE - MOTOR CHARACTERISTICS

SRM ORBITER
Pc(see Figure 6) Area ratio £ = 79.436:1
* O
A/A = B.O P =200 atm 6., = 7.87
c lip
6, = 17.5° D, =0.2585 m D_ = 2.3043m
p (0.85 f££) € (7.6 ft)
D = 3.5921 m (11.8 ft)
ex
D, = 1.27m (4.2 fr)

Propellant Composition

AP 69.0
Az 15.0 "
PBAN 9.6 By weight

Binder materials 6.4%

Propellant Composition
O/F = 6.0 Oxidizer —oth}

Fuel —HZ(L)




Chamber Pressure (psia)
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FIGURE 3.6 ASSUMED VARIATION OF THE SOLID ROCKET MOTOR COMBUSTION
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TABLE 3.2

TAELE OF THE SPACE SHUTTLE LAUNCH VEHICLE MODEL SOLID
ROCKET MOTOR EXHAUST PLUME COORDINATES FOR THE

VARIOUS TEST POINTS

TEST POINT TEST POINT TEST POINT
M= 0. 765 M= 1.239 M= 1.4
x r x r x r
(in.) (in.) (in.} {in.) (in.) {(in.)
O 1.3433 0.0 1.3433 0 | 1.3433
0.3266 1.5007 0.1413 1.4580 0.2187 : 1.5420
0.8223 1.7032 0.3225 1.5954 0.7165 1.9365
1.7724 1.9975 0. 8064 1.9209 1.4082 2.3930
2.8872 2.2246 1.7243 2.4191 2.3754 2.9104
3.9883 2.3516 2.7984 2.8653 3.4063 3.3502
5.2601 2.3998 3.5846 3.1217 4.3827 2.6840
r = constant 6.5417 3.6957 6.0854 4.1124
B 9,.8214 3.8156 8.0425 4.4079
12.000 2. 328 r = constant 2.1033 4,4939
- 10.2049 4.5337
12.000 3.8156 10.9439 44,5344
r = constant
12.000 4.5344
TEST POINT TEST POINT
M00 = 1.6 Mm = 2.2
T
x r X p r
{in.) {in.) in. in.
: (in.}) {in.) NOTES :
0.0 1.3433 0. 1.3433 1. Plume axial ccordinates
0.6987 2.0223 1.1970 2.8408 referenced to the nozzle
1.6596 2.7480 2.9394 4.3688 exit plane.
2.8416 3.45113 3.9877 5.1040
3.7305 3.8844 5.2360 5.8577 2. Model Scale = 1.9%
4.7577 4.3054 7.7624 7.0788
5.9234 4.6977 11.4880 8. 3360
7.2205 5.0430 12.0000 8.4800
10.1406 5.5337
12.2580 5.0811
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Radial Distance from Centerline, R (in.)

t Pe i h M
Sym.
{sec) (psia}l (psfa) (1) {TEST POINT)
A 50 857.0 i057.0 i 8000 0,765
B 75 784.5 432.0 38000 1,239
C 82 764.0 309.0 43100 | .400
D 89 745.0 201.0 51500 .600
E 103 694.0 73.7 71000 2.200
//
r”//”,’
i — Plume Boundary : A
L
L. //‘
#//,/’T
b / __,.-—-"""""'F--—‘_—-—‘”'_‘“_;
e
-
,f”/’
L -
.F’.‘—’—.
1 1 A A L A L 1 L
0 2 4 6 8 |0 |2
Eiif Axial Distance from Engine Exit Plane, X (in.)

FIGURE 3.7 SPACE SHUTTLE MODEL SOLID ROCKET MOTOR EXHAUST PLUME
SHAPES FOR VARIOUS TEST POEINTS
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3.3.2 The Orbiter Main Engine Exhaust Plume Shapes

The Orbiter main engine nozzle flow fields were computed for a
current Orbiter nozzle configuration as given in Table 3.1. The nozzle
has a contoured geometry with an area ratio of 79.43. An engine chamber
operating pressure of 3000 psia was used in the analysis with thé pro-
pellant being liquid hydrogen and oxygen at a mixture ratio of 6.0. The
nozzle flowfield solution was initiated at the nozzle gecmetric throat
and the subsequeﬁt plume calculations performed for the respective
conditions for each test point. Table 3.3 presents the exhaust plume
shapes for a single plume for each respective test point with graphical
representation of each point given in Figure 3.8, The Orbiter plume
boundaries were computed based bn the same axial plume length limitation
{0.3m {12-inches)) tﬁat was applied to the SEM calculations. All of the
Orbiter plume shapes (except the M_ = 2.2 test point) reached a radial
maximum within the 0.3m (12-inch) limit.

Since'we have found the individual plume shapes of the SRM and
SO main engine, we are ready to predict the overall plume shapes of the
Space Shuttle by placing the individual plumes at the corresponding
nozzle exits of the Shuttle model. We will treat this in the next
section to find the blackout aspect angle for various points of the
Shuttle trajectory.

3.4 DETERMINATION OF COMMUNICATION BLACKOUT ASPECT ANGLE

In this section, we will determine the blackout aspect angle
of no communication by drawing the overall exhaust plume shape on the
basis of individual plume shapes discussed in the previous section. The
basic idea of finding the overall plume shape is to fit the individual
plumes into the corresponding nozzles of the 0.019-scale model configu-

ration of the Space Shuttle as mentioned previously.
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TABLE 3.3

TABLE OF THE SPACE SHUTTLE LAUNCH VEHICLE MODEL ORBITER
MATN ENGINE EXHAUST

TEST POINT TEST POINT
M_ = 0.765 M_ = 1.239
|
X r X r
(in.) (in.) {in.) (in.)

0 0.8618 0 0.8618
0.1156 0.8649 0.2097 0.9005
0.1450 0.8654 0.5406 0.9479
0.2194 0.8656 0.7737 0.9723

r = constant 1.0159 0.98051

: 1.4010 1.0061
112.0 0.8656 1.6712 1.0082
¥ = constant
12.0 1.0082 |
ORIGINAL PAGE IS
OF POOR QUALITY
TEST POINT TEST POINT
M =1.6 Moo= 2.2
[s ) [s.0)
[ ¢ i

X r X r '

; g .
(in.) (in.) (in.) | (in.)
! ' 3

0 0.8618 | 0 0.8618
0.7265 1.0642 0.3224 1.0147
1.3680 1.1887 | 0.8284 1.2230
1.7097 1.2381 1.2699 1.3807
2.2517 1.2958 2.2159 1.6570
3.2849 1.3477 | 2.9800 1.8304
3.9570 1.3488 | 3.7898 1.9732

¢ - constant i | 4.7380 2.0950

- j | 5.6920 2.1758
12.0 1.3488 I | 6.6105 2.2194
i B.7735 2.2280
i 9.0829 2.2308
| 9.,4260 2.2408
| 9.8000 2.2500
t12,0000 2.2645
L
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PLUME COORDINATES FOR THE
VARIGUS TEST POINTS

TEST POINT
M00 = 1.4
X s r
|
(in.) 5 (in.)
i
0 ' 0.8618
0.4800 | 0.9701
1.7929 1.1133
1.9100 1.1200
2.0690 1.1249
2.3920 1.1287
r = constant
12.0 1.1287
NOTES :

1. Plume axial coordinates
referenced to the nozzle

exit plane.

2. Medel Scale =




Radial Distance from Centerline, R (in.)

. T P P h : M
[ o
Sym.
(sec) (psia) (psfa) (ft) (Test Point)
A 50 3000 [057.0 18000 0.765
B 75 _ 432.2 38000 1.239
C 82 309.0 43100 1.400
D 89 - 201.0 51500 }.600
E 103 : | 73.7 71000 2.200
3 ¥ 1 T T ¥ T Li Li L) T T L3 L) ¥ ¥ L
- E
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| pelam= A
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E*i? Axial Distance from Engine Exit Plane, X (in.)

FIGURE 3.8 SPACE SHUTTLE MODEL ORBITER MAIN ENGINE EXHAUST PLUME SHAPES FOR VARIQUS TEST POINTS
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The 0.019-scale model (JSC 040 A) geometry and configuration
used for this purpose are shown in Table 3.4 and Figure 3.9. Figure 3.10
shows the top view of the overall plume shapes for various test points
and Figure 3.11 shows their side views. Both figures are drawn with the
aid of FPigures 3.7, 3.8, and 3.9. By drawing tangential lines from the
prospective antenna locations and the center of gravity to the respective
plume boundaries, we are able to obtain the aspect angles as shown in
Table 3.5. This table shows that the aspect angle due to the SRM plumes
varies from 35.2 degrees to 43.2 degrees and from 17.4 and 28.4 degrees
depending on the test points with respect to the center of gravity and
antenna location respectively with increasing walues as the altitude of
the point increaseé. The angle due to the SO plume-yaries from 21.8
degrees to 25.5 degrees and from 10.0 to 12.5 degrees with the same
tendency respectively. Figures 3.12 and 3.13 show the variations of the
aspect angle with time‘which are obtained by interpolation from the
results of Table 3.5,

Considering the Space Shuttle mission profile shown in
Figure 3.14, if the ground station is located in such a way that the
signal path is formed on the Orbiter side, the aspect angle can be
minimized to a value between 10.0 degrees and 12.5 degrees which depends
en the S0 plume only.
3.5 SUMMARY AND CONCLUSION

The purpose of this study has been to find the communication
blackout aspect angle due to the exhaust flame during the Space Shuttle
launch period, which supposedly produces up to 8 minutes of no communi-

cation between the Space Shuttle and some ground stations.
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TABLE 2.4

MODEL GECMETRY (JSC 0404}

Orbiter Body (BI)

Full Scale Model Scale
Length, m 33.401 0.6346
Maximum width, m 5.1816 -09845
Maximum depth, m 9 6.0452 .1149
Maximum cross-sectional area, m 28.4429 .01027
Projected base area, m 27.4863 .009923
Wing (WI)

Total Data
Area 5

Planform, m 293.1368 .1058
Span (egquivalent), m 22.4028 L4257
Aspect Ratio 1.71212 1.71212
Taper Ratio .14860 . 14860
Dihedral angle, deg 7 7
Incidence angle, deg 1.5 1.5
Aerodynamic twist, deg 0 0
Sweep back angles

Leading edge, deg 60 60

Trailing edge, deg’ 8] 0

0.25 element line, deg 52.42 52,42

0.5 element line, deg 40.9 40.9
Chords

Root (wing station 0.0), m 22.7838 .4329

Tip (eguivalent), m 3.3858 .06433

MAC, m 15.4813 .2941

FS of 0.25 MAC, m 26.8714 .5106

BL of 0.25 MAC, m 4.2164 .0801
Airfoil section

Root NACA 0008-64 0008~54

Tip NACA 0008-64 0008-64
Exposed Data
Area, m2 186.7356 0.06741
Span (equivalent), m 17.2212 .3272
Agspect Ratio 1.58818 1.58818
Taper Ratio .18501 -185Q1
Chords

Root, m 18. 3007 .3477

Tip, m 3.3858 .06435

MAC, m 12.5527 .2385

FS of 0.25 MAC, m 29.0661 .5523

BL of 0.25 MAC, m 5.9090 1123
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TABLE 3.4 MCDEL GEOMETRY (JSC 040A) - Continued
Elevon (WI) (each)
Full Scale Model Scale
Area, m2 21,1509 .007635
Span (equivalent), m 7.0612 .1342
Inboard equivalent chord, m 2,9972 . 05695
Cutboard equivalent chord, m 2.9972 .05695
Chord/total surface chord
At inboard eguivalent chord .166 .166
At outboard equivalent chord .516 .516
Sweep back angles
Trailing edge, deg 0 0
Hingeline, deg 0 6]
Vertical Tail (v2)
Leading-edge sweepback, deg 45 45
Airfeil section
Root NACA 0012~64 0012-64
Tip NACA 0012-064 001l2-64
Exposed Data
Area, m° 45.0562 .01626
Span {equivalent), m 9.3769 .1782
Aspect Ratioc 1.95 1.95
Taper Ratio L3137 3137
Chords
Root, m 7.3152 .1390
Tip, m 2.2949 .04361
i MAC, m 5.2421 . 09959
| FS of 0.25 MAC, m 37.3136 .7090
{ WP of 0.25 MAC, m 16.5720 .3149
BL of 0.25 MAC, m 0 0
Rudder (V2)
2
Area, m 18.4585 . 006663
Span (equivalent), m 8.7630 L1665
Inboard equivalent chord, m 2.921 .0555
{WL=12.700)
Outboard equivalent chord, m 1.016 .01930
(WL=21.463)
Ratio movable surface chord/total surface chord
At inboard equivalent chord .4 .4
At outboard equivalent chord .4 .4
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TABLE 3.4 MODEL GEOMETRY {J5C 040A) - Concluded

Full Scale Model Scale
Sweep back angles
Trailing edge, deg 25 25
Hingeline, deg 35 35

Body of Revolution (EHOT)

Length, m 48,4566 L9207
Maximuam width (diam)}, m 8.2885 .1575
Fineness ratio 5 5.846 5.846
Maximum cross-sectional area, m 53.9558 .01948

Body of Revolution (SRM) (each)

Length, m 39.3835 . 7483
Maximum width (diam}, m 3.9624 .07529
Fineness ratio 5 9.939 9.939
Maximum cross-sectional area, m 12,3313 .004452
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DIMENSIONS IN METERS '4@_
/ Jar-0.001588

ORB. W.L. 43
300 0006858 et

- 0.5008 ——*
0.9207 —---- |

(a) O0A0A integrated vehicle

DIMENSIONS IN METERS

— B.1..0.2128

0.4257

— T e ﬁ—— B.L.0.000

ORIGINAL PAGE IS F.S.07130,) Py L
OF POOR QUALITY V[ o080 L or7e2 0.2843
L “ w,:..o.mseff‘?-:‘J ;,,l__—;,;»
06346 ——— N ! Lo0.02845

0.09652 F.5.0.7311

{b) Shuttie Orbiter

FIGURE 3.9 MODEL OF SPACE SHUTTLE (JSC 040 A)
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Sym + Pc ' P h M

(sec) | (psia) | (psfa) (1) (Test Point) P
A 50 | 857.0 1057.0 18000 0.765 0
B 75 | 784.5 432.0 | 38000 |.239
C 82 | 764.0 309.0 | 43100 |.400 _

' B
D 89 | 745.0 201.0 | s1500 | .600 ;
E 103 | 694.0 73.7 | 71000 2.200
/

\ Center

O Antennas + of «—— i —

yd Gravity

FIGURE 3.10  OVERALL EXHAUST PLUME SHAPES
FOR VARIQUS TEST POINTS (TOP VIEW)
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A 50 857.0  1057.0 18000 0.765
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FIGURE 3,11 OVERALL EXHAUST PLUME SHAPES FOR VARIQUS

TEST POINTS (SIDE VIEW)

o @m



1B

TABLE 3.5 BLACKOUT ASPECT ANGLES

UNIT: DEGREE

@ CENTER OF GRAVITY @ ANTENNA
Sym t (sec) h{ft) TOP VIEW . SIDE VIEW TOF VIEW SIDE VIEW
SEM PLUME S0 PLUME SEM PLUME SRM PLUME SO PLUME SREM PLUME
A 50 18,000 35.2 21.8 29.0 17.4 10.0 14.0
!
B 75 : 38,000 36.0 21.8 29.6 19.5 10.2 15.0
|
Cc 82 ; 43,100 38.0 22.3 30.7 21.4 10.5 16.5
|
D 89 ? 51,500 39.0 23.2 31.5 23.5 11.0 17.5
E 103 71,000 43.2 25.5 34.5 28.4 12.5 21.0
f
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ASPECT ANGLE (DEGREES)
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To attack this problem, this study has heen performed with the

following assumptions:

o The overall plume shapes of

the Space Shuttle will be

the same as those obtained by simple geometric summation
of the individual plumes of SRM and SO main engines.

a] The microwave propagates on the straight line connecting
the transmitter and receiver locations.

o The microwave propagating through the plume will be
completely blocked out, since the wave path of interest
in the plume makes a small angle with the plume axes and
thus constitutes a relatively long path as compared to

the width of the plume.

With the above assumptions, we used the individual plume shapes

of the SRM and SO main engine which were originally computed using 0.019-

scale launch configqurations of the Space Shuttle {(JSC 040 A) and the

Lockheed-Huntsville MOC Computer Program by The Lockheed Company to find

‘the overall plume shape.

Based on the: overall plume shape
aspect angles for various test points have
This table shows that the aspect angle dQue
35.2 degrees to 43.2 degrees and from 17.4
the test points with respect to the center

respectively with increasing values as the

thus drawn, the blackout

been found as shown in Table 3.5.
to the SRM plumes varies from

to 28.4 degrees depending on

of gravity and antenna locations

altitude of the point increases

while that due to the SO plume varies from 21.8 degrees to 25.5 de@rees

and from 10.0 to 12.5 degrees with the same tendency respectively. Con-

sidering the Space Shuttle mission profile, if the ground station is

located in such a way that the signal path

is formed on the Orbiter side,

the aspect angle can be minimized to a value between 10.0 and 12.5 degrees

which depends on the SO plume only.
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3.6 DISCUSSION

As described in this study, we approximated the blackout
zone by a cone inside which no microwave propagation was assumed. This
section is to help justify this assumption by reviewing results of
previous work done by Poehler(lz) with flight data for the Titan III C
Soiid Rocket Motor.

Poehler presented an exhaust plume ionization model based on
the gas dynamic model of Vicente(lT) for the seven-segment 120 inch
Pitan IIT C SRM. The model for the Titan III C vehicle is unclassified
and is shown in Figure 3.,15. He tested the Vicente model against flight
test data to see how well predicted attenuation compares with X-, C-, S5-,
and P-Band data collected on Test 8275/2250 (Tables 3.6 through 3.9).
The measured data showed that predicted attenuation is orders of magnitude
too low. Thus he felt it useful to fashion a model that‘would more
closely fit the experimental data. Essentially maintaining the basic
flow field contours developed by Vicente, he tried various levels of
electron density and collision freguency. 1In this manner an empirical
model of the Titan III C plume was arrived at that was in good agreement
with the measured data. This model is shown in Figure 3.16. He took
the afterburning effect into account as Smoot(4) did, while the Vicente
model did not.

A close look at the Poehler model of Figure 3.14 shows that
the electron density is very high along and near the plume boundary.
Therefore, for a first-cut analysis, we can consider the plume boundary
as the blackout zone boundary.

Finally, it is noteworthy that the average attenuation in the

plume of the Titan III C SREM is about 20 dB for the frequency bands of

interest.
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OigiuiNAL PAGE I3

OF POOR QUALITY TABLE 3.6
X-BAND SIGNAL LOSS**, ZERO STAGE
Aspect Angles* Signal Loss Test Time Site
o 180 - © %)
> 16 70-150 0 dB 0-110 sec uc-2
le6 339 >10 +65 19.1
10-8 245=223 <30 95=110 UCc-11
9 186 30 108-110 19.1
4-5 199--188 40 160-110 uc-13
TABLE 3.7
C-BAND ATTENUATION, ZERGC STAGE
Attenuation Test Time Site
> 15 50-150 0 dB 0-110 sec CIF
11 346 >10 +74 Uc-13
6 188 >20 +110 uCc-13
TABLE 3.8
S—-BAND ATTENUATION, ZERO STAGE
> 25 100-137 0 dB 0-110 sec STS
> 16 70-150 Q 0-110 uc-2
> 15 50-150 0 0-110 CIF
15 306 > 8 +75 oc-11
10 346 >12 +74 uc-13
8 223 >10 +110 uc-11
5 188 »20 +110 uC-13
TABLE 3.9
P-BAND FLAME ATTENUATION, ZERO STAGE
> 15 329-306 0 dB 0-75 sec uc-11
8 223 ) 15 +110 uCc-11
5 191 15 +105 UCc-13
2 281 20 +90 uc-13
P-BAND ATTENUGATION, STAGE 1
6 188 20 dB +285 uCc-13

(and UC-13)

]

0 and @ are the standatrd antenna angles as defined in IRIG
Document 111-65 "IRIG Standard Coordinate System and Data
Format for Antenna Patterns."

Note the di;tinction between "signal loss" and “attenuation?.'ﬁ
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4.0 ORBITER POST BLACKOUT DIRECT LINK ACQUISITION ANALYSIS

4.1 INTRODUCTION

The purpose of this report is to document the analysis per-
formed as a result of the task to be described below. The analysis
draws from many references which are directly related to the Shuttle
program, Care wés taken to make all assumptions realistic and based
on previously established parameters,

The task itself was to ascertain how long it would take the
Shuttle/Ground system to establish a coherent two way link immediately
after coming out of blackout. The problem statement, while simple,
implies many facets of the Shuttle system and interfaces with other
systems which are quite complex. As an example consider an Orbiter
landing at the Eastern Test Range (ETR). Orbiter is moving at a high
velocity thereby inducing doppler frequency shifts; it is decelerating
thereby causing the doppler itself to vary; the Orbiter phase lock loop
(PLL) is sweeping its VCO to acquire; and finally the ground ‘receiver
loop is being swept to acquire. The questions arise: "Are the combin-

ation of the doppler sweep, Orbiter sweep, and ground sweep too much for
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the loops to handle?" "Does the doppler force the freguency out of the
loop VCO pull range?" These and other gquestions will be answered in
the report that follows.

The plan of attack is to assume that the doppler and the various
rates are within acceptable bounds, then to derive the system lockup times
as the maximum oé the Orbiter acqguisition time and the appropriate ground
receiver acquisition time {depending on where Orbiter is landing). Having
established the above the maximum velocity and deceleration that Orbiter
can attain and still keep the frequency shifts and rates in bounds is
calculated. This last approach is "sort of" backwards from what would
normally be done, however, as of this writing the landing profiles,
decelerations, etc., are not firmly determined. The establishment of
maximum limits provides the most flexibility and thé most useful results
at this stage of the Orbiter design.

| Finally a set of conclusions and recommendations are made which
ASAC feels will preclude design problems in the future and which give
parameter values which are useful now.
4,2 ANALYSIS

Figure 4.la is a block diagram of a 2-way tracking system with
Figure 4.1b depicting the actual Shuttle situation. A very stable master
oscillator {controlled by a fregquency reference) generates the ground

transmitter frequency, w_. . The spacecraft receives the (one-way)} Doppler

(1)

GT
shifted frequency

— |&=x 3 = £ i
bep 4 = (War * bgp) = - (g * eyp)s 4-1
C+Y
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where ¢>>R was used for the approximation

]

¢ = velocity of light

r

spacecraft range rate relative to the ground transmitter

éun = rate of change of uplink delays other than that due
to relative spacecraft/ground velocity.

The Orbiter receiver must attempt to lock to Wap: It does so

by sweeping its VCO by RS Hz/Sec, First frequency lock 1s obtained,

then phase lock. Since the time for phase lock T, is on the order of the

¢

reciprocal of a single tuned circuit response time and is roughly

{for 4 time constants)

-1 2
T, < Bn seconds,( )

b

where Bn is the one sided loop noise bandwidth (BW) defined for a filter

{(4.2)

transfer function H(f) by
(e 4]
B = jle(f)Izdf, (4.3)
b

it is a negligible part of the overall acguisition time. For example,

a Bn of 100 H=z implies‘a T, of roughly 10 ms. It will be seen later that

¢

the acquisition of frequency is on the order of several seconds, hence
10 ms can be ignored.

Turning now to the time tec acquire frequency, T some backup

fl
material will be helpful. Frequency lock is defined to be the event

where the loop stops skipping cycles or in terms of the phase plane plots

3)

of Viterbi,( et. al., the point in time where the phase trajectory

remains on one modulo 27-reduced plot. After that phase lock takes

place. Since unaided lockup times are so long in practical cases, being

of the form(4)(5)

*

T, v 4.2 Afz/Bi. (4.4)

*
This equation is limited in its usage (see the reference).
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where Af is the initial offset frequency, acquisition aids are nearly
always employed. Important exceptions to this are the Multifuncticnal
Receiver (MFR) secondary loops which are unaided. This is done to keep
them from going into a sweep mode when one or the other polarization
channel fades thereby forcing the primary loop to drop lock. Since the
primary loop tracks errors common to both polarization channels, the
secondary loops arelalways within their acquisition range and thus lock
instantaneously (for all practical purposes).

The crucial question is, then, what is the frequency acquisition
time when a receiver VCO is swept. The answer is not known, however,
since all analyses show that a loop will phase lock almost instantaneously
when the frequency difference between the incoming signal and the loop VCO
is zero (or very small, see (4)), the maximum acquisition time is taken to
be the time to sweep over a given frequency uncertainty range at a pre-
determined sweep rate.‘ For-example, in the MFR the sweep times, which
change with tracking BW settings, run from 1 second for the 3 kHz BW to
15 seconds for the 10 Hz BW. To see that this is an improvement over
unaided acquisition times, equation (4.4) applied to these extremes
vields 1 second for the 3 kHz BW and 263 seconds for the 10 Hz BW. Table 4.1
gives the MFR sweep pérameters.

TABLE 4.1(6)

MFR Sweep Parameters

®
TRK EBW Sweep Time (One Ramp) Total Sweep Range (Hz)
(Hz) (sec) *300 kHz VCO +15 kHz VCO
10 15 500 500
30 15 1,500 1,500
100 3 5,000 5,000
300 1 _ 15,000 , 15,000
1000 1 50,000 30,000
3000 1 150,000 30,000

*
1 sided loop noise BW.

95



The problem has narrowed down to finding the sweep rate and
maximum VCO deviation (double sided) that is needed., While the above
examples were for the MFR the exact same reasconing applies to the Orbiter
and SGLS ground station during its acguisition. Frazier and Page(7) have
developed the most used criterion for a better than 90% probability of

*
acquisition for an effective frequency rate Re and a loop signal-to-noise

ratio of SNRL, viz.,

90 R
40.5
= < 60° (SNR_ > 6.5 dB). (4.5)

an VSNRL

This equation merely adds the criterion for keeping the noiseless phase
error due to a frequency ramp in the linearized loop small and the rms
error due to noise small. The equation effectively ignores any frequency
offset of the input signal with the stipulation thaf the incoming frequency
be within the limits of the loop VCO sweep.

The procedure then for finding the acquisition time of a swept

second order phase lock loop is as follows.

o Determine the limits of the frequency offset of the input
frequency.
o Check that it is within the VCO sweep range Af (answer

must be yes).

o Determine Bn and SNR_. for the acgquisition mode by

picking Bn as large as is consistant with a SNRL > 10 dB.
o Calculate Re from equation (4.5).
o Check that the VCO sweep rate R_ is less than R minus

. s e

the maximum doppler rate.

Divid b ; i.e., T. = .
o ivide Af by RS i.e., £ L\.f/RS

Then Tf is the maximum time to acquire with a 90% probability. The

average acquisition time is Tf/2 if the sweep is uniform.

*
This ineludes the input frequency rate and the VCO sweep rate.
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The loop will have to track the frequency from its most nega-
tive pull from rest frequency to its most positive. Thus the locop
design must make sure that this range is within a reascnably linear
portion of the VCO characteristic. This is really an independent
problem from that considered here, however, it is essential to the over-
all design. Assuming that the VCO range is sufficient the next question
is how wide the acquisition bandwidth can be. For good tracking the loop
should have at least a 10 dB SNR. This is a universal rule of thumb and
will be assumed here. Of course, a very small BW can give just about
any SNRL desired, but the loop will drop lock more often with small BW's.
It is therefore a good design criterion to widen the loop BW as far as
possible without dropping the loop SNR too far.

Up to this point we have dealt exclusively with residual
carrier tracking loops and second order ones in particular. Orbiter
will employ suppressed éarrier tracking loops and as of this writing
will not make use of any bandpass limiters ahead of it. It is then
assumed that sufficiently sophisticated AGC circuits are used to
restrict the dynamic range that the loops see. The reason is that loops
designed to work at very low SNR's will overload easily and hence drop
lock or false lock., In general this must be avoided at all costs.

As a point worth noting this system will be very unusual in
that no limiter is used either in Orbiter or on the ground when landing
at ETR.

Now a tracking loop designed to work with PSK can be imple-
mented in several ways, €.9., Costas, squaring, I-Q, data aided, etc.
For purposes of analysis the squaring loop will be used. It has been

actually used in NASA systems and can be shown to be mathematically
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equivalent to the Costas loop. By way of comment the 10 4B rule of
thumb for carrier tracking loops mentioned earlier is increased to 12 dB
for suppressed carrier tracking loops. Figure 4.2 shows a typical
squaring loop. The squaring of a signal of the form

S(t) = /2P cos (wyt + 3 m(t)) (4.6)

where m(t) is a segquence of *1's yields

~

S(t) =P + P cos [2 w0t+'nm(t)] =P + P cos 2 wgt. (4.7)

The loop then tracks the 2w Two problems occur. The first is that

0"
the noise is also squared and hence non Gaussian, and second an ambi-
guity arises when reducing 2w0 to mo. Of concern here is the noise
problem, in fact, the term "squaring loss" is used to take this into
account. This is the reason for the 12 dB rule of thumb.

It is appropriate at this time to investigate how much SNR
is available to the loops after blackout. Per ICD—2—ODO44(8) there
will be in excess of 30‘dB for both the uplink and downlink loops. The
value of 30 is conservative since the range involved immediately after
blackout is only 520 KM (322 miles) as opposed to the maximum of 2300 KM
(1440 miles) or roughly 13 dB gain used in the ICD link calculation. In
short there is "infinite" SNR in the loop for analysis purposes, i.e.,
the noise-free loop can be used.

The problem becomes simpler now since the tracking bandwidths
on Orbiter and the landing site can be opened up as far as is compatible
with the data rates and thus can be swept rapidly.

As a note of caution, care must be taken to avoid overloading
the circuits as mentioned above in connection with the AGC, and this is

assumed to be the case hereafter. Extremely high SNR's can be a hindrance

if they become too large!
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For Orbiter then we are working with a second order PLL with
no squaring loss (high SNR's) and the only effect of the squarer is to
change the center frequency at which we work. Since SGLS and STDN also
use second order loops (in the acquisition mode for STDN) the problem
reduces Ffurther to analyzing the acquisition time of a second qrder loop
when being swept linearly at a rate Rs'

The time to lock immediately after reentry blackout is, per
the above rationale, the maximum of the acquisition times of the Orbiter
and the landing facility. Each of these will be found below.

The MFR which will be used by STDN will employ a tracking BW
of 3 kHz since the bit rate is i92 kbps in a split phase format. This
is the widest BW possible and thus the maximum Sweep rate can be used.
Per Table 4.1 the sweep time is

T. = 1 sec. | (4.8)

1
When Orbiter lands at the Western Test Range (WTR) the AFSCF/SGLS

s}stem will be used. Per reference (9) the block diagram of the receiver
counterpart of the STDN MFR is as shown in Figure 4.3. As can be deduced
from the implementation of the sweep, namely, a pulse applied to the loop
filter, the loop is second order. It is also a high gain lqop preceded
by a limiter. This is of interest but of little consequence here due to
the high SNR available. The high SNR again allows the use of the maximum

loop BW and sweep. Table 4.2 lists the pertinent parameters, and as can

be seen the maximum time is

400 kHz .

T, = 500 kmz/sec ~ L+ ¢ (4.9)
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TABLE 4.2

SGLS GROUND STATION PARAMETERS

2BL (Hz) Sweep Rate (kHz/sec) Deviation (kHz)
200 1 10

1000 25 t100

5000 500 +200

The last receiver which needs to be considered is that uti- '
lized by the Orbiter. Unfortunately the design is in the preliminary
stages at this point in time. In order to solve this task some assump-
tions will have to be made. To this end the USB‘lO) and SGLS transponders
are shown in Figures 4.4 and 4.5, and Table 4.3 lists the pertinent
parameters. Per reference (11) the maximum deviation is expected to be
+90 kHz on the Orbiter. From Table 4.3 this coincides with the SGLS and
USB deviations. Since the sweep rates are 16.8 kHz/sec and 35 kHz/sec
respectively for SGLS and USB the parameters shown in Table 4.3 will be
assumed for Orbiter. Thus the last acquisition time can be calculated.

T3 = Egl%%;§225 Z 5 secs. {(4.10)

TABLE 4.3

TRANSPONDER PARAMETERS

Sweep Rate (kHz/sec) Deviation (kHz)
USBE 35 +90
SGLS le.8 84
Orbiter 35 190
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Table 4.4 consolidates the acquisition times and leaves the
conclusion that the total system acquisition time (Orbiter and Ground)
is as shown in the right hand column of Table 4.4. It is seen then that

the Orbiter is the pacing item.

TABLE 4.4

MAXIMUM ACQUISITION TIMES

Individual Acg. Time (secs) System Acg. Time (secs)

ETR 1 5
WTR 1 5
Orbiter

The only other major aspect of the problem is to make sure
that the deppler and doppler rate are not so large that the loop cannot
pull in due to the former and will not drop lock immediately after
acquisition due to the latter. In other words the loop sweeps, but the
instantaneous frequency at the input is outside of the maximum locp
frequency offset due to excessive doppler, and/or the doppler rate is
so high that even when locked initially the loop cannot follow fast
enongh (maintain a sufficientlg small phase error) and therefore drops
lock.

In the case of the Orbiter loop this is a problem as a result
of the high velocity and deceleration involved in reentry. In the case
of the ground it is compounded by the fact that Orbiter is sweeping

at the same time that the ground is and also experiences the high

deceleration. Since the landing pattern and other factors are not known
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at this time this part of the analysis will "work the problem back-
wards" resulting in a specified maximum deceleration and velocity in
order to acquire successfully.

For the Orbiter Table 4.3 shows a maximum deviation of *90 kHz

"(multiplication of the VCO is assumed) hence using equation (4.1},

. * N
ignoring ¢, and assuming r<<e¢, the Orbiter received frequency 18

up

- X
= - _x . 4.11)
fop = fgp + AF [2 c] for {

Solving for r gives

x| = a8 ). (4.12)
GT

For Orbiter (using 2 GHz for fGT)

-

r 4 3 x 108m/s

= 9 x 10 — 5 J* 1.35 % lO4 m/s. (4.13)
2 x 107 Hz {30,000 mph)

max

Note that 1.35 x lO4 m/s<<3 x 108 m/s, and so the approximation on r is
very accurate. Thus 13.5 KM/s (30000 mph) is the maximum radial velocity
that is allowed if the Orbiter loop is to have the ability to offset the
rest frequency enough to capture the doppler shifted ground transmitted
frequency. In reality the velocity will have to be less than this for
margin purposes. Table 4.5 shows equation (4.12) results for the actual

frequencies used.

TABLE 4.5

MAXIMUM ORBITER FOST BLACKOUT RADIAL VELOCITIES (UPLINK)

Ground Transmit Fregquency (GHz) Maximum Velocity (KM/s) MPH
STDN PM-1 : 2.0419 13.2 [29,751]
STDN PM-2 : 2.1064 12.8 [28,840]
AFSCF PM-1 : 1.775733 15.2 [34,211]
AFSCF PM-2 : 1,831787 14.7 [33,164]

*
Both assumptions are good due to the link being direct and the velocity
limits of the Shuttle.
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In the ground station cases the frequency is higher and the

doppler is double, i.e., the ground receive frequency is

240 _ r — 1- r, 240 . r
fap = 221 for £ 8 = (- Q) fop = -3 557 @ ) for
. 240 x
= 331 {1- 2 C) fGT' (4.14)

where %%% is the turnaround ratio, Afe is the overall effective doppler
= 2

. r
offset, £. is the Orbiter transmit frequency, and (E)'<<1 was assumed.

oT
Solving (4.14) for |§[ gives

1 221
!rl Eza)( T) fC (4.15)

Table 4.& tabulates lilmax for STDN and SGLS maximum offsets of 75 kHz

and 200 kHz respectively.

TAELE 4.6

MAXIMUM ORBITER POST BLACKOUT RADIAL VELOCITIES (DOWNLINK)

Ground Transmit Frequency {(GHz) = Maximum Velocity (KM/s) MPH
STDN PM-1 2.0419 5.07 11,423
STDN PM-2 2.1064 4,92 11,088
AFSCF PM-1 1.775733 15.56 35,069
AFSCF PM~-2  1.831787 15.08 33,987

The conclusion to the above analysis is that the STDN velocity
after blackout must be roughly three times less than the SGLS velocity.
Since the two landing patterns will be different this could well be the

case.
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The problem of deceleration will be analyzed next. Differen-

tiating (4.1) with respect to time gives

-1/2 [c+r) (- r)- c-r) (r) ] £
(c+r}2 CT
-1/2 2cr
1 -2 — GT
(c+r)2
;.;_ + r/C] ‘:frfc]fGT. (4.16)
| 1+r/c (1+r/c}2

Solving for |}|max and dropping higher order powers of (L/c) gives

Hh*

N

OR

M|H

-y PR e 2r, - W - :
IrImax - (fGT)(1+ c) fOR (fGT) for (4.17)

Now %OR is limited by the effective sweep rate of the VCO due
to internal (acquisition) sweep and external doppler rate, hence using

(4.5) and recalling that SNRL>>1

v IS 26, 60 o 2 _
|r|max - (fGT)(l+ <) 50 Bho Rso! ! (4.18)

where RSO is the acquisition sweep rate for Orbiter and BnO is its noise
BW. In other words at high SNRL's the loop can be swept very rapidly,
but the circuits only use a portion RS of the available. The rest is

to handle any doppler rate that might be present,

In the case of the ground stations equation (4.1) is used

twice and a turnarocund ratio is involved, viz.,

: 1/2 1/2 1/2
=[°—‘5] l; ] [ ] (4.19)
[ar c+x

where fOT is the Orbiter transmit frequency and o is the turnaround ratio.
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Taking derivatives as before

. Zc;a
GR £

. {4.20)
(c+r)2

GT"

Solving for lE'max and dropping (f/c) powers greater than one gives
C r EGR
max - (E;;)(1+2 g)'—z; . {(4.21)

x|

The same reasoning as before applies with the added ground sweep rate

RSG taken into account.

..

r 1 80 2_.R__~-R_), (4.22)

30 ‘90 Bng S0 SG

c r
= (—)(1+2 =)
fGT c

max
where BnG is the ground receiver noise BW. Table 4.7 lists I;!max for
all the pertinent cases.

TABLE 4.7

MAXTMUM DECELERATION LIMIT

r|
max
. 2%
Orbiter 390 KM/sec
STDN 395 KM/sec?
SGLS 284 ¥M/sec?

Note that due to the relative values involved equations (4.18) and (4.22)

respectively simplify to

* [ &0 2
| x| (=) == B (4.23)
max fGT Q0 "no
60 Bro’
b * ,c,60™n
lrLax - (f } 90 2 o ° (4.24)

&
A Bno = 2 kHz was used for Orbiter.
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The above values are actually worst case since the probability
of the sweep rates adding directly is not 1. 'On the contrary it is
most likely that they will add sometimes and cancel at other times, e.g.,
the doppler rate may tend to bring the frequency at the input closer to
the VCO rather than away. Such a case is where the sweep on the VCO is
negative while the doppler rate is positive. The worst case condition
is relevant however, because the rates and periods of sweep are different
and so at some point they will add thus stressing the loop to its maximum
and making it tend to drop lock.
4.3 RESULTS AND CONCLUSIONS

In the preceding analysis certain assumptions and actual
parameter values for the Orbiter/ground communications system have led .
to the following results.

o The SNR's after blackout are so high that essentially
noise-free circuits are involved.

o] The total system acquisition is paced by the Orbiter
loop.
e} The acquisition time is less than 5 seconds which is

that of Orbiter.

o The maximum radial velocity allowable for Orbiter after
blackout is about 30,000 mph (Table 4.5).

o The maximum radial deceleration for Orbiter is dependent
on the loop BW employed and given in Table 4.6.

Two points of interest arose during the analysis and should
be considered in the design. They are:
o High SNR's can cause circuit overloading with attendant
spurious signals which can cause false lock. These
should be minimized through AGC since no limiting is

now foreseen on Orbiter.

's] The reentry velocity and deceleration can very likely
be high enough to prevent acquisition.
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If the above recommendations are incorporated into the design
of the transponder, there should be no acquisition problem immediately
after reentry blackout.
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5.0 RENDEZVOUS RADAR/WIDEBAND COMMUNICATIONS SY¥STEM STUDY

5.1 INTRODUCTION

The purpose of this task is to study the baseline Orbiter
rendezvous Ku-Band radar with the intention of identifying the subsystem
blocks which can also be used in a wideband communications link. At
present the baseline design is a pulse radar of the noncoherent (post-
detection) integration type with the transmit power supplied by a 40 KW
peak/40 watt average magnetron or other suitable device. The main
thrust of the analysis is aimed at reducing“the peak power to a value
closer to the average power of 40 watts. 1If, for example, the peak
power could be reduced to 160 watts then a dual mode traveling wave tube
(TWT) amplifier could be used. The pulse mode would be used for radar
and the continuous mode for wideband (WB) communications. This would
provide a common power amplifier for both operational modes which, in
turn, would allow the employment of a common driver. Only the low level
electronics would then need to be separate. Of course the receiver front
end and intermediate frequency {(IF) section could be common in any
event.

Several means of bringing down the peak power will be inves-~

tigated; they are:

o Optimizationlof system parameters

o Relaxation of specification

o Combinations of the above

o Multiple range modes

o Pulse expansion/compression techniques
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Before delving into the peak power reduction analysis it is
appropriate to discuss the general design philosophy of the type of
radar being considered in the baseline configuration. Table 5.1(1)
lists the specifications of the radar as required for the Orbiter
mission. Whether or not these specifications can be met by the type of
radar chosen as baseline remains to be seen. As a preview of the
results of the analysis to follow, some parameters will have to be
adjusted.

A noncoherent radar simply sends out pulses of width T at a

rate of fr with power PP . A pulse propagates to the target, is

eak
reflected (with a certain loss) and is received by the radar receiver.
The range of the target relative to the radar position is "ect/2", where
¢ is the propagation velocity and t is the.time difference between the
transmitted pulse and tﬂe received pulse. The factor of % accounts for
the two way travel.

If the energy in the received pulse is too low, several pulses
can be "locked at" before the measurement is made. Advantage is taken
of the randomness of the noise versus the nonrandomness of the signal.
If the phase of the received carrier is ignored on a pulse to pulse
basis then the summing up process of the pulses is termed "noncoherent.”
This is what the baseline design uses.

The number of pulses which can be summed is a function of how
long the target stays in the antenna beamwidth and how much delay in the
range measurement can be tolerated. If the antenna scans rapidly during
acquisition, for example, there will be only a limited number of pulses

available.
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TABLE 5.1

BASELINE RADAR SPECIFICATIONS

Frequency
Radar Classification

Antenna

Polarization
Scan
Scan Rate

Maximum Range

Pulse Repetition Rate
Minimum Range
Pulse Width

RF Power

Receiver Noise Figure
Probability of Detectidn
False Alarm Rate
Acquisition Time

Target Radar Cross=section
Fluctuation Model

Target Range Rate

15.3 GHz (Ku-Band, A = 2 cm)
Pulse {(Noncoherent}

0.51 m (20") Parabolic
Cassegrain - 4 horn monopulse
35.4 dB Gain (55% efficient)
2.7° - 3 dB beamwidth

Linear
90° x 90° raster
120°/sec

22.2 KM (12 MMI)
18.5 KM (10 NMI) at detection

2500 pps
6l m (200 ft)
0.4 usec

40 W (average) (16 dBW)
40 KW (peak) (46 ABW)

8 dB

.99

1l per hour

60 seconds (10 sec. reacquisition}
1 m? (11 ft2) (average o)

Swerling Case I

30 m/sec (+100 ft/sec)
-15 m/sec (-50 ft/sec)

114



The width of the pulse must be less than the two way range at
the minimum distance to a target, otherwise the receiver will receive
part of the high energy transmitted pulse thereby possibly damaging some
components. Too short a pulse deqreases the available return energy,
thus the pulse width is made as large as possible within the constraints
of the system.

The repetition rate, on the other hand, must be high enocugh to
have at least one pulse returned at the maximum range. If this were not
the case an ambiguity would be present, namely, two or more transmitted
pulses before one received pulse. Figure 5.1 illustrates the above
concepts.

The previous points are straightforward applications of radar
theory. Another point which needs to be addressed before the detailed
analysis begins is the "Fluctuation Model." Swerling Case I takes into
account the fact that the scan rate is so rapid that the return pulse
amplitudes are essentially constant on any one scan, but are indepen-
dent, distribution-wise, from scan to scan. This means that the scan
rate is much faster than the target spin rate. The spinning, however,
does cause less energy to be returned on the average, and so the radar
must transmit more energy at the outset.

Finally, radars use linear polarization to avoid the loss when
the reflected wave returns. For example, if circular polarization were
employed then the received wave would be reversed in its polarization
sense, and so the loss would be devastating. The reason this is men-

tioned is that the wideband communication mode will require circular
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polarization to be compatible with TDRS. A possible solution is to use
a fifth horn for communication over and above‘the four horn monopulse
with the appropriate polarization for each mode.

5.2 ANATYSIS

5.2.1 Baseline Analysis

This analysis will draw heavily from well established radar
theory and results as expounded in references (2) and (3). Table 5.2
lists the pertinent relations which will be used throughbut the analysis
to follow; they will be designated as eqn. A, egn. B, etc. As the
analysis progresses certain specifications will be "taken as Gospel" and
results will be derived. Later when it is seen that some results are
unacceptable parameters will be adjusted and the problem will be
reworked.

Since'Rmax =.22.2 KM (12 NMi) is one of the more sacred specifi-~
cations, being 18.5 KM (10 NMi} with 3.7 KM (2 NMi) allocated for

acquisition, relation F gives an upper bound on the repetition rate.

NMi 1
<
fr $ 161,440 sec . 2x12 NMi

= 6726 pps (5.1)
with

E£ z 148.7 usec, {5.2)
hay

The pulse width is upper bounded by relation G.

1

T £ 2 x 200 ft x 8
9.8 x 10 ft/sec

= 0.41 usec (5.3)

Since as much energy as possible is desired T will be set to its upper

bound, i.e.,
T 4 0.4 usec. {5.4)
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TABLE 5.2

PULSE RADAR EQUATIONS

P G2A20G
ne¢

4
Rmax = 3 avgd : Radar Egn.
KT F{Bt)}f (SNR, )L L_L
(4m) 0 (B1) r( 12 o
2
mD . .
G = Y € : Parabolic Antenna Gain Eqgn.
— nT a
Pfa =7 : False Alarm Egn.
fa
er
ng = x : No. of pulses in 3 dB beamwidth
8
s

G (dB) = 3 + 6 log n
nc

z 10 Swerling Case I
9 log n £

n £ 10 { Postdet. Integ. Gain

e 4

2R
-%?35 < EL Max. Range Ambiguity Inegquality
r
2Rm'n
Cl T 0T @ Min. Range Ambiguity Inequality
As
g = : Scan Rate Egqn.
® (1- —=)6_T
100" "B’ s

P P 1t : Peak to Average Power Relation
avg peak r
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TABLE 5.2 {continued)

Pavg is the average transmitted power

G 1is the antenna gain

A 1s the wavelength

g is the radar cross-section

Gnc is the postdetection integration gain

K is Boltzman's constant

TO is 290° Kelvin

F is the receiver noise figure

B is the matched filter noise bandwidth

T is the transmitted pulse width

fr is the pulse repetition rate

SNRl is the single pulse signal-to-noise ratio for a
given probability of detection Pd and false alarm Pfa
Ls is the miscellanecus system loss

LA is the off axis antenna less

LP is the polarization loss

D is the parabolic dish diameter

€ is the antenna efficiency

n is the number of pulses integrated

Tfa is the false alarm time

ng is the number of pulses in the 3 dB beamwidth
GB is the 3 dB antenna beamwidth

Gs is the antenna scan rate

Rmax is the maximum radar range
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TABLE 5.2 {continued)

Rmin is the minimum radar range

C is the speed of light (propagation velocity)

AS is the scan area

P is the percentage of antenna beam overlap on consecutive
scans

Ts is the allocated scan time {acquisition time)
P is the average power
avg

Ppeak is the peak power
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Let the peak to average ratio of the power be 1000 as given in

Table 5.1 for this first analysis, then per egn. I

_ 40 watts x 1
r 40 kw 0.4 usec

£ = 2500 pps. (5.5)

Note that this repetition rate is far below the upper bound set by
eqn. {5.1), thus it can be seen that the peak power could be lowered.
Per eqn. A this would also lower the maximum range. This tradeoff will
be investigated later.

The next item of interest is the amount of integration gain
that can be achieved. This will depend on the number of pulses used.

Egn. D gives

n o= 2.7° x 2500 pps
B 120°/sec

= 56. (5.6)

Using all the pulses possible gives the most gain, thus eqn. E results

in
Gnc(dB) =3 4+ 6 log 56 = 13.5 dB. {(5.7)

Egn. C gives the false alarm probability

P, = 26 % 0.4 ysec = 6.2 x 107 (5.8)

fa 1 hr x 3600 x 106 usec/hr

References (2} and (3) state that the resulting loss of an
antenna beam passing through a target will be 1.6 dB. This is because
the target does not see the maximum gain for the whole time that it is
scanned. If the target is off the maximum gain scan path then there is

another loss. This depends upon the amount of overlap.
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The rationale behind the calculation of scan rate is illus-
trated in Figure 5.2 for a 50% overlap. In this case the scan area is

in degrees squared and the number of lines needed is

N = + 1. (5.9)

The rest of the relationships needed are

(N-1)A = /E;yés* (5.10)
éstr = /K; (5.11)
ésts - /K; ' (5.12)

The overall scan time, Ts' is

/i /s
TS = Nts + (N-l}A + tr = eB/z + 1 _..f';._

I\ (A
AN
5 5

= + 3 —_ (5-13)
Og/2 B

Solving for 65 gives

. 22_ 30,
8 =gm |1+ ) (5.14)
S B's 2/A_

In general then it can be seen that a good approximation for Bs with a
given percentage, P, of overlap is

AS
= = (5.15)
(1- 7506

{De
I
.

*
The beam center is scanned to avoid the loss at the edges.
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N = no. of scans
tS = gcan time for one scan
A = line to line transfer time
g = scan area in degrees sguared
s = overall scan time
. = retrace time

Figure 5.2 Raster Scan Sweep Rate and Timing
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As examples of the use.of egn. (5.15), VAS = 90° and

YA = 40°, 8 = 2.7°, Ts = 60 secs, P = 50% give

és -3 8100 = 100°/sec (5.16)
—x 2.7 x 60
2
6 = - 1600 = 20°/sec (5.17)
s 3 x 2.7 x 60

As can be seen from the examples the specification of 120° /sec is
conservative, and if the 50° x 90° scan area can be reduced to 40° x a0
then the number of pulses integrable is 5 to 6 times as many. This
translates into roughly 4 dB more integration gain. These results will
be alluded to later when tradecffs are made.

For a 50% overlap of beamwidth on consecutive scans the off
axis loss is roughly LA = 0.9 dB. Assuming negligible polarization
loss, the only other pafameter needed before applying egn. A is SNRl.
Consider Figures 5.3 and 5.4 which were reproduced from reference (2).

Rather than selving for SNRl for Pd = 0.99 as specified, egn. A will be

used to arrive at the SNRl needed for Rmax = 12 NMi. The achievable Pd

will then result. Using decibel quantities

SNR 16 ABW + 2(35.4) + 2({-17) + 0 + 13.5

1

—[33 - 204 dBW/Hz + 8 + 0 + 34 + 1,6 + 0.5 + 174]

18.8 dB (5.18)

Table 5.3 lists the Pd achievable for a given SNRl taking into account

Figures 5.3 and 5.4 for a Pfa of 6 % 109.
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P

SHR (dB)
15.4
14.7
14.4
l4.0
13.8

13.5

d

TABLE 5.3

for Various SNRl

at P

fa

6 x 10

Fluctuation Factor (dB)

17

10.5
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Total SNRl
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As is readily apparent from Table 5.3 the 18.8 dB available
will give a Pd of less than 80% rather than the 99% specified. If 99%
is needed then Rmax could be sacrificed. Further tradeoffs will be
looked at later.

From the above analysis it can be said that the specifications
of Table 5.1 cannot be met with the baseline radar. It is also obvious
that the high scan rate is the major culprit. In short the fluctuating
target requires more energy from the radar, but the high scan rate does
not allow encugh pulses to get the energy.

Since the gain G is squared in eqn. A and since the reflector
diameter, D, is squared in eqn. B the easiest way to pick up the needed
"dB's" is to increase D. Before looking at this it should be said that
a Pd of 99% is uérealistic at Rmax' At c¢loser ranges Pd will rise to
this value or greater as a natural result of Rmax decreasing by the
fourth power. It is therefore advisable to decrease Pd to 95% at 12
NMi., This buys back roughly 7 dB leaving 6.4 dB more to be gained. (Note
when- the range iz 11 XM (6 NMi) the SNR1 will improve by 12 dB which is

enough to give P_'s near 99%.)

d
Increasing the dish to 0.76m (30") will give 7 dB more gain,
hence this alone would do it.
If the dish size is "sacred" then decreasing the scan area to
30° x 30° will give the extra 6.4 dB by allowing more pulses to be

integrated and increasing P via egn. C.

fa

127



As another alternative the 8 dB noise figure could be lowered
to about 4 dB by use of an uncooled parametric amplifier. The other
2.4 dB could come from the scan size or dish diameter or both.

In connection with the scan rate, it might be tempting to
decrease the overlap, but this is futile since post-detection "dB's"
gained will never make up for predetection "dB's" lost where a one to
one tradecff is involved, i.e., the off axis loss would rise too rapidly.

Of course more average power could be used, but 6.4 dB is
prohibitive.

The minimum range of 61m (200 ft.) is critical for safety
reasons, however, the maximum range could be compromised to 14.8 KM (8
NMi) to pick up the needed gain.

Finally the acquisition time could be extended, but this is
inefficient sinée it ultimately affects ng and Gnc through a (6 log n)
law, i.e., doubling TS only gives 1.8 dB gain.

Table 5.4 summarizes the tradeoffs described above. In actu-
ality several of these techniques would most likely be employed rather
than ény single one.

For the baseline design it is recommended that the antenna
reflector diameter be increased to 0.61lm from 0.51m (24" from 20") (this
givés 3 dB), the Pd should be decreased to 0.95 from 0,99 at 22 KM {12
NMi) while remaining at 0.99 for 14,8 KM (8 NMi), and finally the noise
figure should be improved to 4.6 dB (this gives 3.4 dB). The total gain
is 6.4 dB which when added to the 18.8 dB available gives 25.2 dB. Thus
these compromised specifications can be met at the maximum range of 22
¥M (12 MMi) while the more stringent specifications can be met at 14.8

KM (8 NMi).
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TABLE 5.4

RADAR TRADEOFF TECHNIQUES

*
Added Gain Achievable (dB)

Technigue
a. Decrease Pd to 0.95 at 22 KM (12 NMi)
b. Increase reflector diameter

to 0.76 m (30")

c. Decrease scan area to 30O x 30°

d. Improve Noise Figure

e. Increase average power to 160 watts
£. Decrease maximum range

to 14.8 KM (8 NMi)

g. Increase acguisition time to 120 secs

* The added gain desired is 13.6 dB.
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5.2,2 Multiple Range Mode Analysis

The purpose of the previous section was to introduce the
problem, gain familiarity, and provide a system that would satisfy the
radar part of the radar/wideband communications problem. No mention was
made of wideband communications (WBC). Clearly the baseline design
requires high peak powers and therefore the only commonality possible
with WBC is after the power amplifier. In this section the single range
mode will be discarded and multiple range modes will be investigated.
This approach could, in theory, provide a Pd of 0.99 at the maximum
range of 22 KM (12 NMi) while not compromising the minimum range require-
ments and/or lower the peak power required.

Refer to egn. A. Since BT = ) is the case and all factors
other than fr have been considered or are fixed, consider varying fr.

At first glance'it locks as though (10 log fr) dB could be gained, but

such is not the case because

8
G (AB) =3+ 6logn=23+6log|—)¢
nc é ig
s
= constant + 6 log fr' (5.19)

But then the Gnc/fr term in egn. A results in only
|6 109 £, - 10 log £ | = +4 log f . (5.20)

What is actually happening here is a trade between predetection (ccherent
integration) gain and postdetection (noncoherent integration) gain. The

net result follows egn. (5.20) rather than 10 log fr.
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As an example let SNRl = 32.4 dB rather than the 18.8 4B found

in the previous section, and let T increase by 23 (32.4 dB-18.8 dB

io). So t i P P T
expressed as a ratio) as not to change either avg or peak let fr

remain constant. Then egns. C and D give

8
P = (£1), (5.21)

6sTfa

i.e., the false alarm probability remains the same, so SNR1 = 32,4 dB
s5till represents Pd = 0.99, However increasing T and keeping Tfr
constant decreases fr so that Gnc decreases by 8.2 dB. The end result
therefore is not 32.4-18.8 dB = 13.6 dB, but only 5.4 dB, and so Rmax
would change. (Note that 4 log 23 = 5.4.)

To keep Rmax at 22 ¥M (12 MMi} and still increase Pd to 0.99
will require T to increase by 2512, i.e.,

13.6 = 4 log 2512. (5.22)
Thus a T of about 1 ms is required.

If the pulse gets too long the high scan rate may cause the
target to disappear before the whole pulse illuminates it, thus the

following calculation is pertinent. The time that a 1 meter (11 ﬁpz)

target stays in the 3 dB beamwidth at 120°/sec is

[a]
. =—27 _ 2.5 nps. (5.23)

3dB 120°/sec

Thus a 1 ms pulse is acceptable,
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AT =1 ms implies fr = 1 pps to maintain to peak to average
power of 1000, therefore

np = 22.5ms x 1 pps = 22.5 pulses, (5.24)
i.e., all the pulses are still used.

The tradeoff, however, isg

R 5 1.61 x 105 NMi/sec x 1 ms

= 150 KM (81 NMi) (5.25)
min 2

As can be seen from egn. 25 it is not possible to totally tradecff fr
for Pd'

The concluszion to this section is that multiple range modes,
while theoretically attractive, do not tradeocff Rmin for Pd efficiently
enough.

While the peak to average ratic of the power was held constant
in the above ana}ysis it sheould be apparent that the same fr versus
Ppeak tradeoff techniqué could be attempted. It should also be apparent

that it is again futile.

5.2.3 Pulse Expansicon/Compression Techniques

When radars became peak power‘limited ways were sought to
achieve better range resolution without incurring larger peak powers.
Basically the radar waveform was coded in cne way or another so as to
enhance its autocorrelation properties. An application of this method
will be investigated below.

One technique of "compansion" is to expand the pulse width
while simultaneously changing the frequency of the r.f. wave. In the
case at hand there is an isolation problem between the transmitter and
receiver at the minimum range if the pulse is any longer'than 0.4 sec.

Thus a modification to the compansion technique is needed.
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Consider a linear frequency modulation of the basic radar
frequency with a pulse width expansion, however, prior to transmitting
the pulse let it be amplified and then passed through a waveguide
compression filter. Since the pulse when applied to the power amplifier
is wide the peak power ocutput is low. The compression operation effec-
tively raises the peak power while narrowing the pulse. BAs long as the
pulse width into the transmit/receiver (TR) box is narrow there is no
isolation problem. The receiver, by the way, is a standard pulse
receiver with only the matched filter changed to accommodate a "sinc(x)"
pulse rather than a rectangular pulse.

Now if the peak power can be lowered sufficiently so that the
power amplifier is, say, a TWT, theﬂ coherent integration is possible.
The Gnc in egn. A becomes 10 log n rather than 3 + 6 log n which gains
an additional

(10 log 56) -3 -(6 log 56) = 4 4dB. {5.26)
The 18.8 dB calculated before plus 4 dB leaves 9.6 dB vet to be acquired
somehow for a Pd = 0.99,

Since the output of the transmitter is still a narrow pulse
all of the tradeoffs and analysis done in the foregoing sections apply.

For example, decreasing P, to 0.95 at 22 KM (12 NMi) and taking into

d
account the 4 dB above means that only 2.4 dB needs to be gained now

rather than the 6.4 dB worked with earlier.
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The theory above is sound, but implementation is not possible
since the waveguide filter must be operated near cutoff and so suffers
insertion losses on the order of 60 dB. It should be noted that time-
bandwidth products of 30 dB(4) can be achieved with the foregoing
technigque so if the insertion loss could be lowered enough the method
would be very attractive. To reiterate, however, this method will not
work in the present case.

5.3 CONCLUSTON

The previous two sections of this report looked at the ade-
quacy of the proposed Orbiter baseline radar in providing rendezvous
information. Furthermore, techniques were investigated which could
possibly reduce the peak power requirements encugh sc as to employ a
common power amplifier between the radar and a wideband communications
system. It was found that due to the high maximum to minimum range
requirements and the large scan area, thus forcing a high scan rate, the
baseline system could not meet all of the proposed specifications.
Several areas of compromise were recommended.

Since the baseline could not meet the regquirements there was
not much hope in lowering the peak power. The multiple range approach
was helpful, however, toc many "range bands" would be needed to do the
job. A pulse compression technigue seemed promising, however, upon
investigation into the hardware aspects it too was seen to be deficient

because more was lost than was gained.
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The conclusion therefore, if the baseline radar is to be used,
is to
a) accept a Pd of 0.95 at 22 ¥M (12 NMi),

b) increase the antenna reflector diameter
to 0.61m (24 inches),

c) decrease the receiver noise figure by
3.4 4B,

The only commecnality with a wideband communications system would then be
the antenna and possibly some transmission line. It is further recog-
nized that a 3 dB polarization loss would be incurred unless steps are
taken to accommodate the circular polarization in the wideband communi-
cations mode and the linear polarization in the radar mode.
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6.0 ORBITER KU-BAND RELAY SYSTEM STUDY

6.1 INTRODUCT ION

The minimum antenna gains required to support a relay link for
both command and telemetry at Ku-Band between the TDRS and the Shuttle
Orbiter are calculated in this report. To do this, link budgets are developed,
the required Orbiter EIRP and G/T are found, and the losses between the trans-
mitter and antenna, and the receive system noise temperature are determined.
This information is used to calculate the minimum antenna gains required
for specific data rates. Next the factors affecting the implementation of
the system are discussed. Two appendices are included. One lists the
available hardware at Ku-Band (waveguide, diplexer, rotary joints, TWT's),

and the other discusses high vacuum voltage breakdown.

6.2 CALCULATION OF MIMIMUM ANTENNA GAIN REQUIRED ON THE TELEMETRY L INK

A block diagram of a candidate Ku-Band Shuttle Orbiter relay system
is shown in Figure 6.1. The antenna, diplexer and pre—amp are located in the
forward area of the Orbiter. The receiver, power amp and modem are located
in the payload area. A 12M (40 foot) waveguide run links the two areas.

The link budget(l)

for the telemetry (Orbiter to TDRS) link is given
in Table 6.1. APSK modulation is used with a bit error probability of 10_5.
The TDRS system noise temperature is assumed to be 710°K. The relationship
between achievable data rate and Orbiter EIRP i=s presented in Figure 6. 3.

It is seen that EIRP's of 19.3 dBW and 21.0 dBW are required for data rates

of 128 Kbps and 192 Kbps respectively with rate 1/3 convolutional coding
included.

Now that the required EIRP is known, the RF losses between the

transmitter and antenna must be found. From Figure 6.1, it is seen that the
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TABLE 6.1
SINGLE-ACCESS KU-BAND TELEMETRY LINK BUDGET

PARAMETER VALUE

. ‘s -5
Binary Error Probability 10
Orbiter EIRP (dBW) EIRP
Space Loss (dB) -209.2
Pointing Loss (dB) -0.5
Polarization Loss (dB) -0.5
TDRS Antenna Gain (dB) 52.6 (55% efficiency)*
PS at Output of Antenna (dBW)} -157.6 + EIRP
T, {Antenna OCutput Terminals)(OK) 710
kTS at Qutput of Antenna (NO)(dBW/Hz) -200.1
Carrier-to~Noise Density, PS/NO, (dB-Hz) 42,5 + EIRP
Transponder Loss (dB) -2.0
Demodulation Loss (dB) -1.5
System Margin (dB) ‘ -3.0
Required Eb/NO, APSK (dB} 9.9
Achievable Data Rate (dB) 26.1 + EIRP
FEC Gain, R = 1/3, K = 7 (4B) 5.7
Achievable Data Rate (dB) 31.8 + EIRP
*

On AxXis
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loss will be the sum of the waveguide and diplexer losses and any losses
due to mismatches.

Various manufacturers were contacted to determine the waveguide
type with the least léss and the approximate loss due to a diplexer. Table ©.2
pPresents the types of wavequides considered and their losses at 15 and 13.8
GHz. Rigid circular waveguide was also considered but is not included in the
table because it is not available above 13.2 GHz. Andrew's Heliax elliptical
fléxible waveguide has the least loss at 15 GHz. Rigid rectangular waveguide
has the least loss at 13.8 GH=z. flexible rectangular waveguide has the
greatest loss at all frequencies. Heliax elliptical waveguide was chosen for
these calculations because it had the lowest loss at 15 GHz. Actually it
makes little difference whether rigid rectangular or flexible elliptical
waveguide is used because a 12M (40') length of rigid rectangular waveguide
has a 2.2 dB of loss compared to 1.9 dB for flexible elliptical waveguide.
Table 6.2 also shoﬁs the losses and VSWR's for a diplexer and for waveguide
connectors.

In addition to resistive losses there are also losses due to mis-—
matches between the various components of the system. However, since this
system has low resistive losses and VSWR's below 1.5, the mismatch losses
are on the order of a tenth of a dB and are ignored.

The EIRP and system losses are known and the transmitter power is
given, therefore the required antenna gain in decibels is determined by the
following equation: |

= + -
Gmin EIRP L PO (6.1)
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TABLE 6.2

WAVEGUIDE ATTENUATION DATA

141

ATTENUATION
30m

T TYPE FREQUENCY RANGE 2325100{) VSWR

WAVEGUIDE (GHz) {max)
@13.8 GHz @15 cHz

Rigid Rectangular WR62 12.4 -~ 18.0 6.0 5.5 1.05
Rigid Rectangular WR75 10.0 - 15.0 4.0 —— 1.05
Flexible Rectangular
WRG2 12.4 - 18.0 =25 =25 1.10
Flexible Rectangular
WR75 16.0 - 15.0 =15 —— 1.10
Helia.xG§ Flexible
Elliptical EW132 11.0 - 16.0 5.0 4.7 1.15
WAVEGUIDE CONNECTORS L =0ds VSWR = 1.15
DIPLEXER L =2Q,5 dB VSWR = 1.25 ISOLATION = 70 dB




where:

G = Minimum Orbiter antenna gain required for a
particular data rate

EIRP = Orbiter EIRP required for a particular data
rate (obtained from Figure 6.2)

L = Losses due to waveguide and diplexer = 2.4 dB
@ 15 GHz (shown in Figure 6.1l)

PO = Orbiter transmitter output power = 40 watts.

We find that Gmin = 5.7 dB for a 128 Kbps data rate and 7.4 dB for a 192
Kbps data rate.

If the transmitter is moved to the forward area of the Orbiter
then the waveguide loss is eliminated and Gmin = 3.8 dB for 128 Kbps data
rate and 5.5 dB for 192 ¥bps data rate.

It should be pointgd out here that a problem which may be encountered
with a high transmitter power is the high vacuum voltage breakdown inside the
components of the asystem. Even though the nominal power rating of the wave-
guide and other components is in excess of the 40 watts available at the
transmitter output it is not applicable in space. This breakdown phenomencon
ig discussed further in Appendix 6.B.

6.3 CALCULATION OF MINIMUM ANTENNA GAIN REQUIRED ON THE COMMAND LINK

To calculate the minimum antenna gain needed on the command (TDRS
to Orbiter) link both the required G/T and the receive system noise temperature
must be known.. The G/T is related to data rate in the link budget of Table 6.3.
Notice that two different TDRS EIRP's are listed. The low power EIRP of
47.0 dBW will be used here. The high power EIRP is only for back-up and has

a 25% duty cycle. Furthermore, APSK modulation with a BER of 10-5 is assumed.
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TABLE 6.3

SINGLE-ACCESS KU-BAND COMMAND LINK BUDGET

&

PARAMETER LOW POWER LINK HIGH PCWER LINK
. -5 -5

Binary Error Probability 10 10

*"

TDRS EIRP (dBW) 47.0 50.5

Space Loss (dB) -208.6 -208.6

Orbiter Antenna Gain (dBi) Gu Gu

Polarization Loss (dB) -0.5 0.5

PS Out of Orbiter Antenna (dBW) -162,1 + Gu ~-158.6 + Gu

o
System Noise Temperature, ( K) Ts Ts
Boltzmann's Constant, k, (dBW/OK—Hz) -228.6 -228.6

Carrier-to-Noise Density, Ps/No'
(dB~Hz)

66.5 + G /T_

69.0 + T
0 Gu/ s

dB dB
Demodulation Loss (dB) -1.5 -1.5
PN Loss {(dB) =1.0 ~-1.0
System Margin (dB) -3.0 -3.0
Reguired Eb/NO, APSK (dB) -9.9 -9.9
Achievable Data Rate (dB) 51.1 + G /T 54.6 + G /T
u s uw's
ds dB
FEC Gain, R=1/3, K = 7 {(dB) 5.7 5.7
Achievable Data Rate (dB) ' 56.8 + G /T 60.3 + ¢ /T
uSs o uws .

* ]
On AX1s

* &

For contingency only - 25% duty cycle
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Figure 6.3 shows thé relationship between G/T and achievable data rate.
It is seen that G/T's of -10.8 dB/OK and —8.2'dB/0K are required for data
rates of 40 Kbps and 72 Kbps respectively if rate 1/3 convolutional coding
is used.

Now that the G/T is known, the system temperature must be found
before the antenna gain can be calculated. The system noise temperature

is given by:

T =T + T (6.2}
5 a e
where
TS = Total system noise temperature referred to the antenna
o
Ta = Antenna temperature = 200 K
Te = Effective temperature of the rest of the system

Te is calculated from this equation (referring to Figure 6.1):

ST Lg T+ Lg- Ly, ‘

Te = Td‘+ Tp . Ld + e + = (6.3)
b p

where
Td = Effective noise temperature of diplexer = 34k
TP = Effective noise temperature of pre-amp = 150%
Ld = Loss due to diplexer = .5 dB
'I‘w = Effective noise temperature of waveguide = l?OOK
Gp = Gain of pre-—amp
Tr = Effective noise temperature of receiver = 870"
Lw = Loss due to waveguide = 2.0 dB @ 13.8 GH=z

The antenna temperature and pre-amp noise temperature were assumed

o o
to be 200 K and 150 K respectively. The other temperatures were calculated
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ACHIEVABLE DATA RATE (BPS)

40 KBPS

= = = TDRS EIRP = 47.0 dBW
SYSTEM MARGIN = 3 dB
7 BER = 1077 |
= 2 3 REQUIRED E /N _, APSK = 9.9 B
SSs==ramanmvEaags §EEEEEERE=T=i=
e 7 = e e
10° - . T
~30 -20 -10 0 10

ORBITER G/TS (dB/°K)

FIGURE €.3 ORBITER G/TS vs. ACHIEVABLE DATA RATE

GE IS
UALITY
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from the equation T = (L-1) - 2900K where L is the loss of a component and
290°k is room temperature. The waveguide and diplexer losses h%ve previously
been given in Table 6.2. The receiver was assumed to have a mixer with 6 dB
of loss as shown in Figure 6.1.

From equation (6.1) and Equation (6.2) the system noisa temperature
iss T_ = 402%k + 16400K/Gp. If the pre-amp gain is v20 dB then T_ = 420%k.

The minimum antenna gain can now be found from the following
equation:

Gmin = G/Ts + Ts (6.4)
where values are in log ratios and

G = The minimum antenna gain required for a specific
data rate

G/T = Orbiter gain to noise temperature ratio reguired
for a specific data rate (cbtained from Figure 6.3)

T = System noise temperature = 4200K = 26.2 dB-K
The minimum antenna gain required for a 40 Kbps data rate is 15.4
dB and for 72 Kbps is 18.0 d4dB.
6.4 SUMMA#Y AND CONCLUSIONS
Table 6.4 summarizes the results of the previous calculations. It
is seen that the command link requires 15 to 18 dB antenna gain depending on
the data rate. This iz much greatef than the telemetry link requires; it
is the command link therefore which places severe constraints on the system.
Directional antennas must be used to cobtain the reguired gain on
the command link. This implies a narrow beamwidth and so a number of fixed
antennas must be placed around the spacecraft if omnidirectional coverage

is desired (for safety and operational reasons it is our opinion that such

coverage is mandatory).
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TABLE 6.4

SUMMARY OF REQUIRED ANTENNA GAIN

3 aB # OF BNTENNAS
T
- DATA RATE REQUIRED GAIN EAMAIDTH * REQUIRED FOR
KBPS
( ) (dB) {DEGREES) 360° COVERAGE
40 15.4 20 18
COMMAND :
72 18.0 15 24
TELEMETRY
W/TRANSMITTER 128 5.7 60 6
IN PAYLOAD 192 7.4 50 8
TELEMETRY
W/TRANSMITTER 128 3.8 75 5
IN FORWARD 192 5.5 62 6
ARERA

%*
This is the beamwidth of an antenna whose gain at the 3 dB point eguals the

required gain.




Table 6.4 also shows the half power beamwidth of helix antennas
which have the desired gain. This is the beamwidth of an antenna which has
3 dB more gain that the link requires. This allows the TDRS to be off beam
center without degrading system performance below its designed value-

The nunmber of antennas required for 360° coverage is also shown
in Table 6.4. For example, the command link requires an antenna gain of
18 @B at 72 Kbps. An antenna with 21 dB gain has a 3 dB beamwidth of 15°.

24 of these antennas are required for 360o coverage. However, the coverage
provided is only in one plane because of the symmetrical beam pattern. For
spherical coverage additional antennas would have to be employed.

If parabolic dishes are used rather than helices the beamwidth and
hence the required number of antennas is about the same as before. The dish
diameter for 18 dB gain at 15 GHz would be less than 15 cm (6"). If steerable
antennas* were employed only two or three would be required; however, additional
hardware would be required for pointing. A rotary joint would also havé to be
added, introducing loss in the system. Typical rotary joint specs are presented
in Table 6.5. An insertion loss of 0.3 dB would increase Orbiter system
temperature by 2 dB, thus necessitating a 2 dB increase in antenna gain.

The dish diameter would still be less than 15 cm (6™ , however.

on the telemetry link, the required antenna gain iz relatively
small compared to the command link. The loss due to a 12m (40') waveguide
run does not affect the system much. It might be difficult to implement in
practice hewever, because it would be subject to severe mechanical and vibra-

tional stress.

*
The underlying assumption for this link is that flush mounted antennas will
be used. Comments pertaining to steerable antennas are for information

purposes only.
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TABLE 6.5

TYPICAL ROTARY JOINT SPECIFICATIONS

CHANNEL VSWR INSERTION LOSS ISOLATION
(aB) (dB)

TRANSMIT 1.05 0.1 95

RECEIVE , 1.15 0.3 95
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A problem which may be encountered in the system is the high wvacuum
voltage breakdown within the components due to the low dielectric strength
of a vacuum. The system may have to be pressurized to overcome this difficulty.

Additional information is given in Appendix 6.B.
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APPENDIX 6.A
KU-BAND HARDWARE AVAILARILITY

A summary of waveguide, rotary joints, diplexers, and TWT's
available at Ku-Band is presented below.
WAVEGUIDE

Andrews manufacturers rigid rectangular and flexible elliptical
waveguide. Figure 6.A.1 is a curve of attentuation wvs. frequency for the
various types of waveguide. This was taken from Reference 2. 1In the

figure solid lines represent elliptical waveguide and dotted lines

150



represent rectangular waveguide. Flexible rectangular waveguide is also
available at Ku-Band but not from Andrews. Circular waveguide is not
availabhle above 13.2 GHz. Table 6.A.]1 summarizes the waveguide data. The
data for flexible rectangular guide was obtained from the Airtron Co. of
Morris Plains, N. J.

ROTARY JOINTS

Rotary joints come in single channel or multi-channel configur-
ations. Microwave Development Labs (MDL) manufacturers both types.

Table 6.A.2 lists their off-the-shelf single channel rotary joints.(3)

TABLE 6.A.1 ~ WAVEGUIDE ATTENUATION DATA

ATTENUATICN
FREQUENCY RANGE (dB/30m) VSHR
WAVEGUIDE TYPE (GHz) {aB/100") (max)
@13.8 GHz @15 GHz

Rigid Rectangular WRG2 12.4 - 18.0 6.0 5.0 1.05
i
i Rigid Rectangular WR75| 10.0 - 15.0 4.0 _— 1.05

Flexible Rectangular

WR62 12.4 - 18.0 =25 =25 1.10

Flexible Rectangular

WR75 10.0 - 15.0 10.0 - 15.0 =15 -_— 1.10

. R .
Heliax Plexible
Elliptical EW132 11.0 - 16.0 5.0 4.7 1.15
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. 42150A
7/8" FOAM HELle@
CABLE ... .

42151 o
1-5/8" FOAM HELIAX

7/8" AIR HEL‘iAx -
7 CABLE i

25816A AND 71880A ‘)
1.5/8“ AIR HELIAX CABLES

ATTENUATION dB PER 100 FEET
{For attenuation in dB per 100 metres multiply by 3.28)

FREQUENCY IN GIGAHERTZ

Attenuation curves based on:  Attenuation curves are guaranteed within * 5%,
VSWR 1.0 . : except Types 42150A and 42151 within £ 10%.
Ambient Temperature 24° C {75° F)

FIGURE 6.A.1 MICROWAVE WAVEGUIDE AND CABLE ATTENUATION
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TABLE 6.A.2 - SINGLE CHANNEL ROTARY JOINTS

FREQUENCY VSWR INSERTICON LOSS FEAK POWER
(GHz) {dB) (w)
£}
15.0 - 17.5 1.15 0.10 100 K
14.0 - 18.0 1.25 0.15 75 X

MDL has built a dual-channel rotary jeoint for GE as part of

the Skylab program.

The specs for this are listed in Table 6.A.3.

TABLE 6.A.3 - SKYLAB ROTARY JOINT SPECIFICATIONS

CHANNEL FREQUENCY VEWR INSERTION LOSS ISOLATION
{GHz) (dB) (aB)
1 - Transmit 13.7 - 14.0 1.05 0.1 95
1 - Receive 13.7 - 14.0 1.15 0.3 95

This rotary joint was part of a Microwave Altimeter/Radiometer/

Scattermeter System used to study the earth.

It was unpressurized.

The

transmit channel handled 2 kw peak power and 2 w average power when used

with the altimeter.

when used with the scattermeter.

It handled 20 w peak power and 12 w average power

MDL has also developed a pressurized dual-channel rotary joint.

This was not a space application. Its specs are given in Table 6.A.4.
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TABLE 6.A.4 - DUAL CHANNEL ROTARY JOINT SPECIFICATION

CHANNEL FREQUENCY ;  VSWR INSERTION LOSS { ISOLATION!  POWER (w)
(GHZ) (dB) (aB) | PEAK | AVE.
| i
|
1 15.1 - 17.3 1.35 0.2 60 10K 2K
2 15.1 - 17.3 1.5 0.5 60 100K 20K
DIPLEXERS
After a phone conversation with Wavecom. The following specs can

be con=zidered typical of
Insertion Loss = 0.5 dB
Isolation
VSWR

These values are not exact

70 4aB

Il

1.25

a particular application.

TRAVELING WAVE TUBES (TWT's)

diplexers at Ku-Band:

and can easily be changed to fit the needs of

Hughes has manufactured space qualified TWT's at Ku-Band for

(4)

specific applicaticns . These are listed in Table 6.A.5.

TBBLE 6.A.5 - SPACE QUALIFIED TWT's

N

SPACECRAPFT CENTER FREQUENCY OUTPUT POWER GAIN  EFFICIENCY
(GHz) (watts) (dB) (%)
Skylab/GEOS 14.0 1.5 46 15
Skylab 14.0 20 40 25 (66%
duty cycle}
Skylab/GEOS 14.0 2.5 K 50 16 (1%
duty cycle)
Comsat 20.0 4.0 50 20
ATS-F 20.0 2.0 42 15
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Hughes also has off-the-shelf space qualified TWI''s. These are

listed in Table 6.A.6.

TABLE 6.A.6 — KU-BAND SPACE QUALIFIED TWT's

FREQUENCY QUTPUT POWER GAIN
(GHz) (watts) (dB)
13.5 - 14.5 20.0 53
*¥17.0 - 22.0 3.0 50
18.0 - 22.0 2.0 42

*
under development

Hughes also has non-space qualified TWT's available off-the-

shelf. These are shown in Table 6.A.7.

TABLE 6.A.7 — CW TWT's

FREQUENCY CUTPUT POWER GATN
(cHz) {watts) (dB)
12.0 - 14.0 20 30
12.4 - 18.0 10 30
*15.3 - 15.8 8K 40
*15.5 - 17.5 1K 30

*
under development

Although Hughes has no 40 watt space qualified TWT at Ku-Band,

Hughes personnel have said that it would be no problem to develcop cne.
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APPENDIX &.B
VOLTAGE BREAKDOWN AT MICROWAVE FREQUENCIES

This appendix describes the problem of voltage breakdown at micro-
wave frequencies. The types of breakdown are explained and methods of over-
coming the problem and various factors which must be considered are discussed.

A problem frequently encountered at microwave fregquencies is the
limitation of power handling due to voltage breakdown within a component such
as a waveguide, diplexer, coaxial cable, or connector. There are two types
of RF voltage breakdown in a space environment: an ionization partial vacuum
breakdown and a multipactor or hard vacuum breakdown. Ionization breakdown
occurs at pressures of several torr, the multipactor effect occurs at lower
pressures - typically 10_4 to 10_6 torr(s).

In both types of breakdown, free charge carriers are formed in the
breakdown gap. Ionization breakdown uses the ionized intervening gaseous
medium as its 50u£ce of free charges. Multipactor breakdown requires the
right conbination of electric field intensity, frequency, pressure and
boundary conditions to produce free charges, These charges are generated
by secondary emission at the breakdown gap boundaries. The effect of both
mechanisms is identical. A power dropout is experienced and the region
around the breakdown gap is blackened considerably(G).

Determining the breakdown voltage is not a trivial exercise.

Much of the published work is for well terminated transmission lines. How-
ever, in actual spacecraft, higher VSWR's and high Q elements can signifi-
cantly lower the potential breakdown threshold(s).

The general philosphy behind the elimination of the breakdown

problem is to raise the breakdown threshold by raising the dielectic strength

156



of the material in the breakdown gap. In the case of a vacuum this implies
0il filling or pressurization of waveguide components and the redesign of
coaxial connectors to eliminate interface voids hetween the connectors and
cables. Pressurization is the most common method used.

In general, the breakdown threshold is proportional to the pressure
in a component. The exact amount of pressure required ;o achieve a certain
threshold depends upon such factors as geometry, required power handling
ability and the pressurizing gas used.

Pressurization reguires additional hardware such as gauges, pressure
tanks, gaskets and pressure windows. Extremely tight seals are required in
space. In most spacecraft once a leak occurs there is no way to repair it.
For this reason designers tend to shy away from pressurization in space.
However, since the Shuttle Orbiter will return to earth periodically, it
might be possible to hold the pressure for the duration of a flight and then
repressurize or repair oﬁ the ground.

Another consideration 1is the selection of a suitable gas. Dry
nitrogen is used in most terrestrial systems where the primary purpose is
to keep out moisture. Electronegative gases have been used in radar systems
where pulsed megawatt powers are required. These gases tend to suppress
breakdown by capturing free charges that are generated in the breakdown
region(s).

A diplexer is usually most susceptible to voltage breakdown
because of its high Q@ factor. Therefore, its removal from a system might

alleviate the breakdown problems. Whether or not it can be removed depends

upon the amount of isolation required between the transmit and receive
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channels. A circulator and a transmit reject filter in the receive leg
could replace a diplexer but the isolation provided might not be adequate.
In summary, the following points are emphasized:

o There is a high vacuum voltage breakdown problem at
microwave frequencies.

o] The actual breakdown threshold of a specific system
is difficult to predict without actually testing
the system.

o Pressurization of waveguide components will raise

the breakdown threshold - exactly how much pressure
is needed depends upon the gas used, the geometry
involved and other factors. .

o Keeping the pressure in a space environment requires
tight seals and careful design.

o] High Q components are most susceptible to breakdown.

Feplacing them with the lower Q parts should be con-
sidered if the system reguirements allow it.
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7.0 CORBITER AEROFLIGHT CAPABILITIES STUDY

7.1 INTRODUCTION

This report documents the analyses and results of a task to
review the communications and tracking factors for the Space Shuttle
Orbiter's Atmospheric Flight {(Aeroflight) profile.

The aeroflight phase of the Shuttle mission encompasses the
period immediately after re—entry_blackout through approach, landing and
rollout. The aerocflight communications and tracking subsystem con-
figurations assumed for this analysis are those outlined in Reference 1,
Systems of interest for this review include the Tactical Aerial gévi—
gation (TACAN) subsystem, the Microwave Scanning Beam Landing System
(MSBLS), the Radar Altimeter ({(RA) and the UHF transceivers for Air
Traffic Control (ﬁHF/ATC).

The aeroflight profile depicted in Reference 2 was used to
determine range-rate and deceleration factors for this task. Antenna
considerations are based upon the locations shown in Reference 2.

The analytical approach used for this task was to investigate
the engineering parameters of the communications and tracking subsystenms
of interest, and then to analyze their functional capabilities in
relation to the aeroflight flight profile and the orbiter antenna

locations.
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7.2 ANALYSIS

The Aeroflight phase of the Shuttle mission encompasses the
period immediately after re-entry blackout through approach, landing and
rollout. Systems of interest for this review task include the Tactical
Aerial Navigation (TACAN), the Microwave Scanning Beam Landing System
{MSBLS), the Radar Altimeter {(RA), and the UHF Transceiver. The follow-
ing short discussion of each of these equipments provides a reference as
to their use.

TACAN (L~Band Transmitter/Receiver) (3 Systems)

Provides position reference (range and bearing) to various
TACAN ground station sites immediately after re-entry blackout and until
the start of the terminal area landing phase. This starts at about 46
kilometers (150,000 feet) altitude and 520 kilometers (280 nautical
miles) from the landing site, extending to around 3,600 meters (12,000
feet) altitude and 15 kilometers {8 nautical miles) from touchdown.

Microwave Scanning Beam Landing System (MSBLS) (Ku-band) Receiver/
Interrogator) (3 Systems)

The airborne MSBLS equipment uses an angle decoder, distance
measuring equipment (DME), and an interrogator unit to provide precision
azimuth, elevation and slant range to guide the Orbiter during the final
stages of approach and touchdown. MSBLS intercept occurs about 3,600
meters (12,000 feet) altitude and 15 kilometers {8 nautical miles) from
touchdown.

Radar Altimeter (C-Band Transmitter/Receiver) {2 Systems)

A leading edge pulse-type RF altimeter used to refine MSBLS
altitude information during the last 750 meters (2,500 feet) of descent

to touchdown.

160



URF Transceiver (2 Systems)

An off-the-shelf unit with minimum mission modifications which
provides an Air Traffic Control (ATC) two-way voice link in the simplex
mode.,

A graphic presentation of the Shuttle Orbiter's aeroflight
profile ig shown in Figure 7.1 for purposes of general orientation.
Table 7.1 contains the same parameters in an analytically more useful
matrix format.

The values for time, range, altitude, range-rate and decele-
ration were obtained from the set of curves included in Reference 2.
Worst-case values are shown for range-rate and deceleration inasmuch as
they reflect values related to an on-the-nose reference at the touchdown
point, i.e., measurements to a position which accounts for maximum
range-rate and deceleration. Any reference point which is away from the
"nose position" will show a reduced value and thus have less impact on
the communications and tracking systems.

7.2.1 Aeroflight Profile Analysis

None of the communications and tracking equipments of interest
utilize tracking loops. Therefore, the problem of degraded lock acqui-
sition, and the problems of maintaining, dropping and re-acquiring lock
normally caused by doppler freguency shifts and doppler rates are not of
concern. This narrows the investigation to analyses of equipment band-
width problems, specular multipath interfexence, and placement of

antennas on the Qrbiter.
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TABLE 7.1 MATRIX OF

Time from Slant

Re—entry Range to

Interface Runway Altitude

(Seconds) KM (n miles) XM (n miles)
1,040 760 (410) 49 (26.5)
1,160 463 (250) 44 (24)
-1,280 241 (130) 36 (19.5)
1,400 111 (60) 28 (15.2)
1,510 43 (23) 20 (11)
1,570 20 {11} 12 (6.7)
1,630 17 (9) 7 (3.9)
1,690 7 (4) 3 (1.8)
1,750 0 0

SELECTED AEROFLIGHT PARAMETERS

Range-rate
Referenced
to Runway
XM/hr (Knots)

All,OOO
8,100
5,041
3,178
1,424

- 823
240

620

(5,920)
(4,380)
(2,725)
{1,718)
{770)
(445)
(130)

(335)

Deceleration
Referenced to

Runway

m/s2 (fpsz)

6.6

{22}
(22)
(15)

{(15)

(9

(9}
(4)

(3.3)

Time

to

Touchdown
(Seconds)

710
590
470
350
240
180
120

60

0



7.2.1.1 Bandwidth Problems

In determining whether or not there is a problem with equip-
ment bandwidths for those portions of the aeroflight profile where each
equipment is to be used, the maximum range-rate for each of these

segments is converted to equivalent frequencies, using the expression:

A= £7
where:
Af = amount of freguency shift
f = operating frequency
v = Shuttle range-rate
and ¢ = velocity of light

Table 7.2 lists the pertinent results. In each of the cases
shown in Table 7.2, the maximum doppler shift due to range-rate is less
than 1/1000 of 1% of the carrier freguency.

The performance of the UHF/ATC and the TACAN equipments should
not be degraded due to range-rate doppler during the earlier part of the
aeroflight sequence when highest range-rates are experienced. For the
UHF/ATC equipment, a maximum 3.8 kHz doppler shift within a nominal 15
kHz detection bandwidth will have little effect on performance. In the
case of TACAEN, the minimum required detection bandwidth based on the
specified pulse duration is 286 kHz. This minimum figure is more than
sufficient to absorb the 9.3 kHz maximum doppler shift due to range-
rate.

No doppler/bandwidth problems are foreseen for the MSBLS
system. However, high range rates with the associated extreme vari-
atiqns in signal strength at close ranges could impact the AGC capa-

bility of the MSBELS receiver. In discussions with engineers at AIL who
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G9T

EQUIPMENT

TABLE 7.2

PRIME PERIOD OF INTEREST

TIME AFTER
RE-ENTRY

TACAN

UHF/ATC

MSBLS

RADAR ALT

1150-1590 secs

ENIRE PROFILE

1540-1750 secs

1700-1750 secs

KM (N MILES) FROM

MAXIMUM RANGE-RATE
FOR PERIOD OF INTEREST

DOPPLER FREQUENCY SHIFT FACTORS

TOUCHDOWN Knots Meters/Sec
518-18.5 (280-10) 4,440 2,285.9
758-0 (410-0) 5,920 3,047.6
22,2-0 (12-0) 600 308.9
7.4-0 (4-0) 1lo* 6.17%

* Vertical range-rate (altitude change} calculations

EQUIPMENT
FREQUENCY
RANGE
960-1215 MHz
225-400 MHz

15.4~-15.7 GH=z

4.3 GHz

MAXTIMUM

DOFPPLER

Af

7.3-9.3 kHz

2.2-3.8 kHz

15.8-16.1 kHz

0.89 kHz*



are responsible for the MSBLS system, it was learned that AGC circuitry
is designed to a specification which will permit the AGC system to
operate satisfactorily above range rates of 1,665 KM/Hr (900 knots).

Inasmuch as the Radar Altimeter (RA) is designed to measure
altitude and altitude-rate, parameters shown in Table 7.2 for the Radar
Altimeter uses vertical range ag a reference rather than slant range.
Maximum vertical doppler for the RA period of interest is 0.89 kHz,
Based on the specified pulse duration of the RA equipment, a minimum
bandwidth of 1428 kHz is required. This minimum bandwidth can readily
absorb the calculated maximum doppler frequency shift of less than one
kH=z.
7.2.1.2 Specular Multipath

Based upon the results of previous analyses reported in
References 3 and 4, degradation of the UHF/ATC and the TACAN links in
the early aeroflight phases of interest due to specular multipath
signals is effectively zerc. For the worst;case condition when the
Orbiter is above an altitude of 44.4 XM (24 nautical miles) and at a
range of 463 KM (ESQ nautical milesg), differential doppler due to
multipath is less than 0.03 Hz. This result can be readily cbhtained
from the graph shown as Figure 2 of Reference 3.
7.2.1.3 Orbiter Antenna Locations

Analysis of antenna locations has been limited to a perfunc-
tory review, inasmuch as antenna contours are not available. The
antenna configuration shown in Reference 2 generally corresponds to
those used on operational high-performance aircraft, with the exception
of the MSBLS antenna.
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Location of the MSBLS antenna on the upper nose section
forward of the cockpit might cause some blanking of signals. However,
it appears that the attitude of the Orbiter is "nose-down" for most of
the approach phase. Landing flare manuevers with possible signal
blanking would occur only during the last few seconds of the approach,
when the Radar Altimeter would be used as the primary landing aid.

Signal attenuation due to heat shield coating of antenna
surfaces might degrade the capabilities of the aeroflight communications
and RF-NavAid systems. However, insufficient information is currently
available to properly evaluate this factor.

7.3 SUMMARY AND CONCLUSIONS

A review of the communications and tracking factors for the
Space Shuttle Orbiter's Aeroflight profile encompassed analyses of
funétional capabilities related to doppler and doppler-rate frequency
shifts, differential doppler due to signal multipath, and location of
subsystem antennae on the Orbiter. The analyses included the UHF' /ATC,
TACAN, Microwave Landing System and the Radar Altimeter.

Based upon the equipment specifications currently available,
it would appear that none of the four systems will be adversely affected
by range-rate or deceleration factors associated with the aeroflight
profile. Spectral differential doppler due to signal multipath will not
degrade UHF/ATC or TACAN perforﬁance.

The adequacy of antenna locations on the Orbiter cannot be
sufficiently determined due to unknown factors related to heat shield
coatings. It is recommended that additional analyses and tests of this

aspect of the aeroflight RF-equipment functions be undertaken.
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8.0 SHUTTLE PN ACQUISITION DESIGN ANALYSIS

8.1 INTRODUCTION

T£is report presents the results of a study made by The
Magnavox Company's Advanced Systems Analysis Office concerning the
Shuttle Orbiter relay forward link. The link incorporates the Tracking
and Data Relay Satellite System (TDRSS) to transmit uplink command and
digital voice to Orbiter from the earth. In conformance with the guide-
lines set by the CCIR of the ITU on the maximum flux density at the
earth's surface by emissions from space, the TDRSS-to-Orbiter link will
be required to employ spread spectrum techniques, This study addresses
the problem of acguiring and tracking a direct sequence pseudonoise (PN)
code which has been phase shift keyed (PSK) onto a carrier along Qith

the uplink data.
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Several factors affect the analysis of the PN receiver. They
are:

o Up to =60 kHz of doppler shift on the carrijer

o The use of Manchester coding on the uplink

o The low energy per symbol

o] The length of the PN code required

o The chip rate of the PN code required

'o Tﬁe multiple bit rates to be accommedated.

The most damaging of these are the restrictions on the code. It will be
seen in Section 8.2 that these restrictions do not allow us to take full
advantage of the code properties. To be a bit more speéific, the flux
density requirements dictate a chip rate of at least 10 Megachips per
second and a code length of at least 2047, whereas the bandwidth Iimita-
tions of the system limit the chip rate to roughly 20 Megachips per
second. This bounds the sync time.

Due tolthe de;irability of having Orbiter be as autonomous as
possible it was deemed necessary to be independent of any doppler
correction on the ground, and so the full doppler range must be taken
into account. Also Orbiter would like to receive data or not without
affecting the PN acquisition scheme.

All of the above considerations severaly limited the receiver
design. The one chosen is thought to be the best compromise among all

parameters.

The major results of the study are summarized as follows:

o Partial code processing is mandatory due to data and
doppler.

o An adaptive threshold for coarse PN sync is required.

o 1 to 7 seconds are required on the average for coarse
syneg.

o Total sync time is about 10 seconds.

169



8.2 PN EPOCH SYNCHRONIZATION

8.2.1 System Description

In the analysis found below we will present the performance
of circuits that can be used to align a PN code which is modulated by
binary data and which has associated with it a doppler shifted carrier.
We will begin by giving a short tutorial on the general method of
synchronizing a PN code and then proceed to bring into play the practical
factors which dictate modifications to the general method.

A PN code is an easily generated (n stage shift register with
appropriate feedback) string of symbols, called chips, which have
properties very similar to a random set of symbols, When multiplied by
lower rate data the resulting spectrum is essentially that of the code,
hence it is spread relative to the data spectrum. The receiver removes
the code by re-multiplying the product above by a leocally generated
replica of the code. When aligned correctly the code is squared, giving
all ones, and thus removed. The main problem is to align the two codes.

A PN synchronizer seeks to "recognize" the code alignment by
making use of its autocorrelation function. It is well known that the
peak to null ratio of this function is N, i.e., the length of the code
(N = 2n-1). Since N is large the output of the correlator rises enough
when close to perfect sync to trigger threshold circuits. A fine tuning
is then done to get closer to the peak.

Basically, then, one needs to slip the local code by some
amount, correlate, check the threshold, and if it is not triggered,
repeat the process. Somewhere along the line the code will align suffi-

ciently to stop the process. Data detection can then take place.
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A common circuit to implement the above process is shown in
Figure 8.la. The correlator consists of the multiplier and the bandpass
filter. The circuit captures power in the incoming signal. This power
is proportional to the code alignment (see reference 1 and Appendix 8,A)
and so after accumulating enough signal in the low pass filter to "beat"
the noise, the threshold detector can be "fired”.

Now if the bandpass filter in Figure 8.1a is implemented by an
integrate and dump bandpass filter so that the low pass filter is replaced
by a sample accumulator, one has an easily implementable PN synchronizer
with all timing derived at the receiver (Figure 8.1b). Note that
Figure 8.1b merely weights the samples by the impulse response of the
bandpass filter. In general uniform weighting (I&D) is optimum, how-
ever, the analysis in Section 8.2.2 is still applicable with the weighting
taken into account. Hereafter when referring to Figure 8.l we will
assume uniform weighting.

8.2.2 Analysis

Figure 8.1 is a serial correlator to obtain a PN epoch synchron-
ization to within a 1/4 chip of the PN sequence. The received signal is
a4 constant amplitude carrier which is bi-phase modulated by a PN sequence
and Manchester coded data, and its frequency can be offset from the
carrier frequency fo by as much as fd = 60 kHz.

The synchronization scheme discussed above is capable of
operation either "with" or "without" data modulation on the PN sequence.

The synchronizer tests the first cell of the time uncertainty
to verify the presence of correct code alignment. If a positive indi-

cation {threshold detection) occurs that a code alignment is achieved, a
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tracking circuit is triggered and the time cell is continuously tested.
If, however, the test result does not indicate a code alignment the neﬁt X
cell is tested.

We assume that the Pseudonoise Generator (PNG) is a linear
feedback shift register (FSR) of n stages, so that the length or period
of the sequence is 2"1 & N. The rate of this sequence is assumed to be
greater than RN é 10 Mchips/sec. & "bit" in this report will be a
received symbol and can be 216, 96, 72, and 32 kilobits per second.

Note from Figure 8.1 that the time required to test one cell

KT
is given by > ¢ where T is the time duration identical to "a bit time

b
duration". The choice of Tb/2 as the integration time is based on the
results of Appendix 8.A and maximizes the signal-to-noise ratio out of
the integrator. This choice is not only optimum, but alsc it will
further simplify the problem of re-establishing the "lost synchronization".
That is, the syné circuit of Figure 8.1 can be used for sync recovery
purposes without resorting teo a separate system.

Since K is the number of integrations performed for testing a
time cell, the determination of this constant can be obtained when the
probability of sync detection and false alarm probability of testing a
cell is specified, A false sync probability will alsoc have to be con-
sidered.

The "uncertainty time" is the PN sequence period. Normally,
the uncertainty time divided by the PN sequence chip duration constitutes
the number of cells to be tested. In our situation, however, we have
decided to test a 1/2 cell size (i.e.,_1/4 chip misalignment) to prevent
a large degradation when the received code and the local code are more

than a guarter chip out of phase. Now consider the detailed analysis.
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The incoming freguency is reduced to IF, integrated over a
bit duration, and dumped. Each integrated and dumped result is square
law envelope detected, accumulated K times, and the result is compared
with a threshold set by the false alarm probability specification.
Note that all timing requirements are provided from the PN clock. The
integrator reset timing as well as the sampling clock pulse for the
"accumulator" output are easily derived from the PN clock, and is
independent of bit synchronization.

Let the incoming waveform be represented by

r(t) = As(r)n(e) cos [(w_~w_-v)t-¢]+ n (k) (8.1)
where

A = received signal amplitude

s(t) = incoming PN sequence waveform, (1,-1,1,....,)

D{t) = bi—polér data sequence (this data may or may not

be present during the sync acguisition time)

mo = S-band carrier frequency in radians

Orp = the intermediate frequency in radians
@y = Doppler frequency offset in radians

() = random phase associated with the carrier

zero-mean white Gaussian noise with power density
NO/Z Watts/Hz (two-sided)

nW(t)

The PN'ed local ascillator is given by 2S5 (t+t) cos (mot—ﬂ)
“where 8 is a random phase associated with the local oscillator, hence

ignoring double frequency terms gives
AS(t)S(t+1)D(t) cos[{w__+w )t-g] + 2n_(£)S(t+1) cos (w_t-6)
IF 4" | W o}

= yc(t} cos w__t = ys(t) sin Wopte (8.2)

IF
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where

Il

y (t) = A S(t)S(t+1)D(t) cos W t-¥)

+

2nc(t) S{t+1) cos (wot-e) _ {8.3)

and

ys(t) A S(t) S{t+t)D(t) sin (wdt-w)

+

2ns(t) S(t4T) sin (wot—e) (8.4)

where

- 1 w
nw(t) nc(t) cos w__t ns(t) sin t

IF IF

ne

v =04

The quadrature outputs yC(t) and ys(t) are then bandpass

integrated and dumped. Carrying out the integrations indicated, we

have
Tb/2'
u,; = yc(t)dt
Tb/Z
= A ﬁ!. s(t)S(t+1)D(t} cos (mdt-w)dt
Tb/2
+ 2 _[ S(t+'r)nc(t) cos (mot—-ﬁ)dt
= MCi + nCi (B.5)
where Tb/2
A
M, = A %!. S(t)s(t+T}D(t) cos (mdt—w)dt (8.6)

The noise term in (8.5) is given by
Tb/2

n_, & 2 f S{t+t)n (t) cos (w_t-0)dt (8.7)
5 (o o

which is a zero-mean Gaussian random variable with variance g2 = NOTb/2.
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We will denote a Gaussian random variable by the following notation:

G (mean, variance) (8.8}
so that
n, = G(O,NOTb/2) {(8.9)
Similarly,
Tb/z
u . = f ys(t)dt
0
=M. +n_, (8.10)
si si
where Tb/2
M, QAI S(£)s(t+T)D(t) sin (w_t-P)dt (8.11)
si b a
and
2 G(O,N T _/2) 8.12
Rgi = "“a'b (8.12)

It is therefore seen that

2
= g
u_s . G(Mci"b ) {(8.13a)
= 2
uSi = G(Msi,Ob ) | {8.13L)
where
2 A
Ub NOTb/z (8.13¢)

The decision variable U(K} is given by the envelope squared, summed K

times, i.e.,
K
UK) = ; (w2, +u
, ci
i=1

2

si (8.14)

Since uci and uSi are statistically independent, and, further,
knowing that the sum of two statistically independent noncentral Chi-
sqguare variables is aléo a noncentral Chi-sguare variable, the "decision"
random variable U(K) is a noncentral Chi-square variable with 2K degrees

of freedom.
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The probability density function (pdf) of (K) is therefore

(2)

given by
1 g\ K-1)/2 lb2+U Ulb
Psn(U) = 2Ub2 (%bz) exp - zobz IK—l 0b2

where Abz is the "noncentrality parameter” given by

K
2 _ 2 2
2= Ll M)

i=1

Let -

= 2
Z U/cb

Then the pdf of this normalized random variable is given by

| (k-1)/2
17J2 Z v
Pen®®) =3 (‘) ex® ( 2" 5) T (V)

v

where
AL s s KAznTc
lb /Gb = Z(1)

<
f

TN “n
o

I

_EN Ty
EK(éo) P (T)

K (SNR)

(8.15)

(8.16)

(8.17)

{8.18)

{8.19)

{8.20)

{(8.21)

where K is the number of integrations performed, TC is the chip width,

E = AznTc/Z is the energy per integration, p 2(1) is the equivalent
n

PN autocorrelation function as a result of partial code processing of

—_—

n c¢hips per integration (see Appendix 8A ) and en

Note that v is also the noncentrality parameter of the normalized

noncentral Chi-square variable Z with 2K degrees of freedom.
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When the signal is assumed absent, Z has a central Chi-square

distribution with 2K degrees of freedom, and the pdf is then given by

K-1

pn(Z) = Z exp(-2/2). (B.22)

I S
2KT(K)
Let ZT be the normalized threshold. Then the false alarm

probability Pfa is given by
Z

2 T
Pfa = .é pn(Z)dZ =1 -[ pn(Z)dZ
T .
A
T
=1 -‘/. 1 K1 exp(-Z/2)dz
0 25T (k)
Z
-1 -1{—2, x1 (8.23)
2vK

. 3
where I(u,v) is Pearson's form of the incomplete Gamma functlon.( )

The above éfa assumes no signal. There is, however, another
"no signal" case, namely, when the relative code alignment is more than
a chip but less than a full code length. Some caution must be used
here. Consider a PN code of length N = 2047. From the results of
appendix 8.A if we look at the whole code, i.e., integrate from zero
to NTC, where Tc is the chip duration, then when the code misalignment
is more than a chip we have p2 = 2047"2. However when we process the
code as in this analysis we do not have as low a number. In fact the
data in Appendix 8.A shows that E'z-=4.8_2 is actually the case. The

vast discrepancy in the p's is of concern when we are calculating

false alarm probability since there is still signal present.

178



Now the question is whether or not this signal can be neglected.
The answer is that if it is negligible relative to the noise then it can
be ignored, i.e., equation (8.23) holds. If not then the "clutter
neise" must be considered.

The above facts are brought out to caution a potential designer
to the pitfalls of partial correlation. One can easily visualize the
case where problems can occur, e.g., since 4.82 represents only 14 4B
power variation, as opposed to the 64 dB for the whole code, there is a
very real possibility that a 14 dB variation elsewhere could cause the
signal to trigger the threshold and thus not be negligible relative to

the noise. Some factors which could do this are

o correlation worst case design

o antenna gain variation of the S-Band omni's (null depths)
o) TDRS antenna gain variation

el variatioﬂ is slant range from TDRS to Shuttle

o TDRS power amplifier output variation (hot transmitter)
o doppler loss variation

o system loss variations (polarization, coupling, etc.)

o minimum EIRP system design.

Based on the above analysis the procedure we will follow will
be to calculate the probability of detection when within a guarter of a
chip, the false alarm assuming no signal, and lastly we will consider
the effect on these specifications when signal is present, but the code
is not within the quarter chip alignment. This will be called the

probability of false sync case.
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Now turning to the computation of the probability of detection

(2)

PD' it can be shown that
- f 1 (K-1)/2 _z_y 8.24)
PD —f 5 (Z/v) exp( 5 2) IK_l(/\TZ)dZ (8.
T

This integral will result in the following:

P, = QK(/\T, /E;) : {8.25}

where

-1 2,9 ‘
A t to4+n
QK(a,B) —‘49 tc;) exp -(__E__) IK_l(at)dt (8.26)

is the generalized Marcum Q-function. (We shall see later that it is
very well approximated by an error function expressién.)

We immediately recognize then that we have a standard non-
coherent radar problem, and so draw heavily from previously published

result. Using references 4 or 5 we obtain Figure 8.2.

B.2.3 Determination of K, The Number of Integrations for

a Given (PD, Pfa)

(6)

From the JSC document we can calculate the SNR in the

integration period as follows:

EE_= 2PrnTC = 2Pr = Pr {split phase assumed) (8.27)

No No 2N0Rb NoRb -
where

Pr = EIRP - 192.5 dB

N = -204.3 dBW/Hz

= 10 loglo {2l x 103) = 53.4 dB-Hz (worst case symbol rate)

o

Thus the available (pre-detection} SNR per interval is given by

SNR = EIRP(dBW) - 41.6 + 10 log pﬁz(T) {8.28)
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Once EIRP is given and pnz(T) is calculated, SNR is obtained and then

the corresponding value of K is determined from the curve in Figqure 8.2.

From (8.25) we may write for K =1

- J7 (8.29)
Py Ql(VSNR, z.,)
Now for || s Tc/4 per Appendix 8.A

2 W _nT
S 2 = f1- - /6. - _Ll . 2fd ¢ (8.30
o {T) 1 TC (»nT (l Sa(mdnTc)) Sa 5

4a

where Sa(x) = fiz——x . . (8.31)

Assuming the worst case, namely, that the two PN seguences

are 1/4 chip out of phase, fd = 60 kHz, and noting that nTc = Tb/2,'

where Tb is the bit interval

pnthc/4) = 0,28 (8.32)
Thus
10 log Dnz(Tc/4) = =5.6 4B (8.33)

Therefore the SNR due to worst case doppler and code misalignment is

Y = (SNR} = EIRP - 47.2 (8.34)
worst case
We are now ready to specify K as a function of EIRP corresponding to

-6 . . ) .
PD = 0.99 and Pfa = 10 . The result is summarized in the following

table.
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TARLE 8.1

ACCUMULATION NUMBER

EIRP (dBW) ¥ (db) log,K [x]

(Assumed) (from Fig. 3) {computed)
44 .4 -2.8 8 256
43.4 -3.8 8.6 386
42.4 -4.8 2.2 590
41.4 ~5.8 9.8 205
40.4 -6.8 10.45 1400

Thiz Table corresponds to PD = 99%, P =

fa

10
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B.2.4 Computation of Sync Acquisition Time

During the sync acquisition time pericd we assume that a PN
sequénce of pericd N = 21 (n is the number of stages in the FSR) is
either modulated or unmodulated by the data sequence. The acquisition
scheme proposed in this study works in either case.

The time required for a test éf one cell to decide upon the
presence or absence of an aligned PN code sequence is KT, where T = nTC.

Let Tu be the uncertainty time. Then L = Tu/TC is the number
of cells to be tested, where Tc is the chip duration. 1In our situation
we have decided to test 1/2 cell size to prevent a large degradation
when the received code and the local code are 1/2 chip out of phase;
thus, L = 2N.

Let Td be the average time required to test and reject a cell
nct containing thé proper code phasing. Although two adjacent cells
would conceivably contain the signal (due to 1/2 chip delay increments
of the cede phasing during search), we will assume that only one contains
signal. The probability P(&) that exactly & tests (£ = 0,1,2,..., L-1)
will be required before a positive decision will be made is uniform, so
that P(L) = 1/L. This assumption is tantamount to saying that each time
cell is equally likely to contain "signal". Thus, the average time to
arrive at the cell containing the proper code alignment for the first
time is given by

I-1

E{ta} = REO PT,P(8) = (L-1)T4/2 = LT /2 for L>>1 (8.36)
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We now need to consider the time "lost" due to false dismissals.
We will assume a search process that requires a scan of the entire
uncertainty region and returns to the origin of the initial search if
all cells tested are dismissed. The average time lost due to false

dismissals is given by

oo

T i
Ble ) = Toa-p ) 1 ilp ]
i=1
P
=T L( £d (8.37)
" \1-p
4
where

Pfd = probability of false dismissal
l—Pfd = probability of detection

Therefore, the average time to synchronize the code sequence is given by

E{Tsync} = E{ta} + E{tfd}

- W
+
2 a 1 Pfd
LTd 1+Pfd
- — \1i5p (8.38)
fd

Let us now relate the "cell test time"™ KT to the time regquired
for dismissal, Td' Since each test takes KT time duration, Td is the

average number of "testing" times, T, until a false or correct decision

is made. Thus,
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where P

fa

In terms of data rate Rb’ we have since T =

for Pfd

= KT

= KT

= KT

KT (1—Pfa)[1+2p

f

+3P_ 24, ..+7P
a fa ]

f

- i-1
(1 Pfa) .Z J {Pfa)
i=1
_ ) vy _d ]
= KT (1-P_) .X 7 Pe)
j=1 fa
d - i
=P ) zg— I (P
fa =1
P
d fa
(1-P__)
fa dea (; Pfa)

is the false alarm probability.

-1
3 *ee-l

{8.39)

We thus obtain the expected time to synchronize as follows:

E{T

sync

e{T
sync

and Pfa

}

NK

1+P

fd

1/2Rb

Rb(l_Pfa)

(

l—Pfd

small relative to 1.

) = N[xT, /2]
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Since we require

P

and

T

£

b

= 10
a

= (216 x 103)'1 sec.

-6

(8.41) may be written as

E{T

Using the K values from Table 8.1,

syne

1.023

2.047

X 2.3 X% 10-3K sec. for n

X 2.3 x 10“31( sec. for n

time as a function of EIRP.

0.99

}.= NK (2.3 x 10—6) sec.

TABLE 8.2

It

10 stages

11 stages

(8.42)

(8.43a)

{8.43k)

we compute the average sync

AVERAGE COARSE SYNC TIME

N = 21 'EIRP K B{T_ )
(dBW) in %ec
1023 (n=10) - 0.6
2047 (n=11) 44.4 256 1.2
1023 (n=10) 0.9
2047 (n=11) 43.4 386 1.8
1023 (n=10) 1.4
2047 (n=11) 42.4 590 7.5
1023 (n=10) 2.1
2047 (n=11) 41.4 905 4.2
1023 (n=10) 3.3
2047 (n=11) 40.4 1400 66

The average

function of

The result is given in Table B.2 below.

sync time shown in Table 8.2 is plotted in Figure 8.3 as a

EIRF for N = 1023 (N = 10 stages) and N =

187

2047 (n

11 stages).



L

1l sfage FSR

. 10 stage| FSR

Average Coarse Sync Time {seconds)

=

L 'R R 1 N N 1

40.4 41.4 42.4 43.4 44 .4
EIRP (dBW)

Figure 8.3 AVERAGE COARSE SYNC TIME VS. EIRP
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It is seen that the determination of K, the number of inte-
grations, should be made after considering a degradation margin of EIRP
to insure a reliable operation of the sync system. An example may
illustrate this point. Assume that the available EIRP is 44.4 d4BW. If
no degradation is assumed, K = 256 (from Tables 8.1 or 8.2), that is, a
cell decision variable is obtained as a result of summing 256 inte-
grations. In this systeﬁ, the average sync time is 1.2 sec for an 11-
stage FSR.

If, however, an EIRP degradation of 3 dB is a probable occur-
rence, the accumulator design should be based on K = 905 and we should
expect the average sync time to be 4.2 sec. Caution is again warranted
here, however, since raising K to 905 increases the signal level when
the codes are uncorrelated by 5 dB, i.e., our 14 dB margin has now
shifted to 9 dB. This new margin is getting too low to reliably adapt
to system fluctuations,.i.e., designing for worst case is jeopardizing
the best case! We shall scon see a way of alleviating this difficulty.

As a final note to this section the maximum sync time will be
roughly twice the average due to the essentially uniform density.

B.2.5 The Probability of False Synchronization

There is one more subiject which must be addressed before
leaving the subject of coarse sync, namely, the probability of lecking
to an off correlation peak of the PN code. As was mentioned earlier,
due to the partial code processing (coherently over n chips and then
noncoherently over K integrations) the level of E;ET¥T’is only 2/n (the
factor of 2 is the degradation in the peak due to data) down from the
full correlation peak with doppler being assumed to effect
e

Py (1) equally over 7, a good assumption per Appendix B8.A.
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The threshold ZT was fixed based on the no signal case giving
thé false alarm probability, and then X was chosen to produce the speci-
fied probability of detection. Consder the case of T 2 Tc. Here we have
a maximum level of 1/n at integer multiple slips. This will be assumed
as worst case along with fd = 0. The probability of false sync then is
given by equation (8.24).

1 Tc Tc 1
Z - &~ _ _° _ £ (2 8,44
pn (Tc) n nTC Tb/2 23 (-14 4B) ¢ )

Thus the single pulse SNR for this case,

¥ = EIRP - '41.6 - 14 = EIRP -~ 55.6. {8.45}

Since for K's in the hundreds the distribution out of the
detector becomes very Gaussian via the Central Limit Theorem. Equation

(8.24) is well approximated by
(7)

1 (%,~b) VK
Pf = 3 erfc (8.46)
s v2[4 (1+8NR) /1-bZ ]
where
b = e'SNW2 [{l+SNR)IO (S’EJ—R) + SNR Il(%@-)] (8.47)

and Ii is the modified bessel function of the first kind and of order i.

Now Zt and K being fixed leaves only SNR as a variable. Table 8.3 gives

Pfs as a function of EIRP and K. Several K's were used to let the

reader see the effect of overspecifying K for good Pd without regard
P was held at 10-6.

P_ ;
to fs fa
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TAELE 8.3

FAT.SE ALARM PROBABILITY

EIRP (dBW) Y PfS
K = 256 K = 386 K = 590 K = 905 X = 1400
50.4 108 | ax10™| 1x103 | 3.2x10% 1.1 %1072 |41 x 1072
47.4 -13.8 2.8 x 107° 5 x 107 1.2x10°% | 2.6 x107% |6.8 x 1074
44.4 “16.8 6.2 x10° 7.8 x10® | 1.2x107° | 1.8 x107° x 107°
43.4 ~17.8 3.8 x 10| 5x10° | 7.8x10% |1.2%x1207° |1.8 x 1075
42.4 -18.8 3x10° (3.9 x 107° 5 x 10°° 7 x 1076 x 107>
41.4 ~19.8 2.4x10°| 3x10®%| 3.9x10° 5 x 107 |7.8 x 107°
40.4 ~20.8 | 2x10°%|2.4 x 107 3x10°% | 3.9 x10° x 1076

The conclusion:to all of the above is that type of processing

done here introduces a probability that sync will be declared when the
codes are not aligned which cannot be ignored. As an example of the
calculation, suppcse we wished to design for the 41.4 dBW case so that
K = 905 was necessary. If the signal level were actually & dB higher
and we were off correlation then there would be a probability of false
sync of roughly 2.4 x 10_4. If the signal level rises even more then
the PfS would completely negate the sync operation because false syncs
would dominate, i.e., the code cannot be recognized!

It is because of the above considerations that it is recom-
mended that the threshold be made a function of the total input power

via a nonccherent AGC as shown in Figure 8.1.
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As a final note the sync times can be decreased if a multi-
level threshold criterion is used or even a continuous one such as
described in Reference 8. The decision to employ the more complex
circuitry is dependent upon the value of sync time desired.

Alsc note that lower bit rates increase n and therefore lower
Pfs with a concommitant increase in doppler loss. The 216 kbps is worst
case.

8.3 FINE SYNC

Having covered all aspects of the coarse sync process we now
turn to the fine sync process, that is, the procedure of bringing the
code alignment to within a tenth of a chip or less. Since we are now
within a quarter of a chip there are several pessibilities for fine
sync. All methods rely upon a continucus epoch tracker, for example, a

&2 or a dither loop.(lo) Nencoherent methods which do

delay lock loop
not make use of carrier phase lock can be used, however since there is
very little degradation due to the code now, the suppressed carrier
recovery loop may be used. It will lock provided the SHR is high enough
and then this carrier reference and even bit estimation can be employed
to coherently fine tune the PN alignment.

The following is considered to be the best approach to fine
sync. Since the phase lock loop is very narrow compared to the data, it
integrates over the whole code, thus we are now dealing with p(T) and
notpn(r) as in Section 8.2. Figure 8.4(1) shows the power spectrum seen
by the loop if T = Tc/4. The loop will react to the main lobe since the

others are at the code rate away from the carrier. The power in the

main lobe is, per reference 1, DZ(T) times the total. Since p2(1) 3 pz(Tc/4)
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FIGURE B.4 POWER SPECTRUM OF THE CORRELATOR OUTPUT FOR t = TC/4



in this case there is less than 2.5 dB loss over 92(0). The rest of
the spectrum appears as negligible white Gaussian noise. Alsc for
T < TC/4 the situation improves.

The result of the above insight is that within a.few seconds
after coarse sync, phase lock and bit sync occur (probably Sooner since
DZ(TC/Z) represents a 6 dB loss and the loop will attempt to lock). We
will then assume that the dopplerris tracked out and that bit estimation
is sufficient to remove the data from the fine tracker input. Actually
a small loss will occur due toc bit errors, but the tracker is not very
sensitive to these since it has an extremely narrow bandwidth and so
averages over many many bits.

The analysis below is for a delay lock loop as representative
of what can be done.

Figure 8.5 shows a phase-coherent Delay Lock Tracking Loop
system. The "ccherent" carrier necessary for demodulation is assumed to
be obtained by a squaring loop as indicated in the figure after course
sync in Section 8.2 has been cbtained. |

As shown in Figure 8.5, the'input waveform is represented by

r(t} = A S{t)D(t) cos (mct-fb} + n(t) {8.48)
where
A2/2 = average signal power
S(t) = bi-polar PN sequence, 1,~l,--.,
wc = the "center" frequency which includes any residual
Doppler shift
¢ = uniform phase random variable efo,2n]

n{t) = sample function of a white Gaussian neoise process
of power spectrum density'NO/Z.
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oo
= EZ (t) A S
Y = (+)D -
gg (t) cos (mc'f $)
bOu = Xl(ﬂ Yl(ﬂ
o LOWPASS
g . FILTER %4.
e
e~ 62 e(+)
5 = * z:
7
X Lowpass Y th }”
» FILTER
PHASE-LOCKED _a
LOCAL OSC. 20(¢)5(++T+TC/2) cos (mc’r ¢)
(SQUARING LOOP) Y
- AND BIT ESTIMATOR _—"_,— 20(+)1S(++1-T _/2) cos {w +_$) LOOP
[tv) - P _ C c
;. (assumed essentially { perfect) j FILTER
— ¢
2D(t) cos (mc+-$)
S(t+¢-T /2) %
c
S(++T+TC/2)
n -1 ¢+ ¢ 2| 1 f*— vcc [
n-stage FSR

FIGURE 8.5  DELAY-LOCK TRACKING LOOP COMFIGURATIGN



From the figure,

x, () = S(t) S(t-T2T_/2) cos (¢-$) + n, (¢)

+ double frequency terms (8.49)
i=1,2
where
op 8 a2
s
T = delay estimate of the local sequence
Tc = PN chip interwval
$ = phase estimate by the phase locked loop

ni(t) = noise terms

The double frequency terms are rejected by the lowpass filters. Due

to the smoothing effect of the lowpass filters, we obtain

¥, (6) = /B 0 (14T _/2) cos (=) + n (€) (8.50)
and

v, (t) = /5;'p(r-TC/2) cos (¢-4) + n, (€) (8.51)
where

p(r) = E{s(t)s(t+r)}

= autcocorrelaticon function of the PN sequence

The error signal e(t), which is the input to the "Loop Filter", is

given by
e(t) = E(1) + n_(t) (8.52)
where
E() 2 /B [ptrem_s/2) - pr-1 /2] cos (4-4) (8.53)
and
) & n(t) - n(€)
no = nl n2 (8.54)
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If we assume that carrier phase lock is achieved we may
put

b =6
and then we have

E(1) = /P_le(t+T /2) - 0(1-T_/2)] (8.55)

which is plotted in Figure 8.86.

Thus we have

e(t) = E(1) + n_(t) ‘ {8.56)
; .
= 2 VPS (Efa + no(t) (8.57)
C
. 9 . : .
Following the analysis method of Glllf ) we will arrive at a tracking

error expression given by

Bn o
O = T 2P
s
BE N P
" no, .N_S_ [Z_S (8.58)
"N s o \ o J threshold

W

where
2 _ 2

o, E{7¢}
A , . .

Bn = equivalent noise bandwidth of the loop
A .

RN = PN chip rate

P

— =4.75 p
No threshold ¢

p¢ loop frequency constant in rad/sec

1t

2B
n
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pCT+Tc/2) 1 (1/2~r/TC)

E{t) = p(T+TC/2) -p(T—TC/2)

—p(t-TC/Z)

cﬁiﬁmh Qo P“‘m

FIGURE 8.6  TRACKING ERROR SIGNAL VOLTAGE WAVEFORM OF THE DLTL
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Example:
Let us express (B8.58) as follows:
P

- 1 - = - 8.59)
UT(dB) = -RN(dB) + 3 Bn(dB) N_ (aB) -3 (

Then, for the following assumptions:

107 chips/sec = 70 4B

o

B = 100 (20 dB)
n
P
ﬁ§-= 56.2 dB (for EIRP = 44.4 dBW)
[=]
we obtain
G = -87.6-dB = 1.738 x 10" ° sec
t 2 -7

- ; = 10
1.738 x 10 TC, (TC )
This example indicates that the tracking error is less than a two-hundreth

of one chip.

8.4 RE—ACQﬁISITION OF A LOST SYNC

wWhen a loss of synchronization is detected, the task of re-
establishing the synchronization in the shortest possible time is of
paramount importance. Presumably the loss of synchronization occurs
during the "data mode". Thus, a loss of sync is an event that occurs
amid the normal tracking process. It is therefore reasonable to assume

that the receiver clock is still within a few chips of the transmittegd

PN sequence,.
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The synchronization scheme discussed in Section 8.2 (Coarse
Sync Scheme) can still be used for sync recovery purpose. In the sync
recovery situation, the time uncertainty is not as great as that of
initial synchronization. In fact, the time uncertainty would most
likely be no more.than a few cells (chips). lThe analysis pertaining to
the sync recovery system is identical to that for the initial sync
system treated in Section 8.2. The number K remains the same since

{

PD’Pfa) remains the same. However, the average sync time is much

smaller in the present case. Let us repeat the average sync time expression

given in (8.40):

1+P
E{T = KT fd (8.60)
sync l-Pfa l-Pfd

In this equation, N is the PN sequence period. Thus it is the "number
of uncertainty cells". With this view we can write the average re-sync

time as

E{T } = N'KT (l+Pfa)
resync lea l-Pfd {8.61)

where N' is the number of uncertainty cells which is expected to be a
very small number compared to N.
Thus
N'<<N ‘ (8.62)
In real situations, whenewver sync is lost, the PN clock may be
retarded a few chips and then search. This would be a workable scheme,
and the re-sync time estimation may be obtained by fixing W' which could
be reasonably estimated through a simulation or actual experimentation.
Of course if resync has not occurred within the total code uncertainty

then the initial acquisition process would be employed.
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8.5 CONCLUSION

In this report we have proposed and analyzed a synchronization
scheme for acquiring PN sequence clock on the TDRSS-to~Orbiter link.

The sync scheme is based on the worst case of a PN rate of 10 Mchips/sec
modulating a 216 Kbps channel data rate, and the maximum doppler frequency
range of +60 kH=z.

The synchronization circuit we have proposed is of the envelope
detector type, and due to the high doppler frequency, integration is
performed over one half of a channel bit time interval. This integration
is then incoherently combined K times to "level up to" a SNR enough to
insure the requirement of PD = 0.99, Pfa = th6, and Pfs < 10—5.

The sync scheme is capable of initial acquisition as well as
re-establishing a lost sync.

The average coarse sync times as a function of different
EIRP's are given in a table. Analysis was provided for two different PN
codes (10 and 11 stage FSR's).

As a result of the study it was noted that problems could
exist when system power levels fluctuated over a wide range, roughly 10
dB, thus requiring an adaptive threshold.

For completeness, a brief discussion on the essential features
of a code tracking loop was also given in this report, and it should be
noted that the overall sync time will be the sum of the coarse PN syne
and the carrier tracking lock times, i.e., the fine PN lock is instan-—

taneous using the recommended scheme.
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APPENDIX B.A
In this Appendix we investigate the statistical properties
of the quantity v which was developed in Section 8.2 of the report,

Recall that v was defined by

Ab2 1 X 2 2
vegree Lomiand @)
b C i=1

The random variable v is the signal-to-noise ratic at the input to the
threshold detector, therefore we are interested in its expected value.
Note that in (8.A.1) we have used T rather than Tb/z. The first item of
business then is to determine the optimum value of T. Reference 1 would
seem to indicate that T5/2 is indeed the optimum value since it implies

a filter at twice the bit rate of a Manchester coded signal and thus
passes most of the power. However, since we are only integrating over
part of the bit stream and then dumping, there is a question as to whether
or not the power spectrum is still that wide. It turns out that it is,

but the analysis below proves it also in the time domain.

Consider the case of perfect PN correlation and Wy = o
2 Mci 2 cos? Y T S
I(T) = —pr== —="—+ D(a)D(B) dadB
AT T 3
1 T T
= ~—f J; R{a-B)dadR (8.2.2)
T 0

where the expectation is over data values, coszw = 1/2 was used, and
R(e-B) is the autocorrelation function of the split phase data stream,

Recognizing that the double integral depends only on (a-8) we have

T
I(T) = 2 f (1- 2 R(1) dr (8.A.3)
O
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The guestion now is what value of T maximizes I{(T)? We simply plug

into R{T) and differentiate. Per Reference 11

Tb
T
T b
R(t1) = -1 —2<|r|s'rb
b
0 : elsewhere
T
QELEL = 2 r TR(T) 4t
4aT T2 J)
0 - T =0
l—gﬂ'Il : 0 <T g T /2 (8.A.4)
T b
b
2
T
3§T.-1 + o : Tb/2 < T £ Tb
b 6T

Clearly T = 0 is a minimum, thus we look for some other value. T = Tb/z
gives a maximum.

Having estabiished that Tb/2 is the best value for T with no
doppler and perfect correlation, we ask if T would be different under
other circumstances. The answer is yes, however, practicality requires

that T be independent of w the doppler frequency, (otherwise a doppler

a’
tracker would be needed}; also a T = NTc’ i.e., the code period, would
make the doppler effect on correlation devastating due to multiple
doppler cycles}

The fact that we are integrating over small "“chunks" of the
code, squaring, and then accumulating severely degrades the code auto-

correlation properties, that is, if we had no doppler or data then T = NT
c

would be the best integration time so that
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NT
[

A cos ¥ 1!- S{t)s({t+1) dt = ANTC cos ¢ p(T) {B.A.5)

=
Il

ci

Thus

Ab2 Ka2n2r 2 p2(1) KAZNT\
c cY o
pe(T) (8.A.6)

c. 2 N_NT - N
b o c o

where p(T) is the PN code autocorrelation function and K is the number
of integrations pérformed. Since pz(r) varies from 1 to 1/N2 there is
a very large dynamic range and recognizing the code is straightforward.
Figure 8.A.1 plots p2(1).

Consider the present case, however.

nT
c

Mci = A cos . S(t)s{t+T)dt, (8.A.7)

where n<<N is the case. For n 2 20 or so and ¥ constant Mci is very
Gaussian looking due to the smoothing effect of the integrator. Treating
the PN code as a random bit stream gives Mci to be a central Chi-squared

random variable denoted X2 (mean, wvariance). Since

Mci = A cos | nTc p{t) =0 {8.A.8)

where p(7t) is the autocorrelation function of the "random noise” code
which is very well approximated by the PN autocorrelation function and

here considered egual, '1‘C is the chip width, and

nT nT

c (o}
ﬁ;g = Azcoszw 1!. 1!- S (a) 8 (o+1)SLa+ (B~a) JsLa+ (B-0) +T) JdadR

nT
A2 € ]
= (E—ﬁ 2 (nTc-A)C(A,T)dA = A Cn(T) (8.A.9)
where

C(A,T) 5 S(t)S{t+T1)8(t+A}S(t+A+T}, (8.A.10)
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we have M 2 is xz(m ,0 %), where
ci ¢’ e

m =M ?
c ci

g2 = 2M ? = 2m
c ci [o]

2

Note that mC and o are actually independent of i!

A similar result holds for Msi and since Mci + Msi is again

Chi-square we have’

y 2 2
b KA nTc

= 2
g 2w P, (T (8.A.11)
b o}

where pnz(t) is a Chi-sgquared random variable given by Xz(Pnz(T),Unz(T))

i.e., ‘ T T
1 c c
p.2(1) = f -[ S{a)S(a+T)S(B}YS (R+T)dudRB, (8.2.12)
n 2m 2
n“T (8]
<
2c_(1)
p (1) = -t (8.A.13)
n 2m 2
n“T
c
o 2(1) = 2[(enZ(N” -p*(1)] (8.2.14)
(12) 2 .
If Cn(T) can be found then we can compare p< {1} with
e

oL (t) and thus find the degradation due to partial code processing.
The quantity ;;27¥T} with n = 20 and 100 is plotted in Figure 8.A.1
for ease of comparison with p2{r). Note that due to the partial

code correlation the PN code looks highly random and so produces values
on each integration which vary considerably except near T = 0. Thus a
mean is the crucial parameter. What is even more important the above

analysis gives the distribution.
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With split phase data applied the T 2 T part of the pnz(T}
does not change as should be expected, however, E?QBT drops from 1 to 1/2
(3 dB). As a matter of interest if NRZ data were present then the
degradation would be from 1 to 2/3 (1.8 dB).

Finally applying doppler shifts gives

nT
c
— 2 _ A
P {1) = o C(A,T)R(A} cos mdk (1 ;E-)dl- (8.A.15)
cC c
For split phase data
— 3] 1 2 wdnTC
pn (0) = W[l - Sa(mdnTC)] - E—ba ( 5 ) (8.4.16)
and for T 2 T
C
2 p w (i
7y .1 2 -2[_d _] -2[_d _ ]
A {t) o (wdnTc) Em 5 (2Tc )| + sinf| — {tT TC) (8.A.17)

where the mirror image and repetitive property of pnz(T) still apply.

As can be seen by (8.A.16) and (8.A.17) the doppler causes the usual inverse

square dropp off as a function of the integration time, nTc. Table 8.Aa.1

lists the values of Z(0) for w nTC from 0.1 to 3.0 and the percentage

pn d
error if it is approximated by 1/2 Saz(wdnTc/4). As expected due to the
short integration time, i.e., large equivalent bandwidth, there is
negligible doppler degradation.

To sum up this appendix,with data and doppler the dypamic range

of the PN operator function, pnz(T) is n/2. This is quite a different

value than N2 and affects the acquisition results as analyzed in Section 8.2

of this report.
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9.0 QUADRATURE-MULTIPLEX MODULATION SYSTEM WITH APPLICATION
TO THE QRBITER'S KU-BAND LINK

9.1 INTRODUCTION 4

The Orbiter's return Ku-Band link regquires simultanecus
transmission of at least two independent data channels, one having a
rate of up to 50 Mbps and the other having a rate of up to 2 Mbps. 1In
addition to these data streams, it is also desirable, if feasible, tol
transmit a third stream of the operational data having a rate of 192 Kbps.
Since the above three channels have different clocks, time division
multiplexing will not be possible without reclocking which would be overly
complex. Consequently, other techniques must be considered as an alter-
native approach.

Phase modulation of three data channels after being subcarrier
modulated (i.e., PSK/PM) is a conventional scheme and PSK/PM for multi-

(1) (2)

channel data is well documented. The disadvantage of PSK/PM is

that it incurs intermodulation loss which is not desirable especially in
deep-space communications where the maximum available power is limited.

As far as the intermodulation is concerned, so-called interplex

(3)

proved to be more efficient with a minor system modification

than conventional PSEK/PM. Udalov(4) has shown a possibility of using

modulation

the interplex modulation system for the Orbiter Ku-Band link.

This paper describes a new modulation scheme (which we call
Quadrature-Multiplex (QM) Modulation) that generates the interplexed
signals with a simpler system structure and even smaller intermodulation

loss than the interplex modulation system for the Orbiter Ku-Band link
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when the same conditions which make interplex efficient over the conven-
tional scheme apply. The QM modulator has a similar structure to the
quadri-phase modulator as shown in Figure 9.1. In QM, the highest rate
data (i.e., 50 Mbps) is multiplied by the inphase component of the
carrier, while the other two lower rate data are multipled by the quad-
rature component after being subcarrier modulated so that they are
separable in the frequency domain. The resultant inphase and guadrature
components are summed up, power;amplified and transmitted. Here we
assumed that the power amplifier is a hard limiter amplifier, which is a
reascnable assumption in practice. This QM modulator eliminates the
"true" phase modulator reguired in interplex and is simpler to implement.

In this repoft, the OM modulation has been restricted toc the
three channel data transmission case in order to convey its basic features
more clearly even though one can generalize it to multichannel trans-
mission. The QM'signal'is analyzed, compared to the interplex signal,
and shown to be essentially identical to it. The receiver performance
is studied in terms of the loop loss. Finally, a signal is designed
using the QM for the Orbiter’'s Ku-Band return link.
9.2 THREE~CHANNEL QUADRATURE-MULTIPLEX MODULATION

In this section, we analyze the QM signal and compare it to
the interplex signal. It seems to be in order to discuss the interplex
signal first, since the two signalé will turn out to be essentially
identical.

9.2.1 Three—Channel Interplex Modulation

The block diagram of the three-channel interplex modulator is
shown in Figure 9.2,.and the transmitter output signal s(t) can be
represented by(3).

s(t) = ¥2P sin [mct + 0(t)] (5.1)
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where
= 9.2
g (t) Bls (t) + e2sl(t)s {t) + 63sl(t)s (t) {_’J
5, (t) = %1 (t) = +1; 53(1:) = 11 (9.3)
Using trigonometric identities for @ (t) after plugging Equation (9.2) into

Equation (9.1) we get

s(t) = {5 {p,s (t) + /Eizsl(t)sz(t) + /513sl(t)s3qt)

/_123sl(t)s (t)s (£)} cos w ot /r_ffr;

- /52s2(t) - /5353&) - /p__s (t)s (t)]

2372
+ sin wct (9.4)
where
PC = P cos? Bl 005292 005283
P, & P sin261 c05262 c05263
P2 8 P sinzel_sinze2 c05283
P3 & P sinZB1 005292 sin263 (9.5)
P12 =P coszel sin282 005283
P13 4 p coszel c05282 sin263
P23 g P c05281 sin282 sin283
P123 =P sinzel sin?‘G2 sin263
Defining ’
x(t) = VP s  (8) + VP s (B)s, () + VP s, (E)s (E)
- /B8, (B)s, (E)s, (8)
y(t) = /EZ-— /Ezéz(t) - /E;éa(t) /F;;éztt)s {t) {9.6)
Equation (9.4} is rewritten as
s(t) = V2x(t) cos wct + /Ek(t) sin mct (9.7)
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Equations (9.6} and (9.7) show that the interplex signal has the first

channel signal sl(t) with power P. in the inphase component of the

1

signal, and the carrier, the second and third channel signals with the

power Pc' P2, P_ respectively in the quadrature component. The inter-

3

modulation loss in this case is

P.=P + P + P + P {9.8)

d 12 13 23 1237

It is desired that P P2, and P, be as large as possible, and PC and

ll’

Pd be as small as possible for an efficient use of the available total

3

power. This can be achieved by making

Gl =n/2 . (9.9)

In this case

P =20
c
- 2 2
Pl = P cos 82 cos 83
- 02 2
P2 P sin Bz‘cos 83
- 2 . 2
P3 = P Cos 82 sin 83
P. = P sin?6_ sin?0 {9.10)
a 2 3 )
and Equation (9.6) becomes
] -
x(t) Vplsl(t) VPdsl(t)szit)s3(t) {(9.11)

= - -
y(t) Vstz(t) fP3s3(t)
Therefore, when Bl = 1/2, the interplex signal is carrier suppressed
and its intermodulation is caused by the product of the three signals
only.

9.,2.2 Three-Channel QM Modulation

A scrutiny of Equation (9.7) and (9.11) sheds light on gene-
rating an interplex signal in a manner other than using the true phase

modulator, i.e., if P, is relatively large compared to P_ and P_,

1 2 3
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Equation (2.7) looks like a quadriphase signal. If

P1>>P2; Pl>>P3, . {(9.12)
then 62 and 63 have to be small angles and conseguently Pd of Equation
(9.10) will become negligible. With thiélassumption, the interplex
signal given by Equations (9.7) and (9.11) may be implemented as shown
by Figure 9.1. This is the.motivation which led us to consider the QM
modulator in lieu of the interplex modulator of Figure 9.2. However, we
can start to consider the QM modulator independently with the assumption
given by Equation (9.12).

Consider the QM modulator shown by Figure 9.1. The signal

generated by the QM modulator can be expressed by

s(t) = /2(a(t) cos w_t + B(t) sin w_t) {9.13)
where

A(E) = VP s, (£) (9.14)

B(t) = JE;éz(t) + /5;53(t)

Therefore, from Equations (9.13) and (9.14), we get

s(t) = V2E(t) sin (u_t + L(t)) ' (9.15)
where
e(t) & [a2(t) + B2(0)]*2 (9.16)
A -1 fA(t)
z({t) = tan (B(t)) {(9.17)

Since s(t) passes through the hard-limiter power amplifier as mentioned

earlier, the transmitted signal will be

s(t) = V2P sin [mct + z(t)] : © {9.18)
which can be rewritten as _
_ a(t) B(t) .
s{t) = V2P (E(t) cos mct + E(D) sin mct) {9.19)
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-1 A
Let us now evaluate E ~ (t). From Equation (9.14)

2 = —
A2 (t) = [/Fzéltt)] = P, (9.20)
B2 (t) 2 {/E;éz(t) + /5553(t)}2

It

e
P2 + P3 + 2 P2P352(t)s3(t)

From Equation (9.20)

22 (t) + B2 (1)

PT + 2 #P2P352(t)s3(t)

PT (1L + 2 fpz/PT VP3/PT sz(t)sa(t}) (9.21)

where

A
= + .
PT Pl + P2 P3 (2.22)

Recalling the fact that V?Z/PT<<1; /PB/PT<<1, because of Equation (9.12),

-1/2 _

ET(t) = [a2(t) + B2(1)] X [a-8 s, (t)s,(t)] (9.23)

Py

where three terms in the binomial expansion were used, and

P P
al1+ %- 92 . 51 (9.24)
T T
g & /5 /P VP_/P {(9.25)
2/ 3 .

From Equations ($.14}, (%9.19), and (29.23), we get

P
s {t) "2-5; %[afszél(t) - B/Ezél(t)sz(t)SBIt)] cos _t

+ [(aJ;; - BJE—) sz(t) + (3/5; - 8/52553(t)] sinw t
Cc

3
(9.26)
Defining
4
ey = o/p )
A
/oy & o/F] - 8VF,
v A -
T Lo/ - a/e)
A
/Bl = BYP, (9.27)
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and adjusting so that
P=rp (9.28)
Equation (9.26)_can be rewritten as

s(t) = V2 {[/Eisl(t) - /Egél(t)sz(t)sa(t)] cos mct
+[/p7s, (t) + /Pis (0)] sin mct} (9.29)

Equation (9.29) is exactly the same as the interplex signal generated
by the interplex modulator except for the power reapportionment given
by Equation (9.27). It is immediately clear from Equation (9.27) that

the intermodulation loss of the QM modulator is

Py = 3291 (9.30)

Now let us investigate the power reapportionment in more

detail.

Defining ¥2 P3/P2 (9.31)

(=

2 ] L}
A P3/P2 {9.32)

We can express o and B of Equations (9.24) and (9.25) in terms of v and

P_/P_ as
2
v s, [a-2 /2y
0L=l+-2—'¥ —-'-—1—_‘"_?'2—— (9.33)
1-p. /P
1" 7T
B =y Ty ? (9.34)

It can be shown that o = 1 for all practical purposes. From Egquations
{(9.27), (9.31), (9.32), and (9.34) then, it can be shown that

27 o2 2

v2L(v2 + p_sp 1

22 = 1 g {9.35)
[1+v*(p,/P) ]

The A% versus Y2 relationship of Equation (9.35) is illustrated in
Figure 9.3. As is clear in Figure 9.3, the power reapportionment

between channels 2 and 3 due to going through the limiter becomes
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large as YZ and/or Pl/PT decrease. This is a "capturing" of the limiter
effect. When Y2 = 1 as an extreme case, there is no power reappor-
tionment.

Equation (9.27) shows that the power reapporticnment occurs
only between the lower two channels, and the amount of the power transfer
is determined by the factor B which we call the power spill-over factor.
This factor is shown in Figure 9.4. Since B is a small number, the
power reapporticnment in the second channel is very small. However, the
reapporticnment in the third channel will still be considerable when Yz
is small.

The relative intermodulation loss Pd/P is shown also in
Figure 2.5, which turned out to be a very small portion of the total
power.

This completes the description of the QM signal and Figures
9.3, 9.4, and 9.5 will prove to be useful for designing the OM modu-
lator. In the next section, we will discuss a receiver system that is
pertinent to the OM signal as well as the interplex signal,

9.2.3 Receiver Performance

The demodulator for the OM signal is shown in Figure 9.6,
which is a Costas Loop type of demodulator. Considering additive white
Gaussian noise in the channel, the received signal is given by

{referring to Equation (9.29))

r(t) = ¥2x(t) cos (w t + ¢.) + Y2y (t) sin (Wt +¢.) + n(t)

{9.36)
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where

A * ‘
x(t) = JEIsl(t) - /E;sl(t)sz(t)s3(t) (9.37)
y(t) = /Egsz(t) + /§;s3(t) (9.38)
n{t) 2 V2N (t) cos w t - V2N (t) sin w _t (9.39)
. o = C

The low pass filter output of the inphase channel is

ul{t) = r(t) V2 cos (W t + ¢0)I LPF
= [=(t) + Nc(t)] cos ¢ + Ly{t) - Ns(t)] sin ¢ (9.40)
where
A
$ = ¢i - ¢O (9.41)

The low pass filter output of the guadrature channel is

v(t)

r(t) V2 sin Wt + ¢O)| LPF

Ix(t) + n_(£)] sin ¢ + [yit) - w_(£)] cos & (9.42)
Equations (9.40) and (9.42) show that there is energy leakage between

the two channels in the presence of the phase tracking error ¢. Since
Pl>>P2 and Pl>>P3, v(t) has the more deleteriocus effect on the demodulated
output than u(t). However, this can be avoided by judiciously choosing
the subcarrier frequencies Sq(mzt) and Sq(mat) so that 52(t) and 53(t)
locate on/near the null point of the sl(t) power spectrum.

The error control signal, then, is

z{t)

u(t)wvit)

il

- 172[x2 () - v2 ()] sin 26 + 1/2 v, (£,2¢) (9.43)
where
A .
v, (t,2¢) = [Ni‘t’ - Ni(t) - 2% (LIN_(£) - 2y(t)Ns(t)] sin 2¢
+ [2x(t)y(e) + 2y (£)N_(t) - 2x(E)N_(t)

- 2Nc(t}Ns(t)] cos 2¢ _ (9.44)

*
For notational convenience, primes are dropped in the power expressions.

To be exact, P1 has to be Pi and s0 on.
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We assume that the bandwidth of F(p) is narrow encugh to exclude the
*

term 2x(t)y({t) in Equation (9.44). Using Equations (9.37), (9.37),

%2 (£)-y2 (t) in Equation (9.43) is rewritten as

(p,+P_) - (P2+P3)

xz(t)-yztt)=P|:l 4

(Vo]

= (Pl + Pd) - (P2 + P3) (9.45)

Therefore, the stochastic integqrodifferential equation is given by

2 —= = - KF({P) [{P1+P

g - (P,#P)} sin 2 - v2(t,2¢)] (9.46)

This eguation is similar to that of the Costas Loop except for the

. {5)
- (D
phase detector gain P +P, (-2+P3) .
Now, we want to evaluate the loop noise level and the loop
loss. The autocorrelation function of the loop noise vz(t,2¢) can be
found to be (using Rnc(T) = RnS(T) as the noise autocorrelation functions

and Rx(T), RY(T) as the signal autocorrelation functions)
— 2
R (T) = 4RZ (1) + 4Rnc(T)[Rx(T) + Ry(T)] {9.47a)

Since RnC(T) is very narrow relative to Rx(T) or RY(T) we have

i

Pﬁq('r)

2
4RZ (1) + 4Rhc(T)[RX(D) + RytO}]

4RnC(T) + 4Rnc(T)P (9.47b)

The equivalent one sided noise density Neq in the region about w = 0

is then given by

Neq = 2 .ZiRN(T)dT (2.47¢)

*
Recall that y(t) is baseband on square wave subcarriers hence bandpass.
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For an ideal band pass filter with the bandwidth Wi,

N = 2N2W, + 4N _P . (9.48)}
eq 01 0

The loop loss, then, is giveﬁ by

2
- (. + PN
d 2 3 [s]
sL = N {(9.49)
eq

4[pl + P

From Equations {9.48) and (9.49), it can be shown that

2
N o) [ ()
s = 1 +1=]. (9.50)
L (P1+Pd—(P2+P3) sti

Equation (9.50) illustrates that, for large input signal-to-noise ratio

(S/N)i, the loop loss is determined by the powér distribution in each
channel. For Pl>>P2 and Pl>>P3, and for large (S/N)i, which is the case
here, the loop loss turns out to be practically 0 dB.

In summary, we proposed a QM signai demodulator which is a
Costas Loop type. In this section, Qe aiscussed power leakage between
the inphase and quadrature channels. This power leakage can be reduced
by a judicious selection of the subcarrier frequencies of the lower rate
channels. We evaluated the loop loss of the demodulator. It turned out

that the loop loss is negligible for the case of interest here.

9,2.4 Orbiter's Return Ku-Band Link

In this section, we are concerned with the Orbiter's return
¥u-Band link design using the QM modulator and demodulator discussed in
the previous sections.

(1) The information to be transmitted by the Orbiter is:

Ml(t) = up to 50 Mbps (NRZ)
Mz(t) = up to 2 Mbps (NRZ)
M, (£) = 192 Kbps = 0.2 Mops (NRZ) (9.51)
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{2) The TDRS Ku-Band receiver frequency plan and the achievable data
rate vs. user EIRP are given in Figures 9.7 and 9.8 respectively

according to the TDRSS User Guide.(B)

(3) It is required that the Orbiter provide

P +L +G_+ 1L

. ' = 48, .
t t t polarization 8.6 dBwW {9.52)

(7}

according to a NASA (JSC) memorandum.

With the above three constaints, a communication system has to be
designed. We will only consider the worst case of the highest bit
rates.

Figure 9.8 shows that the forward error control (FEC) coding
has to be employed to accommodate such a high rate data as 50 Mbps. 1In
the present design approach, we maintained the coding scheme only in 50
Mbps channel, The reasons are that the Orbiter EIRP is enough so that
there is no need to use the FEC scheme in the lower second and third
channels, and that the power leakages in inphase and quadrature channels
to be reduced as much as possible. The proposed Shuttle transmitter
block diagram is shown in Figure 9.9. The design procedure is as follows:
(1} To maintain equal performance in each channel, the power apportion-
ment has to be: |

P1 x 3.31 P2 P3

56 - 27 0.2 (9.53)

where the factor 3.31 corresponds to the FEC gain of 5.2 ds.

(2) From Equation (9,53)

() =

A2 =

9] 2

= 0.1 (9.34)
2

From Fiqure 9.3, we find Pé/Pé given P3/P2 as above,

2 = = =0.125 (9.55)
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{3} PFrom Eguations (9.27) and (9.53), we can approximate as

P, x 3.31 P
1 -2
A2 (9.56)
thus,
P P!
L. 0.87036 ~ = (9.57)
PT P

From Equation (9.22),

2y
P /By + Py/Bp (1 +¥) =1

P2/PT 0.12964/1.125 = .115236 (9.58)

P3/PT = 0.014404 {9.59)

(4) The intermodulation loss in this case is, from Figure 9.5,

1.5 x 10“3 (-28.24 dB). If we had used the interplex system of Figure 9.2,

the intermodulation loss would have been 1.529 x 10"3 (-28.16 4B} which

is about the same as the previocus wvalue,

{5) 1In Figure 9.8, the corresponding EIRP in each channel has been shown.

The figure shows that the power apportionment for the required data rates.

(6) The corresponding QM demodulator is shown in Figure 9.10. The loop

loss in this case will be 0.59 dB.

(7} It was tacitly assumed in this design that the subcarriers Sq(wzt)
and Sq(w3t) were determined such that 52(t) and 53(t) were located at
the first null of the sl(t) power spectrum,
9.3 CONCLUSION

In this report, a new modulation scheme, called quadrature
multiplex has been proposed to transmit three channel data having

different rates. An analysis has been performed for the guadrature
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multiplex modulation and compared to the interplex modulation system.

The QM is found to be easier to implement compared to the modulation
system with the same performance especially when one data rate is ﬁery
high relative to the other ones. In implementing the three-channel QoM
modulator, four balanced modulators and two summing devices are required,
while the interplex modulator needs four balanced modulators, a summing
device and a (true} phase modulator. Thus, the QM modulator is simpler
to implement as cdmpared to the interplex modulator and can be easily
modified from, or to the interplex system. Some design curves are
provided which are useful to design the QM modulator.

The Orbiter return Ku-Band link has been designed using the QM
modulation system as én example. In the 1link, the 50 Mbps rate channel
employs FEC, while the others do not. It turned out that the inter-
modulation loss is -28.24 dB which is negligible and each channel has
about 5 dB margin.
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10.0 STAGGERED QUADRIPHASE SHIFT KEYING (SQPSK)

10.1 INTRODUCTION

Staggered quadriphase shift keying, hereafter denoted as
SQPSK, is a relatively new method of phase shift modulations whiqh
conserves bandwidth as compared to bi-phase shift keying (BPSK) and
overcomes some of the inherent disadvantages of guadriphase shift keying
(gpsK). It follows that a good approach to discussing SQPSK is based on
comparing it with BPSK and QPSK. In order to accomplish this we must
first briefly review BPSK and QPSK. It will then be shown that SQPSK is
superior to both BPSK and QPSK with a minimum increase in complexity.
10.2 ANALYSIS

10.2.1 Binary Phase Shift Keying (BPSK)

We first briefly review the modulation format of binary phase
shift keying in order to have a basis for later comparison. The general
equation describing BéPK is giwven by

sm(t) = A COS (mot + 8(t)) , (10.1)
where 0(t) is derived from a baseband binary signal. For antipodal
signaling 6 (t} will take on values of *m/2 corresponding to a random
binary digit taking on values of *l. We thus have

sm(t) = A cos (mot * m/2) (10.2)

ox

i

+ .
sm(t) *A sin wot (10.3)
Thus (10.2) corresponds to modulating sin mot with a binary

pulse sequence and it follows that the signal space diagram for BPSK is

that given in Figure 10.1.
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3% -3 # sin wot

Figure 10.1 SIGNAL SPACE DIAGRAM FOR BPSK
The symbol T represents cne pulse width and A the pulse amplitude.
Therefore AYT represents the square root of the pulse energy. For white
Gaussian noise of spectral density NO/Z watts/Hz, the probability of an

error in pulse detection denoted by Pe, is given by(l)

P =0 (2231 \/'?) (10.4)

where

Q{a) is defined as

_n2
_Lfee./z dB (10.5)
Var b

One major advantage of BPSK, or PSK in general, as compared

e

Q(a)

with other modulating schemes is its great immunity from noise along
with insensitivity to level variations. For example a non-bandlimited
BPSK signal can pass through an amplitude limiter without degradation
although, in general, a bandlimited BPSK signal will exhibit more
frequency spread after amplitude limiting. Since amplitude limiting is
either inherent in many systems or purposely applied in order to gain
noise immunity and maximum efficiency of the transmitter power amplifier,
it follows that the transmitted signal will be more spread in frequency
than might be desired causing out of band interference. It will be
shown that QPSK also has this disadvantage but that SQPSK is more immune

to amplitude limiting.
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A major disadvantage of BPSK is wastefulness of available
bandwidth. It will be shown in the next section that QPSK uses half the
bandwidth of BPSK to transmit the same amount of information.

10.2.2 Quadriphase Shift Keying

In gquadriphase shift keying, (QPSK), we transmit information
over two orthogonal channels which are chosen so as to not increase the
bandwidth requirements over a single channel PSK system. The QPSK
modulated signal sm(t) is represented as

sm(t) = a(t) sin (wot + ¥} + b(t) cos (wot + V) {10.6}
The 'sin' and 'cos' represent orthogonal signals which are modulated by
random binary bit streams a{t} and b(t) respectively. Assuming that
sm(t) is narrowband, the twc modulating signal components a({t) and b(t)
can be separated and recovered at the receiver by using conventional
orthogonal demcdulation techniques. Therefore we are transmitting two
channels of information over one available channel and it will subse-
quently be shown that the bandwidth requirement is one~half that of one
channel PSK. Thus the main advantage of QPSK over BPFSK is bandwidth
conservation. Of course M'ary PSK also conserves bandwidth but at the
price of incregsed probability of errnr. For the same overall bit rate,
the bit error for QPSK is the same as for BPSK which will be shown
later.

Refer to Figure 10.2 and Figure 10.3 whicﬁ are the simplified
block diagrams of a QPSK and SQPSK systems. For QPSK, switch S in
Figure 10.2 is closed. In operation, a binary bit stream, s(t), as
shown in Figure 10.4 is the input of a signal splitter. The purpose of
the signal splitter is to yield two output randem bit streams aft) and
b(t) which together contain all the information in s(t). Conventionally,

a(t) consists of the even {odd) bits and b(t}) the odd (even) bits of
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s(t). Also the pulses of a(t) and b{t) are of width T, twice the width
of s(t). This signal is filtered to decrease sideband energy yielding
sf(t) which is then amplitude limited by the power output amplifier of
the transmitter. (The power output amplifier is usually operated in a
saturated mode to gain maximum efficiency.) Limiting may also occur
prior to the power amplifier but we will lump the effects into one block
on the diagram designated "limiter.' The limited signal, Sl(t)' may
undergo more filtering, g(t), before being transmitted to eliminate
excessive sideband transmission produced by the limiting action.

The received signal r(t} is combined with additive white
Gaussian noise n(t), bandpass filtered and coherently detected. This
vields baseband signals ;(t) and ﬁ(t) which are then combined yielding a
statistical estimate of s(t), ;(t).

In order to compare QPSK with BPSK, we assume the same trans-
mitted power ana rate of transmitted information. Also we note that
BPSK réesults from letting b{t) = 0. The power spectrum of sm(t) for

BPSK is given in Appendix 10.A, equation (10.A.17), as

s W) =Ls (wuw) (BPSK) (10.7)
s T 4 Ta o :
m
and the power spectrum for QPSK is given by one half of eguation (10.A.21)

(for equal power) as

+
Ss (w )
m

m
5 {sa(w—wo) + Sb(m—mo)} {QPSK) (10.8)

We assume that a({t) and b(t) have the same autocorrelation
function {this will usually be true since a(t} and b(t) are usually
derived from a single bit stream) and therefore the power spectrum

Sa(w) and Sb(w) of a(t) and b{t) respectively will be the same. Therefore

L i i
w implies w>0. The power spectrum for negative frequencies will be

a mirror image of S5 (w?) since Ss (w) is even.
m m
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(10.8) becomes

+ m )
ssm(w ) = 4 Sa(m wo) {QPSK) (10.9)

Sa(w) for QPSK is half as wide as for BPSK since the pulse of
a(t) for QPSK has twice the width of a{t} for BPSK, i.e.,
{(10.10)

Sa(m) = Sa(2w)

QPSK BPSK
It follows that the modulated signal sm(t) for QPSK has ﬁalf the band-
width of BPSK for the same total bit rate. This also applies te the
filtered signal sf(t).

In conside;ing the effect of limiting we assume that the
filter h(t) does not produce intersymbol interference. Also it is
assumed that the limiter is a hard limiter. With these assumptions, it
is shown in Appendix 10.3 (equations (10.A.20) and (10.A.27)) that
hardlimiting completely restores the sideband energy which was suppressed
by h(t). Therefore thé power spectrum of the hardlimited signal, sz(t);
for BPSK and QPSK is given within a proportionality constant by (10.7)
and {10.,9) respectively.

The previous important result implies that the bandpass filter
h(t) has no effect whatsoever on the spectrum of Si(t)' Also we note
that although BPFF g(t) can eliminate some of the unwanted sideband
energy generated by the hardlimiter, the hardlimiter (in this case the
power output amplifier) will be relatively inefficient since it is
dissipating power which is not being transmitted. Herein lies the major
disadvantage of QPSK. It will be shown in the next section that QPSK
overcomes this disadvantage while maintaining the attributes of QPSK
over BPSK. Probability of bit error will alsc be considered in the next

section on SQPSK.
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10.2.3 Staggered Quadriphase Shift Keying (SQPSK)

SQPSK was developed in order to at least partially eliminate
the effect of the limiter restoring the high frequency sidebands which
were reduced by the bandpass filter. Intuitively, we note that since
QPSK allows phase transitions of 7 in addition to % T/2 that such
polarity changes.when filtered introduce amplitude distortion which is
subsequently converted to phase modulation by a hard limiter.<2) This
phase distortion recreates the high frequency sidebands. Of course
bandpass filtering after hardlimiting can again reduce these sidebands
to a minimum but since the final power amplifier (TWT) performs hard-
limiting this effectively decreases the efficiency of the power ampli-
fier. SOPSK overcomes this disadvantage by allowing only phase transitions
of * /2. For a bandlimited signal, even transitions of /2 will
result in some festoration of the high frequency sidebands after hard-
limiting but it turns out that the effect is not nearly as severe as for
QPSK especially if the type of bandpass filtering is carefully chosen.

Referring to Figure 10.2, switch S is open for SQPSK allowing
b(t) ﬁo be delayed in time by half its pulse width or t1/2. Comparing
a{t) and b{t-1/2) as in Figqure 10.4, we note that the maximum phase
transition at any given time is limited to * /2 and herein lies the
major difference between QPSK and SQPSK. The rest of the transmitter
and receiver is essentially the same as for QPSK.

The power spectrum of the modulated signal, sm(t), is given by
(10.8) and since a time shift does not effect the power spectrum it

follows that (10.%9) is also applicable to SQPSK again assuming a(t) and
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b{t) have the same autocorrelation function. Therefore the power
spectrum of sm(t) for SQPSK is given by

s @ =Ts (ww) (SQPSK) (10.11)
S a (o]

2
m

It follows, as in QPSK, that

+
S¢ (w) =8 [2(w-mo)] (10.12)

"sopsk SmBPSK
i.e., the modulated signal sm(t) for OPSK has half the bandwidth of BPSK
for the same total bit rate; this result alsc applying for sf(t).

The output of the hardlimiter, however, does depend on the
filtering action of h(t) as shown in Appendix 10.A and Appendix 10.B.
In Appendix 10.A an equivalent pulse pz(t)4~>P2(f) (equation 10.A.34 and
10.A.36) is defined at the ocutput of the hardlimiter. If the baseband
input pulses to the limiter are rectangular then the equivalent output
pulses are rectangular yielding an output spectrum of the form Sa (ow) . "
If the baseband input pulses to the limiter are raised cosine or Gaussian,
then the equivalent output pulses are given in Appendix 10.B. For both
the raised cosine and Gaussian, the equivalent output pulse is more rec—
tangular than the input pulse thereby giving rise to more high frequency
energy. The output power spectra for raised cosine and Gaussian inputs
does not decay as rapidly as the input spectra; however, the output
spectra decays more rapidly as compared with QPSK which always yields a
Sa{aw) output spectrum. Therefore, at least for the raised cosine and
Gaussian case, SQPSK is superior to QPSK in relation to excessive
sideband energy at the output of the limiter. This implies more effi-

cient operation of the power output amplifier, less intexrference

* sa(B) = sin B/8
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due to spurious radiation and less filtering required by the transmitter
output filter. The increase in complexity as compared to QPSK is minimal
as can be seen by referring to Figure 10.2 and 10.3.

We now consider the bit error rate of QFSK/SQPSK as compared
to BPSK. It was previously shown that QPSK/SQPSK can transmit the same
information as BPSK but utilizing half the bandwidth. Tt will now be
shown that the total bit error rate for QPSK and SQPSK is the same as
BPSK under the constraint that the transmitted and received power be the
same for both modulation schemes. From (10.7} and {(10.9) we see that
the baseband pulse amplitude of QPSK/SQPSK must be l//a'that of BPSK in
order to maintain equal power outputs. From Figure 10.4, however, we
note that since the baseband pulse widths of QPSK/SQPSK are twice that
of BPSK, the received Pulse energy in both cases is the same. Normal-
izing the pulse energy to 1, Figure 10.5 shows the signal space diagrams
for both cases. For QPSK/SQPSK, however, the coherent gquad demodulator
(assumed ideal) will vield two individual signals each having the same
signal space diagram as BPSK. Since the probability of bit error is a
function of the distance between the signals on the diagram, which is
the same in all cases, the bit error probability is the same for BPSK
and QPSK/SQPSK. It follows that the probability of error for white
Gaussian noise is given by equations (10.14) and (10.15) as in the BPSK

case.
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SOQPSK has other advantages to QPSK in addition to the one
previously discussed. For example, it has been shown that under certain
conditions SQPSK offers approximately a 3 dB advantage over QPSK in the
presence of receiver oscillator phase jitter.(s) Also, the improvement
of SQOPSK over QPSK for small amounts of jitter is shown to be propor-
tional to the excess bandwidth allowed in transmission with little or no
improvement available for a minimum bandwidth system. However, the
performance of SQPSK is in no case inferior to QPSK in relation to phase
jitter. It follows that SQPSK is most advantageous in relation to phase
jitter in systems which do not track out the jitter and have excess
bandwidth available.

Another advantage of SQPSK over QPSK arises for the case where
the orthogonality between the channels is destroyed in part by nonideal
conditions. It was previously shown that both QPSK and S8QPSK have
detection performances identical to BPSK if orthogonality is preserved.
In this case, however, the detection performance of SQPSK can be shown

to fall between BPSK and QPSK.(4)

In fact, for equally likely modu-
lating pulses, the probability of bit error is the average of the
probability of bit errors for BPSK and QPSK and it follows that the
detection performance on SQPSK is as good or better than QPSK.

In order to gain maximum power efficiency, a reference carrier
is rarely transmitted in phase shift keying. Therefore the reference
carrier must be derived from the modulated signal at the receiver for
proper synchronization. For BPSK, a squaring loop can perform this
function but the desired reference will have a twofold phase ambiguity

of 0 or m radians. ¢QPSX, on the other hand, requires a fourth order

multiplier which has a®fourfold ambiguity of 0, ¥ /2 or T. SQPSK,
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however, requires only a multiplier of order two as in BPSK and there-
fore the reference has only a two state ambiguity. Also since fourth
order multiplication results in a larger loss than second order, SQPSK
achieves better synchronization performance than QPSK expecially for low
SNR.(5)
10.3 SUMMARY

It has been shown that SQPSK is superior to QPSK‘in at least
four ways. The first advantage is decreased spurious sideband enexgy at
the transmitter output amplifier resulting in higher output amplifier
efficiency and less out of band interference. Also, SQPSK is more
immune to receiver oscillator instability, offering in some cases
approximately a 3 dB advantage over QPSK. In addition SQPSK offers a
detection performance which is as good or better than QPSK. For
suppressed carrier transmission, SQPSK also has the advantage of less
phase ambiguities and better synchronization performance as compared
with QPSK. Therefore it appears that SQPSK will be used in present and

future systems since it requires little additional complexity and yet

offers many advantages over QPSK.
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APPENDIX 10.A
POWER SPECTRUM OF BPSK, QPSK AND SQPSK
This appendix derives the power spectrum of BPSK, QPSK and
SQPSK hefore and after filtering and after hardlimiting. The relevant
gignals with their appropriate notation are shown in Figure 10.A.1l.

*
The modulated =ignal, sm(t), is given by

sm(t} = a{t) cos wot + b(t) sin wot (10.A.1)
where
a(t) =] a_ p(t-kr) (10.A.2)
k
b{t) =) b, P(t-k1-AT/2); A = 0 for QPSK (10.2.3)
k A = 1 for SQPSK

The coefficients a, and bk are independent binary random variables
which take on values of *1 with egual probabilities, and p(t) is given
by

. T T :
pl(t) = g(- 5 30 (10.A.4)

1 for o <t 5_8}

where the gate functi o =
g ion gf{a,B) {0 otherwise

The filtered signal, sf(t), is given by

sg(t) = u(t) cos w t + vit) sin w t {10.A.5)
or

sp{t) = Yu®(t) + v’ (t) cos (w t + B(t)) (10.A.6)
where

u(t) = a(t) * h{t) . (10.3.7)

vi{t) = b(t) * hit) {10.A.8)

Hereafter we will be assuming that the filtered pulses will be essen-
u(t-kT)u(t-L1) = 0

tially disjoint, i.e., {
v{t-kt)vi{t-21) = 0

} for k # L and for all t.

*
For simplicity we are assuming the arbitrary phase angle  is zero.
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After hardlimiting we have
s, {t) = x(t) cos w t + y(t) sin w t (10.2.9)
') o o

where

x(t) = u(t) (10.A.10)
Yuc (t) + v* (t)

y(t) = v(t) (10.a.11)
Yu? (t) + v (t)

We now derive the general power spectrum equation. Let s(t)
be given by

s{t) = a{t) cos mot + B{t) sin wot {(10.A.12)
where o (t) and B{t) are random binary pulse streams with pulse widths T.

It can be shown that the power spectrum Ss(w) of s(t) is given by

= I - -
Ssm)~4iﬁawwo)+88mﬂ5)+SQMU%)+Sﬂwwg
+ 2Im Sp (wtw ) + 2Im Ssu(“"mo)} (10.A.13)
where
2
Sa(m) = %—]Pa(w)| {Power spectrum of o(t)) (10.A.14)
1 2
SB(m) = ;-IPB(w)| {Power spectrum of B(t)) {(10.A.15)
SBu(w)= %-Ps(w)P;(w) {(Cross power spectrum of {10.A.16)

B(t) and a{t))

P_(w} and Pa(m) are the Fourier transforms over one pulse interval of

B
B(t) and a{t) respectively.

Let us apply these results to BPSK, i.e., b(t) £ 0. Using
{(10.A.13), the power spectra Ss {w) and SS {w) of sm(t) and sf(t),

m f
respectively, are given by
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il
e

5 (w) {sa(m+mo) + sa(w—wo)} (BPSK) | {10.A.17)

i .
2 {su(w+mo) + Su(m-mo)} (BPSK) (10.4.18)

n
—
€
S
n
i

where Sa(m) and Su(m) are the power spectra of a(t) and u(t) respectively.

After hardlimiting, the power spectrum is

ssz(m} =

T

{sx(w-wo) + sx(w+w0)} {BPSK) (10.A.19)

Using (10.A.10), x{(t) can be written as

u{t)

x(t) = fue) |

= af(t) (BPSK) (10.A.20)

Therefore SS {w) = SS (w) for BPSK and it follows that hardlimiting has
2 m
eliminated the effect of bandpass filtering.

Consider now the QPSK case. Some equations below will also
apply to SQPSK. Since a(t) and b{t) are assumed independent, it follows
. + + +
that for w > O (designated w } the power spectra SS (w ) and ss (w )

m £
of sm(t) and sf(t) respectively can be written as

s (W)

m
< z-{sa(m-wo) + sb(m-wo)} (QPSK/SQPSK) (10.2.21)

1
T
S

i

m
< 4 {su(w-wo) + sv(w-wo)} (QPSK/SQPSK)} {10.2.22)

+
The power spectrum for SS {w ) is given by

L

+
Ssn(m } =

INE

{Sx(w—wo) + Sy(w—mo) ~2Im Sxytm—mo) (10.A.23)
(QPSK/SQPSK)
It is easily shown that x{t) can be written as

Eak.p(t-kT)

x(¢) =L X (QPSK) (10.A.24)
V2 ¥ plt-kt)
X
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or

x(t) = — 7 a, g{t-kt) (OPSK) (10.A.25)
. .

V2
where g(t) = g(- %, %1 as defined in (10.A.4).
Similarly

v(t) = g (t-kt) (QPSK) (10.A.286)

1
R
It follows from (10.A.25) and (10.A.26) for QPSK that Sy¥(m) = 0. Also
we note that (10.A.25) and (10.A.26) are the same as (10.A.2) and (10.A.3)
except for the scale factor l//—. It follows that within a scale factor
s (m+) and Ss (w+) are identical. The effect of hardlimiting has
thirefore compTetely eliminated the effect of bandpass filtering as
in the BPSK case. Or in other words the power spectrum of the hard-
limited signal, SE(t), is independent of the characteristics of the
bandpass filter and it follows in the QPSK case that SS (m+) can always

2
be written as

+ sinz[(w+mo) 1/2]
S () =k (QPSK) {10.A.27)
) [(w+mo) T/Z]2 (k = constant)

Lastly let us apply the equations to SPPSK after it has been
hard limited. Let E(t) 0 P(t)*h(t). For SQPSK, it can be shown that

x(t) and y(t) can be written in the fcllowing manner,

Il
w1 bl |

x(t) a ﬁx(t—kr) {10.A.28)

k

v (t)

bk Py(t—kT) (10.A.29)

where ﬁx(t) and iy(t) are gilven by
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T T
g(- L Eﬂ

5x(t) = T 5 - 12 (SQPSK)  (10.A.30)
" ;E(t+T£2)} . 3E(t»rgz)f
i p(t) p(t)

5y(t) = - ; gtng) . PRTVE (SQPSK)  (10.A.31)
1+ {m B (t) E s i~ B(t) }
N plt-1/2) plt-1/2)

We can use (10.A.23) which also applies to SQPSK in determining

)

since 5y(t) = ﬁx(t-1/2), we conclude that Sx(w) = Sy(m). We can therefore

S (). It follows from (10.A.28) and (10.A.29) that Syx(w+) - 0. also

write (10.A.23) as

s W) === |P (w~w )l2 (SOPSK) {10.a.32)
S£ 21t x o T

where ﬁx(m) is the Fourier transform of (10.A.30), i.e.,

. T/2 o
P () = J(. T3 (10.a,33)
Lr /2 plt+r/2) % b t=1/2)
p(t) plt)
(SQPSK)

If ﬁ(t) is even, which we will assume hereafter, (10.A.33) reduces to

. . T/2
Pw) = B () = 2f —593%——1‘/“;; p(t) even {10.2.34)
0 {1+g(t)}
where
q(t) = Eéﬁillglf (10.A.35)
plt)

After limiting, then, the equivalent pulse in the time domain is

p (t} = _t : p(t) even {10.2a.36)

{1+q (t) 11/
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It follows from the previous results that for SQPSK SS {w) does depend
)

on the characteristics of the bandpass filter in contrast with the

results for QPSK.(G)

APFENDIX 10.B
EQUIVALENT PULSES AFTER HARDLIMITING FOR SQPSK
In Appendix 10.A it was shown that, in contrast to BPSK and
QPSK, the power spectrum of SQPSK after bandpass filtering and hard-
limiting is dependent on the actual characteristics of the bandpass
filter. The exact relationship between Ssg(m) and p({t) (in this appendix
p{t) will be any pulse, i.e., not just rectangular} is given by {(10.a.32),

(10.A.34), and (10.A.35) of Appendix 10.A. We can expand (10.A.35) by

the binomial theorem to yield

T 1 1 3 2 5 3
Px(w) = 2 {'2' Sa {w Tr/2)-§Q( )(w) +§Q( )(UJ)-EQ( )(w)+....}
(10.B.1}
where
sal{a) = E%ﬂ (10.B.2)
T/2 2
_ plt- /2)
O{w) = j; iwp(t) } cos wt dt (10.B.3)
and
Q(n) (w) = Qlw)*Q(wl*...*Qw) ; * denotes convolution
n times ‘ (10.B.4}

Since in general convolving Q(w) with itself results in a
function which is_more spread in fregquency, we conclude that successive
terms in (10.B.l) represent wider bandwidth terms. Alsc we can see from
{(10.B.1) that in order to conserve bandwidth we desire that Q{un) fall
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off in frequency as rapidly as possible. This conclusion gives us a

clue to the signal design of p(t). Ideally p(t) should be Gaussian or
scme other time pulse which has a Fourier transform.which decays rapidly
in frequency. Unfortunately, g(t) and therefore Q{w) can be shown to be
restricted to a much smaller class of functions than p(t) and it follows
that we cannot érbitrarily pick q(t) (i.e., as Gaussian) and expect to

be able to find a corresponding p(t) by solving (10.A.35) in Appendix
10.A. 1In fact, g(t) must be carefully chosen to satisfy certain condi-
tions in order for p(t) to exist. Without going into detail one condition

on gq(t) is that

q(% —f)= th(t) for gq(t) even and defined over (- %3 ;ﬂ
{10.B.5}
A way of determining the pulse p(t) which is least affected by
bandfiltering and hardlimiting is to determine Px&u) for different input
pulses and compare the results. This will be done in the following

sections for a raised-cosine and Gaussian pulse.

Let p(t} be a raised cosine pulse given by

|~

p(t) = (cos?rt/T)g(- 3, 3) (10.8.6)

[\ ]

This pulse is shown as the solid curve in Figure 10.B,1 for T = 1. The

Fourier transform P(f) of p(t) is given by

P(f) = °5 [25a(w 1/2) + sa{(w-2m/1)1/2}

+ 8sa {{w+ 2n/1)1/2}] {10.B.7)

(We note that the first term in (10.B.1) and (10.B.7) are the same

except for a constant factor.)
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The equivalent time pulse pi(t) for SQPSK and after hard-
limiting is given by {(10.A.36) in Appendix 10.A. For the case of the

raised cosine pl[t) is given by

T T
g(- -t "")
2 2 (10.B.8)

pg(t) =

Y1 + tantw(t)/T

This pulse for T = 1 is plotted in Figure 10.B.l as the curve designated
pz(t}SQPSK' It is obvious for the raised cosine case that the effect of
hardlimiting is to broaden the pulse and give it a more rectangﬁlar
shape. This tends tb restore some of the sideband energy which was
filtered out prior to hardlimiting. However the effect is not as pro-
nounced as in the QPSK case where the equivalent pulse pg(t)stK is
always rectangular as shown in Figure 10.B.1.

The Feurier transform Pz(m) of pz(t) can be determined from
(10.B.1) and (10.B.3) in this Appendix or (10.A.34) in Appendix 10.A.
Unfortunately the integrals in both cases are difficult to evaluate for
our particular pulse and we therefore choose to find Pg(w) by using a
Fast Fourier Transform (FFT) on (10.B.8). The magnitude of the result,
and IP(f)I

ng(f)| + is shown in Figure 10.B.2 along with ]Pl(f)l

SQPSK QPSK

the magnitude of Equation (10.B.7).

Comparing |P(f)| and |P2(f)] ' we note that limiting has

SQPSK
restored some undesirable sideband energy, but we are still better off
than with QPSK which has appreciable energy even at 4 Hz.

Consider the Gaussian pulse p{t) shown in Figure 10.B.3 and
given by

- 2
plt) = ¢ 12t (10.B.9)
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The normalized equivalent pulse is given by

Pg(t) = (10.B.10)

The equivalent pulse as shown in Figure 10.B.3 is again more rectangular
in shape than the original pulse. The magnitude of the Fourier trans-

forms IP(f)l and IPQ(f)| is shown in Figure 10.B.4. The magnitude

SQPSK
for £ = 0 has been normalized to 1 in both cases. Again we note that
the output of the limiter for SQPSK exhibits more sideband energy than
pefore limiting; however, in comparison with QPSK (see Figure 10.B.2),
we are better off.

From the preceding results for OPSK and SQPSK we note that at
least in the cases of a raised cosine and Gaussian pulses the unwanted
sideband energy is appreciably reduced for SQPSK with little added

system complexity. This implies more efficiency from the power output

amplifier and less filtering required by the output filter.
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11.0C ORBITER REENTRY COMMUNICATTONS

Communications blackout during manned spacecraft reentry
continues to be a perplexing problem. With lifting reentry vehicles,
such as the Shuttle Orbiter, and the associated longer periods for which
such vehicles are in a "blackout" condition the problem is even greater.
There has been much analysis of the effects of ionization induced inter-
ference on reentry vehicles of the ballistic type,(l) but very little
analysis has been found with regard to the glide reentry vehicle. These
vehicles typically glide with a high angle of attack and the region
behind the shock wave on the lower surface of the vehicle can be a
region of severe ionization.

The purpose of this investigation is to estimate the plasma
attenuation effects for a reentering Orbiter. The communications link
of interest is upward from the Orbiter to the proposed Tracking and Data
Relay Satellite {(TDRSS).

11.1 PROPAGATION IN AN IONIZED MEDIUM

The Orbiter, upon reentering the atmosphere, will be subjected
to a shock wave forming in front of the vehicle causing the surrounding
air to be compressed and have an increased temperature. As a result of
this increased temperature, air molecules become disassociated and
ionized. This ionized laver enveloping the spacecraft is referred to as
the reentry plasma sheath.

11.1.1 Reentry Plasma

In general the sheath surrounding a glide reentry vehicle is

comprised of regions as shown in Figure 11.1, These regions are:
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11.1.2

a)

b)

c)

d)

e)

Shock Front: this is the boundary between disturbed
and undisturbed air and characterized by sharp increases
in temperature and pressure.

Stagnation Point: at this point the velocity of free
stream air relative to the vehicle is reduced to zero.
The most severe plasma and temperature conditions occur
at this point and immediately beyond.

Inviscid Flow Region: this is sometimes referred to as
the intermediate region which is in a state of chemical
nonequilibrium. The plasma conditions at this region

are not as severe at the stagnation point but are respon-
gible for communications blackout for most systems.

Boundary Layer: this layer, comprised of large velocity
and temperature gradients, exists at the surface of the
reentry vehicle, For most flight parameters the effects
of inviscid flow region dominate those of the boundary
layer.

Wake Region: this is the region of electron ion recom-
bination usually occurring behind the vehicle.

Electromagnetic Wave Propagation Through A Plasma

if a uniform plasma having an electron density of n electrons

per unit volume the a.c. current J which flows in the plasma as the

Jw

result of an electric field E = e t applied to the plasma is

where

2% _
_ne’E _ E (11.1)
m(mc+3w)

number of electrons per unit volume
electronic charge

electronic mass

electron collision frequency
electric field strength

conductivity of the plasma = nez/m(mc+jm)

260



According to Maxwell's EMF equation

—an — a —_—
VxH=J+57 (EOE) (11.2)
= juwe E + OE
o
= jwsoKE

where
So = free space permitivity
EDE; electric displacement
K = effective dielectric coefficient
The effective dielectric ceoefficient K can be written as

iy
ne2 1 J (MC/UJ)

K=1- — 1+ (o /w)z (11.3)
o c

and plasma frequency, wp, is defined as

|neE
wp =1;E—O {11.4)

If it is assumed that the enviromment is not a vacuum so that

the collision frequency will never be zero, the effective dielectric

constant is a complex quantity of the form K = Kr + jKi, where

w 2
= 1 - (=B 1
kK. =1 { w) i*:TTE;7ETz (11.5a)
w 2 wc/w
KJ_ = = { w) W {11.5b)

The variation in the real and imaginary parts of the dielectric
coefficient, each as a function of wc and mP, is presented graphically
in Figures 11.2 and 11.3 respectively, and the magnitude of the effective
dielectric constant is shown in.Figure 11.4. Observation of these
curves and equation (11.5) leads to the conclusion that for wc/w =1, Ki

. 9] .
is a maximum. Furthermore, K = 1, only when —E-= 0 (i.e., zero plasma
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frequency}, howeyer for the case when m>>wP the effective dielectric
constant K ® 1, It is this latter case that cne tries to achieve when
selecting a propagation frequen¢y to overcome the effects of the plasma
sheath.

(1)

It has been shown that the plasma can be considered to be
a medium with permeability Mo permittivity EO, and complex conductivity
g. The wave equation satisfied by the electric field vector E is then

V2E + uoswzﬁ'= 0 (11.6)

The one dimensional plane wave solution of (11.6} is of the form

E = E_ exp (+Yx) (11.7)

where
Ly .

Y = jJkK® = a + 3B

¢ = attenuation constant

B = phase constant

k = w/e = 21/

A = free space wavelength

We can then define the phase and attenuation constants to be

k|- x ]

E =k ;~—75——1 (11.8)
Mx)+ x °

a =k —25‘ (11.9)

Plots of the normalized phase and attenuation constants as a function of
mp/w and wc/w are presented in Figures 11.5 and 1;.6 respectiyely.

The total attenuation of a wave propagating through a homo-
genecus layer of thickness d may be written as follows:

L = 20 log exp(ad)

= B8.686 ad (dB) {11.10)
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11.2 ESTIMATES OF HYPERSONIC SHOCK EFFECTS OF THE ORBITER
DURING REENTRY

Reentry vehicles of the lifting body type, such as the Shuttle
Orbiter, consist in part of a lowér surface which approximates a flat
plate. To minimize the effects of aerodynamic heating the leading edge
of most reentry vehicles is blunted. The Orbiter, as shown in Figure
11.7, can be locked upon, then as a vehicle consisting of a small blunt
nose followed by a rather large afterbody such as an inclined flat
plate.

McCabe and Stolwyk(z) have developed a methodology by which
the effects of radio communications interference may be estimated when
only the vehicle trajectory and body configuration are known. Simple
shapes such as inclined flatplate, conic, and blunt body have been
analyzed regarding plasma effects on propagation (the idea being that
actual vehicle shapes can be synthesized by combinations of the more
elemental forms). For the case of the Shuttle Orbiter the blunt body/

inclined flat plane appears to provide the best approximation.

11.2.1 Inclined Flat Plane

The flow conditions of a flat plate during reentry‘have been
modeled and the plasma and collision ffequencies computed as shown in
Figures 11.8 and 11.9 respectively as a function of angle of attack. In
the figures M sin 66 is referred to as the‘hypersonic similarity para-~
meter which determines the component of velocity normal to the surface
of the plate. M1 is the free stream Mach number and 85 is the angle of

attack. The depth of the shock region behind the stagnation point may
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be estimated from Figure 11.10 which relates the shock angle Bs to angle
of attack 86' To evaluate attepuation characteristics when propagating
from the surface of the plate one assumes that the inviscid region is
homogeneous with the size of the region increasing with increasing
distance from the leading edge.
11.2.2 Blunt Body

As mentioned the blunt leading edge of a reentry vehicle is
designed to reduce the effects of aerodynamic heating; there is, however,
a corresponding increase in ionization at the stagnation point. McCabe
and Stolwyk(z) have computed the plasma and collision freguencies at the
stagnation point as a function of vehicle velocity. These curves are
presented in Figures 11.11 and 11.12 respectively with wvehicle altitude
as a parameter. Conditions of propagation throughout this region are
constant if the stagnation layer is assumed to be homogenecus and have a

uniform thickness §.

11.2.3 The Orbiter Communications Problem

In this section estimates of the Orbiter plasma and collision
frequencies as a function of the flight profile of Figure 11,13 will be
obtained. This information will be used to develop attenuation bounds
and the correspeonding communications performance between the Orbiter and
the TDRSS.

Using the Orbiter flight profile in Figure 11.13, approxi-
mations to plasma and collision frequencies in both the inviscid flow
and stagnation reqgion were made using the data in Figures 11.8 through
11.12, Presented in Figure 11.14 is an indication of the envelope of

plasma frequencies expected for the Orbiter reentering at an angle of
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attack between 30° and 50°. Alsoc shown in the figure is the plasma

frequency in the stagnation region. Likewise a similar set of curves

have been calculated for the estimated collision freqguencies and is
presented in Figure 11.15. Observation of these curves indicates that
plasma frequencies in excess of 20 GHz are estiﬁated for the initial
phases of reentry.
Since the TDRSS operating frequencies are only at S-Band
(2 GHz) and Ku-Band (®15 GHz), if the Orbiter communications signal is
to penetrate the plasma region one of these frequencies must be used.
Attenuation factors for 2 GHz and 15 GHz propagation frequencies have
been computed and are presented in Figures 11.16 and 11.17 respectively.
From Figures 11.16 and 11.17 one can determine the worst case
attenuation (which occurs at an angle of attack of 50°). Some typical

values for worst case attenuation are presented in Table 11.1.

TABLE 11.1

TYPICAL "WORST CASE" ATTENUATION VALUES

Attenuation -1

Orbiter Velocity Plasma Frequency Factor {m ")
fps Hz 2 GHz 15 GHz

22 % 103 2.5 x 1010 > 100 ~100
18 x 103 1.5 x lOlO & 100 2100
14 x 103 4 X 109 2 15 10
10 x 103 < lO9 <1 <1
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Estimates of attenuation per meter are presented in Figure 11.18 as
a function of Orbiter reentry velocity with frequency and angle of

attack as parameter.

If one further assumes that the forward and aft antennas are
mounted approximately 4 meters (13.2 ft.) and 14 meters (46.2 ft.)
respectively behind the nose of the spacecraft, then estimates of the
thickness of the shock wave at the antenna location can be calculated by
use of Figure 11.10. Results of these estimates are presented in Table
11.2. Using Equation (11.10) the propagation loss due to the plasma
effects can be calculated for the two frequencies of interest, with

angle of attack and antenna location as parameters.

TABLE 11.2

ESTIMATES OF SHOCK WAVE THICKNESS AT ORBITER ANTENNAS

3, 6 8 -8 Shock Wave Thickness, d
8 s .8 s
(meters)
{degrees)|{degrees} | {degrees)
Antenna at Antenna at
4dm 14m
30 33 3 0.2 0.7
35 39 4 0.27 0.97
40 45 5 0.31 1.1
45 51 © 0.38 1.3
50 57 7 0.47 1.63
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As an example of the degree of attenuation that may be
encountered during reentry, consider the case where the communications
antenna is located 4 meters (13.2 ft.) behind the nose of the Orbiter.
Estimates of the total propagation loss due to plasma effects have been
computed for this case and are presented in Figqre 11.19 with trans-
mission frequency and angle of attack as parameters. The curves indicate
the propagation loss is directly proportiocnal to angle of attack and
inversely proportional to transmit frequency; therefore, with an angle
of attack of 30° and a transmit frequency at Ku-Band the plasma propa-
gation loss is negligible.

Indications are, however, that the angle of attack will be
closer to 507, thereby increasing the propagation loss by nearly two
orders of magnitude. Moreover, there are no Ku~Band surface antennas
planned for the Orbiter at this time, so that one is forced to use the
loss estimate of the upper most curve (i.e., the worst case condition).
The estimates indicate that losses that are considered tolerable
{i.e., less than 10 dB) will not be realized.until the Orbiter has
attained 'a decent velocity of approximately 15,000 feet per second
which corresponds to an altitude of 180,000 feet.

11.3 CONCLUSIONS

The Orbiter will be subjected to a highly ionized plasma

sheath upon reentry. Estimates have been made of the attenuation due

to reentry velocity as a function of angle of attack and Orbiter

transmission frequency.
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The foregoing analysis indicates that the outlook for an
Orbiter-TDRSS link to overcome the reentry communications blackout
problem is pessimistic. One must consider, however, that the analysis
is most valid for the region beneath the Orbiter. If the flow condi-
tions on the upper surface are reduced in severity by an order of
magnitude, communication via the TDRSS may indeed be realizable even at
S-Band. Moreover, if a Ku-Band surface antenna (e.g., cavity-back
planar spiral) were installed losses can.be reduced even further.
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